
EXHIBIT A 

Findings in Support of Approval 

1. The City of Milwaukie ("applicant") proposes to amend various residential regulations that 
are contained in Title 14 Sign Ordinance. Title 17 Land Division Ordinance. and Title 19 
Zoning Ordinance of the Milwaukie Municipal Code (MMC). and Chapter 4 of the Milwaukie 
Comprehensive Plan (MCP). The land use applications for these amendments are ZA-11-03 
and CPA-11-04. 

2. The purpose of the proposed code amendments is to improve the user-friendliness and 
clarity of the residential use zones; update Milwaukie's site development and building design 
standards for single-family and multifamily housing outside of downtown; and establish 
policies that reflect the community's changing housing needs and preferences. While the 
proposed amendments are located in several titles of the municipal code. the most 
substantive amendments are proposed to the following chapters of Title 19: 

• Chapter 19.300 Base Zones 

• Chapter 19.500 Supplementary Development Regulations 

• Chapter 19.900 Land Use Applications 

Additionally, amendments are proposed to Title 14, Title 17, and Chapter 4 of the MCP to 
coordinate with the proposed amendments to Title 19. 

3. The proposed amendments are subject to the following provisions of the MMC: 

• MMC Section 19.902 Amendments to Maps and Ordinances 

• MMC Chapter 19.1000 Review Procedures 

4. Sections of the MMC or MCP not addressed in these findings are found to be not applicable 
to the decision on this land use application. 

5. MMC Chapter 19.1000 establishes the initiation and review requirements for land use 
applications.· The City Council finds that these requirements have been met as follows. 

A. MMC Subsection 19.1001 .6 requires that Typ~ V applications be initiated by the 
Milwaukie City Council , Planning Commission. Planning Director. or any individual. 

The amendments are proposed by the City of Milwaukie and were initiated by the 
Planning Director on December 13, 2011. 

B. MMC Section 19.1008 establishes requirements for Type V review. 

i) Subsection 19.1 008.3.A.1 requires opportunity for public comment. Opportunity for 
public comment and review has been provided. Staff held a public open house on 
October 20. 2011 , for review of the draft amendments. The Planning Commission 
and City Council have had numerous worksessions and study sessions about the 
proposed amendments. The draft amendments were sent to members of the project 
steering committee. the Planning Commission. and "interested persons" for review 
on December 13, 2011 . Public comments received, including any City responses, 
are summarized in a separate attachment. 

ii) Subsection 19.1008.3.A.2 requires notice of public hearing on a Type V Review to be 
posted on the City website and at City facilities that are open to the public at least 30 
days prior to the hearing. A notice of the Planning Commission's February 28, 2012. 
hearing was posted as required on January 27, 2012. at City Hall, Ledding Library, 
Public Safety Building. and Johnson Creek Facility. A notice of the City Council's 
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August 21, 2012, hearing was posted as required on July 20, 2012, at the same 
locations. 

iii) Subsection 19.1 008.3.A.2 requires notice be sent to individual property owners if the 
proposal affects a discrete geographic area. The proposed amendments will apply to 
all residential properties in the City, and specific property owner notice is not 
required . All residential property owners were notified of the hearing date via a 
Measure 56 notice (see Finding 5.B.v). 

iv) Subsection 19.1008.3.8 and C require notice of a Type V application be sent to 
Metro and the Department of Land Conservation and Development (DLCD) 45 days 
prior to the first evidentiary hearing. The first evidentiary hearing was held on 
February 28, 2012, and notice of the proposed amendments was sent to Metro and 
to DLCD on December 30, 2011 . 

v) Subsection 19.1 008.3.D requires notice to property owners if, in the Planning 
Director's opinion, the proposed amendments would affect the permissible uses of 
land for those property owners. The proposed amendments would affect residential 
development on residential properties or properties in residential use. The City sent a 
Measure 56 Notice summarizing the proposal and announcing the date of the first 
public hearing to all residential property owners in the city on January 26, 2012. 

vi) Subsection 19.1 008.4 and 5 establish the review authority and process for review of 
a Type V application. The Planning Commission held duly advertised public hearings 
on February 28, March 13, April10, April24, and June 20, 2012, and passed a 
motion recommending that the City Council approve the proposed amendments. The 
City Council held duly advertised public hearings on August 21, 2012, September 18, 
2012, and October 2, 2012, and approved the amendments. 

6. MMC Chapter 19.902 establishes requirements for amendments to the text of the Milwaukie 
Comprehensive Plan and the Milwaukie Municipal Code. The City Council finds that these 
requirements have been met as follows. 

A. MMC Subsection 19.902.3.A requires that changes to the text of the Milwaukie 
Comprehensive Plan shall be evaluated through a Type V review per Section 19.1008. 

The Planning Commission held duly advertised public hearings on February 28, March 
13, April10, April24, and June 20, 2012. The City Council held public hearings on the 
proposed amendments on August 21, 2012, September 18, 2012, and October 2, 2012. 
Public notice was provided in accordance with MMC Subsection 19.1008.3. 

B. MMC Subsection 19.902.3.8 contains approval criteria for text amendments to the 
Milwaukie Comprehensive Plan. 

i) MMC Subsection 19.902.3. 8.1 requires that the proposed amendment be consistent 
with the goals and policies of the Comprehensive Plan, as proposed to be amended. 

The proposed amendments are consistent with the relevant goals and policies of the 
MCP, which are contained in Chapter 4: Residential Land Use and Housing Element. 

There are several relevant policies contained in this element. Amendments are 
proposed to sections of the following: 

• Objective #2, Policy 5 
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The proposed amendments retain the policy of protecting lower-density areas 
from the impacts of higher-density development, while removing unenforceable 
policies regarding traffic movement. 

• Objective #3, Policies 1, 2, 5, and 6 

The proposed amendments retain existing policies regarding compatibility 
between new multifamily development and existing /ower-density development; 
delete development standards that are more appropriately located in the MMC; 
and remove references to nonexistent regulations. 

• Objective #4, Policies 6 and 7 

The proposed amendments delete references to Design Review for residential 
development for compliance with federal regulations and to reflect the 
development review process contained in the MMC. 

• Objective #5, Policy 2 

The proposed amendments retain the overarching policy of encouraging the 
provision of affordable housing through additional density allowances, and 
relocate specific standards to the MMC. 

ii) MMC Subsection 19.902.3.8.2 requires that the proposed amendment is in the 
public interest with regard to neighborhood or community conditions. 

The proposed amendments reflect the community's desire for policies that 
encourage maintenance of existing housing and sensitivity to existing 
neighborhoods, while recognizing the importance of housing options for all 
community residents. 

iii) MMC Subsection 19.902.3.8 .3 requires the public need be best satisfied by this 
particular proposed amendment. 

The proposed amendments clarify existing policies while retaining their intent; 
remove unenforceable or confusing language; and update the MCP to relate more 
closely to the standards contained in the MMC. 

iv) MMC Subsection 19.902.3.8.4 requires that the proposed amendment is consistent 
with the Metro Urban Growth Management Functional Plan and relevant regional 
policies. 

The proposed amendments were sent to Metro for comment. Metro did not submit 
any comments. 

v) MMC Subsection 19.902.3.8 .5 requires that the proposed amendment be consistent 
with relevant State statutes and administrative rules, including the Statewide 
Planning Goals and Transportation Planning Rule. 

The proposed amendments were sent to the Department of Land Conservation and 
Development (DLCD) for comment. DLCD's comments on the amendments were 
incorporated into the proposal presented to the Planning Commission at the first 
public hearing. DLCD did not otherwise identify any areas where the proposed 
amendments were inconsistent with State statutes and administrative rules. 

C. MMC Subsection 19.902.5.A requires that changes to the text of the Milwaukie Municipal 
Code shall be evaluated through a Type V review per Section 19.1008. 
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The Planning Commission held duly advertised public hearings on February 28, March 
13, April10, April24, and June 20, 2012. The City Council held public hearings on the 
proposed amendments on August 21 , 2012, September 18, 2012, and October 2, 2012. 
Public notice was provided in accordance with MMC Subsection 19.1 008.3. 

D. MMC Subsection 19.902.5.8 contains approval criteria for text amendments to the 
Milwaukie Municipal Code. 

i) MMC Subsection 19.902.5.8 .1 requires that the proposed amendment be consistent 
with other provisions of the Milwaukie Municipal Code. 

The amendments to Titles 14 and 17 are proposed to be consistent with the 
amendments to Title 19. They are intended to ensure that all internal code 
references are consistent and accurate, all new and existing terms are clearly 
defined, and all affected code sections are appropriately located. 

ii) MMC Subsection 19.902.5.8 .2 requires that the proposed amendment be consistent 
with the goals and policies of the Comprehensive Plan. 

The relevant section of the Comprehensive Plan is Chapter 4 - Land Use: 
Residential Land Use and Housing Element. Current Comprehensive Plan goals and 
policies strongly support City-wide design standards for single-family and multifamily 
residential development; ensuring development compatible with existing single-family 
neighborhoods; and provision of a variety of housing types to meet the needs of 
residents. The proposed amendments: 

• Strengthen existing single-family design standards. 

• Establish design standards for multifamily development. 

• Ensure that new development is compatible with existing development through 
compatibility standards such as increased setbacks for taller structures. 

• Allow detached accessory dwelling units (ADUs) in addition to attached ADUs, 
and reduces the level of review required. 

• Add rowhouse and cottage cluster development to the housing types allowed in 
multifamily zones. 

iii) MMC Subsection 19.902.5.8 .3 requires that the proposed amendment be consistent 
with the Metro Urban Growth Management Functional Plan and relevant regional 
policies. · 

The proposed amendments were sent to Metro for comment. Metro did not object to 
the proposed amendments, and was supportive of the addition of cottage cluster 
housing to the zoning ordinance. 

iv) MMC Subsection 19.902.5.8.4 requires that the proposed amendment be consistent 
with relevant State statutes and administrative rules, including the Statewide 
Planning Goals and Transportation Planning Rule. 

The proposed amendments were sent to the Department of Land Conservation and 
Development (DLCD) for comment. DLCD's comments on the amendments were 
incorporated into the proposal presented to the Planning Commission at the first 
public hearing. DLCD did not otherwise identify any areas where the proposed 
amendments were inconsistent with State statutes and administrative rules. 
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v) MMC Subsection 19.902.5.8 .5 requires that the proposed amendment be consistent 
with relevant federal regulations. 

The Federal Fair Housing Amendments Act of 1988 is relevant to the proposed 
amendments. The proposed amendments retain the current clear and objective 
review of single-family housing and duplexes, and provide a choice between clear 
and objective review and discretionary review of new 

7. In publishing the adopted amendments, City Council authorizes city staff to make any 
adjustments to the graphics in Attachment 1, Exhibits B and C that are necessary to 
accurately depict the text of the amendments in those exhibits. 
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EXHIBIT B 
Proposed Code and Comp. Plan Amendments 

Underline/Strikeout Amendments 

Comprehensive Plan 

CHAPTER4 LAND USE 

RESIDENTIAL LAND USE AND HOUSING ELEMENT 

OBJECTIVE #2- RESIDENTIAL LAND USE: DENSITY AND LOCATION 

To locate higher density residential uses so that the concentration of people will help to support 
public transportation services and major commercial centers and foster implementation of the 
Town Center Master Plan. 

Planning Concept 

The most basic concept underlying residential land use policy in Milwaukie is that the City is and 
will continue to be composed primarily of single family neighborhoods. Housing types resulting 
in higher densities are to be concentrated in order to support public transportation services and 
major commercial centers, have close proximity to major streets, and to lessen the impact of 
through traffic on single family areas. A range of housing types is encouraged in all areas of the 
City, as long as the character of existing neighborhoods is not dramatically altered by new 
development. The Land Use Plan for the City, Map 7, shows how residential areas of differing 
density will be distributed throughout the City. 

Table 2 summarizes the amount of vacant buildable land within each residential land use 
category and the total number of new dwelling units which would result from full development of 
these vacant buildable lands. These figures do not include density bonuses which may be 
available in development of high quality, nor the total variety of housing types which may result 
from Planned Unit Developments or application of the residential density policies. Residential 
design policies have little or no effect on the number of new units calculated in Table 2. At the 
time of full development, some 2,827 potential new dwelling units, added to the approximately 
8,377 existing dwelling units, will result in 11,204 total dwelling units. The Town Center is 
anticipated to accommodate 1,773 new units (approximately 63 percent of the new units) 
primarily through infill and redevelopment, while vacant land outside the Town Center is 
anticipated to accommodate 1 ,054 new units. Because nearly all of the remaining buildable 
vacant land in Milwaukie is designated as low and moderate density land, distribution of future 
housing types within Milwaukie will be primarily single family outside the Town Center, with high 
density housing occurring on redevelopable land in the Town Center. In addition to these 
estimates, Milwaukie has the capacity for an estimated 198 secondary dwelling units to be 
developed on existing and future single family lots. 

Table 2 
Estimate of Dwelling Unit Capacity on Vacant Lands by Zone 

Gross 
Unconstrained 
Vacant Land 

Gross Minus Needed Addni.DU 
Unconstrained Schools, Park, from 
Vacant Land Church, and Max. DU Possible DU Estimate 

(Gross Vacant Street (Net Res. With Estimate lnflll from Vacant 
Buildable Vacant Min. Lot DUPer Underbuild (Outside (Outside Redevelopable 

Zone Land-Outside Buildable Area Net (DUPer Net Town Town Land In the 
Abbr. Town Center) Land-outside Per Unit Acre Acre x .97) Center) Center) Town Center 
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Town Centers) 

R-10 8.31 7.41 10,000 4.36 4.23 36 83 

R-7 19.53 17.95 7,000 6.22 6.04 113 550 

R-5 6.37 5.55 5,000 8.71 8.45 50 221 

R-3 0.12 0.12 3,750 11 .62 11 .27 1 0 

R-2.5 0.00 0.00 2,000 21 .78 21 .13 0 0 

R-2 0.00 0.00 2,000 21.78 21.13 0 0 

R-1 0.00 0.00 2,000 21.78 21.13 0 0 

R-1-B 0.00 0.00 2,000 21.78 21 .13 0 0 

Totals 34.33 31.03 200 854 1,773 

Table 2 methodology summary (detailed methodology in Technical Appendix C, City of Milwaukie Metro Functional Plan 
Compliance Report 

• Dwelling unit capacity was estimated on a parcel-by-parcel basis. 

• The City of Milwaukie 1998 Housing Inventory was used to identify vacant residential land in the city. 

• Environmentally constrained land, as defined by Metro, was subtracted from gross vacant land to arrive at gross vacant buildable 
land. 

• Gross vacant buildable land was reduced by 5% to account for future needed schools, local and regional parks, and churches. 

• A second gross-to-net reduction of 10% or 20% was made for right-of-way, depending on the size of the lot. 

• The minimum lot size of each zone was used to determine the maximum dwelling units per acre. 

• To account for underbuild, the capacity was reduced by 3% based on a study of actual built densities for housing in Milwaukie 
(see Technical Appendix B, City of Milwaukie Metro Functional Plan Compliance Report). 

• To calculate dwelling unit estimate per vacant lot, the acreage of net vacant buildable land was multiplied by the maximum 
dwelling units per acre and the underbuild factor. 

• Additional units were added to Milwaukie's housing capacity for dwelling units likely to be constructed through infill development. 
The rate of infill used in the above estimates is based on a local study of partitioning trends in the city. 

• Estimates for new dwelling units on vacant and redevelopable land in the Town Center were added separately. See the City of 
Milwaukie Town Center Master Plan for the methodology used to estimate new dwelling units in the Town Center. 

Policies 

1. Residential densities will be based on the following net* density ranges: 

Low Density (Zones R-10, R-7)- up to 6.2 units per net acre 

Moderate Density (Zone R-5) - 6.3 to 8. 7 units per net acre 

Medium Density (Zones R-3, R-2.5, R-2)- 8.8 to 21 .1 units per net acre 

High Density (Zones R-1 , R-1-B)- 21 .2 to 24.0 units per net acre 

Town Center: 

Town Center: 

Town Center: 

Downtown Residential Transition Area (Zone DR) - 10 to 40 units per net 
acre 

Downtown Residential Outside of Transition Area (Zone DR) - 40+ units 
per net acre 

Outside of Downtown (Zone R-0-C) -25 to 50 units per net acre 

*In calculating buildable lands, density standards will be applied to net parcel areas to 
determine the maximum number of dwelling units allowed. Gross site area will be reduced 
to net site area according to the following schedule: 

• Areas one acre or larger will be reduced by twenty percent (20%) for the purposes 
of right-of-way dedication. 

• Areas greater than 3/8 of an acre and less than one acre will be reduced by ten 
percent (10%) for the purposes of right-of-way dedication. Areas less than or equal 
to 3/8 of an acre (16,335 s.f.) are assumed to be platted and receive zero 
reduction for right-of-way. 
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A general definition of housing types are: 

Single family detached - a house normally occupied by one family with no structural 
connection to adjacent units. The unit may be situated at a specified distance from lot lines, 
or with one wall on a side property line. Typical density is 4 to 6.2 units per acre. 

Cottage cluster- a grouping of individual. detached single-family dwelling units The units 
are smaller than a tvpical single-family dwelling. and are located on their owg lot with a 
limited amount of orivate yard surrounding the structure. The dwellings are arranged around 
a central. common open space. 

Duplex Single family attaot:lod- two units within one dwelling structure, each normally 
occupied by one family, sharing common structural walls. For purooses gf buildable land 
inventgries and needed hgusigg tvpes related tg state statutes and statewide planning 
goals. duplexes are cgnsidered as a form gf single-family attached hgusing. 

Rowhguse Townt:louse - an attached residential structure which retains private ownership 
of a portion of the land around it, generally in the form of a small front and/or rear yard. 
Rgwhguses Townt:louses on interior lots may have a zero side yard setback. A townt:louse 
oan l:le looatod in tt:le oontor of a largo projoot or it oan l:lo looatod adjaoont to an OMisting 
street. Tt:lo front door is not required to open onto a street if it is on tt:lo interior of a 
dovolof3mont. If a townt:louso f3FOf3orty is adjaoont to a street, it is required to Rave its front 
door fasing tt:lo street. 

Multifamily (Condominium) - a single structure containing 3 or more individually owned 
dwelling units gn a lgt. • witt:! all ett:lor oommon elements, inoluding lot, jointly owned on a 
Sf'leoifiee l:lasis. 

Multifamily (A13artment) a single struoture oontaining 3 or more dwelling 1::1nits, usually for 
rent. East:! struoture ana lot are usually uneor single ewnerst:lif'l. 

2. Areas may be designated Low Density residential if any of the following criteria are met: 

a. The predominant housing type will be single family detached. 

b. · Low Density areas are residential areas which are developed at Low Density and little 
need for redevelopment exists. 

c. Within Low Density areas, transportation routes are limited primarily to collectors and 
local streets. 

d. Low Density areas may include sites where sensitivity to the natural environment or 
natural hazards necessitate a reduced density. 

3. Areas may be designated Moderate Density Residential based on the following policies: 

a. The predominant housing types will be single family detached on moderate to small 
lots, and duplex single family attaot:led units. 

b. Moderate Density areas are residential areas which are currently developed at 
Moderate Density and little need for redevelopment exists. 

c. Within Moderate Density areas, convenient walking distance to a transit stop or close 
proximity to major trip generators shall be considered. 

4. Areas may be designated Medium Density residential based on the following policies: 

a. The predominant housing types will be duplexes. single family attaot:lod units. 
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b. Medium Density areas are residential areas with access primarily to major or minor 
arterials. Siting should not result in increased traffic through Low Density Residential 
areas. 

c. Medium Density areas are to be located near or adjacent to commercial areas, 
employment concentrations or transit stops. 

d. Medium Density areas may include areas of deteriorating dwellings or structures in 
neighborhoods in order to stimulate private investment, infilling and redevelopment, 
provided one or more of the preceding policies apply. 

5. Areas may be designated High Density Residential based on the following policies: 

a. The predominant housing types will be multifamily units. 

b. High Density Residential areas shall be located either adjacent to or within close 
proximity to the downtown or district shopping centers, employment concentrations 
and/or major transit centers or transfer areas. 

c. Access to High Density areas should be primarily by major or minor arterials. Siting of 
l=ligh Density projects shall not sa1:1se traffis to move thro1:1gh adjacent lower density 
aosignatoa areas. 

6. High Density in Mixed Use Areas will be based on the following policies: 

a. Within the Mixed Use Area designated on Map 7, a range of different uses including 
residential, commercial and office are allowed and encouraged. It is expected that 
redevelopment will be required to implement these policies, and that single structures 
containing different uses will be the predominant building type. 

b. Commercial uses will be allowed at the ground floor level, and will be located relative to 
the downtown area so that pedestrian access between areas is convenient and 
continuous. 

c. Office uses will be allowed at the ground and first floor levels. 

d. High Density residential uses will be allowed on all levels. At least fifty (50) percent of 
the floor area within a project must be used for residential purposes. 

e. Within the Mixed Use Area, a residential density bonus of fifteen (15) percent over the 
allowable density may be granted in exchange for exceptional design quality or special 
project amenities. 

f. All parking must be contained within a project. 

7. Town Center Areas will be designated based on the following policies: 

a. Regional Plan Areas are those sites identified within the subareas depicted on the 
Subareas Map in the Town Center Master Plan as suitable for redevelopment. Within 
the Town Center areas designated on Map 7, mixed use development combining 
residential high density housing with retail, service commercial, and/or offices is 
encouraged. This is intended to foster a Town Center environment in accordance with 
the Town Center Master Plan. 

b. A mixed use zone will be applied to designated Town Center Areas as an interim tool 
to implement the Town Center Master Plan. 

c. The Downtown and Riverfront Land Use Framework Plan and specific implementing 
zones shall replace the Mixed Use Zone for Subarea 1 of the Town Center Master 
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Plan. Specific ratios of retail and office to residential shall be specified by the interim 
Mixed Use Zone. 

d. Outside of the Downtown and Riverfront Land Use Framework Plan area, the 
Residential-Office-Commercial (R-0-C) Zone is the most appropriate zone for the 
Town Center Area. 

e. The Town Center Area shall be served by multimodal transportation options; therefore, 
on-street parking, shared parking, and enclosed parking are the most appropriate 
parking options in the Town Center Area. Off-street surface parking is to be 
discouraged. 

f. A variety of higher density housing is desired in a designated Town Center Area, and 
the City shall work cooperatively with the private sector to provide a diverse range of 
affordable housing. 

g. Residential densities in the Downtown Residential Transition Area are in the range of 
10 to 40 units per net acre, and 40+ units per acre outside of the Transition Area. 
Residential densities in the portion of the Town Center outside of Downtown are in the 
range of 25 to 50 units per net acre. 

OBJECTIVE #3- RESIDENTIAL LAND USE: DESIGN 

To encourage a desirable living environment by allowing flexibility in design, minimizing the 
impact of new construction on existing development, and assuring that natural open spaces and 
developed recreational areas are provided whenever feasible. 

Planning Concepts 

Residential design policies are intended to ensure a high quality of environmental design, a 
flexible design approach, and a smooth integration of new development into existing 
neighborhoods. Density bonuses and transfers will be encouraged so that full development 
potential on individual parcels may be realized. Transition policies will be applied to reduce any 
negative impacts of development on adjacent uses. The transition policies will have little or no 
effect on the number of new units calculated in Table 2. 

Policies 

1. Assess driveways to less than fe~r residential ~nits will not eo allowed onto arterials ~nloss 
it san ee sho'Nn that no other alternative is possiele. 

2. Development in new m~ltifamily ho~sing projects in Modi~m and High Density areas within 
100 feet of adjacent Low and Moderate Density areas where these ho~sing types are net 
allowed, will provide one or mere of tho fellewing transitions to rod~so tho impact en lower 
density areas. Transition meas~ros, s~Bjost to approval, insl~do: 

a. Roadways separating projects. 

9. Open areas (developed or ~ndovolepod) separating now str~ot~res from adjacent 
parcels. 1\ minim~ IT! distance eq~al to the req~ired front yard soteask of adjacent 
parcels will ee designated as open area. ~Jat~ral vegetation, landscaping or fencing will 
ee provided s~ffisient to screen living reemsfrem direst view across open areas. 

s. Grad~al density changes. 1\ nmv project !Tiay net have a density greater than 2§ 
percent of tho allewaelo density on lower density residential parcels ae~tting tho 
project. If ae~tting parcels have a variety of allowaelo residential densities, parcels with 
similar allowaele densities ae~tting the highest percentage of the project poriiTieter will 
govern. 
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d. Planned Unit Development design soncept is ensouraged whenever possible. When 
feasible, density transfer will be ensouraged so that full development potential may be 
realized. Encourage units whish would be permitted by zoning on hazardous or 
en·1ironmentally sensitive lands to be transferred to areas whish are less hazardous or 
less expensive to develop. Resulting density on the developed portion of a site shall 
not exseed the density allowed in the next highest residential plan sategory. 

1. New multifamily development projects will take measures to reduce potentially negative 
impacts on existing. adjacent single-family development and adjacent lower-densitv zones. 
Such measures may include redyced maxjmum heights. increased setbacks for Iaroe 
facades. building size limitations. and other design features to maintain priyacy of nearby 
properties. 

~~. In all Planned Unit Developments, a density bonus up to 20% over the allowable density 
may be granted in exchange for exceptional design quality or special project amenities. 

~· All Planned Unit Developments will have at least one third of the gross area devoted to 
open space and/or outdoor recreational areas. At least half of the required open space 
and/or recreational areas will be of the same general character as the area containing 
dwelling units. Open space and/or recreational areas do not include public or private 
streets. 

~~. All projects in Medium Density and High Density areas will have at least one third of the 
9fGSS area devoted to open space and/or outdoor recreational areas. At least half of the 
required open space and/or recreational areas will be of the same general character as the 
area containing dwelling units. Open space and/or recreational areas do not include public 
or private streets and parking areas, but may include private yards. 

,g,e. In all cases, existing tree coverage will be preserved whenever possible, and areas of trees 
and shrubs will remain connected particularly along natural drainage courses. 

§7. Specified trees will be protected during construction, in accordance with conditions attached 
to building permits. 

1,.3. Sites within open space, natural hazard or natural resource areas will be protected 
according to specifications in the Natural Hazard and Natural Resources Elements. 

OBJECTIVE #4 - NEIGHBORHOOD CONSERVATION 

To maximize the opportunities to preserve, enhance and reinforce the identity and pride of 
existing well-defined neighborhoods in order to encourage the long-term maintenance of the 
City's housing stock. 

Planning Concept 

Milwaukie is predominantly a built-up city. It contains several districts, however, where 
neighborhood character, available buildable areas, and existing lotting patterns suggest different 
approaches to new residential development are appropriate. Within High Density areas 
reconstruction of older neighborhoods is encouraged; within Moderate and Medium Density 
areas infilling consistent with local scale is emphasized, and in Low Density areas conservation 
of single family character will be maintained. 

Policies 

1. Within High Density areas, clearance and new construction will be allowed, as will 
construction on currently vacant lands. Identified historic resources will be protected as 
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outlined in the Historic Resources Chapter. The predominant housing type will be 
multifamily. 

2. Within Moderate and Medium Density areas, the rehabilitation of older housing is 
encouraged in lieu of large area clearance and new construction. When projects involve 
destruction of older housing, it must be shown that rehabilitation is not justified because of 
structural, health or other important considerations. 

3. Within Moderate and Medium Density areas, residential infill which maintains existing 
building heights, setbacks, yard areas and building mass will be encouraged. Of particular 
importance is the maintenance of existing residential scale when viewed from the street. 
The predominant type of new housing in Moderate Density areas will be single family 
detached on moderate to small lots and duplexes single family attashea 1:mits. The 
predominant type of new housing in Medium Density areas will be duplex single family 
attashea units. Multifamily housing may be allowed in Medium Density areas. 

4. Within Low Density areas, the rehabilitation of older housing is encouraged in lieu of large 
area clearance and new construction. When ~rejests in¥ol¥e the aestr1::1stion of olaer 
ho~::~sing, it m1::1st be shown that rehabilitation is not j1::1stifiea besa1::1so of str~::~st~::~ral , health or 
other im~ortant sonsiaerations. The predominant type of new housing in Low Density areas 
will be single family detached. Duplex Single family attashea units will be allowed based on 
location criteria in the Zoning Ordinance. A ~1::1blis hearing is req~:~irea. 

5. Within Low Density areas, new projects will maintain a single family building bulk, scale and 
height when abutting existing single family areas, or when abutting a street where existing 
single family houses face the project. 

e. When feasible, a Design Review f1::1nstion will be insor~orateel into the City's ae11elo~ment 
re'liew ~rososs to inter~ret ana enforse Resiaential Lana Use: Design, ana Neighberhooa 
Conservation ~olisies. 

7. When a Design Re11iew funstion is im~lementea, a Neighborhooel Design G1:1iae will be 
aevelo~ea for eash neighborhooa area. The Design G1::1iae "..,ill ielentify any sonsistent ana 
aesirable arshitest~::~ral styles, elements, materials or lanassa~e feat1::1res mEisting in tt:te 
neighbort:tooa together with a~~ro~riate b1::1ilaing stanaaras to seNe as g1::1iaelines for new 
ho~::~sing sonstr1::1stion as well as rehabilitation ~rejests . Tho Design G1::1iele will be enforseel 
as part of a Design Re¥iew f~::~nstion. 

OBJECTIVE #5- HOUSING CHOICE 

To continue to encourage an adequate and diverse range of housing types and the optimum 
utilization of housing resources to meet the housing needs of all segments of the population. 

Planning Concept 

While the predominant housing type is expected to continue to be single family detached, the 
City will encourage a wide range of housing types and densities in appropriate locations within 
individual neighborhood areas including duplexes single family attashea rowhouses. cottage 
clusters accessorv dwelling units. ana aetashea multifamily, manufactured housing, and mobile 
home parks. 

The City of Milwaukie will not immediately zone all high density or Town Center land for 
maximum development. Some areas involved are already predominantly developed at a lower 
density, leaving only pockets of vacant land currently suitable for immediate density increases. 
The rezoning will occur over time, and will be consistent with the Town Center Master Plan 
based on applications which can demonstrate consistency with plan policies, as set forth in the 

Residential Development Standards September 24, 2012 7 of 110 



Proposed Code and Comp. Plan Amendments 

City's Comprehensive Plan and, with public facility plans and standards, adequate to support 
maximum development. This process will ensure that development will occur with a timely, 
orderly, and efficient provision of public facilities and services as required by State Goal 11 . 

Policies 

1. The City will encourage the development of infill housing that uses innovative development 
techniques for the purpose of reducing housing costs as well as creating an attractive living 
environment. Such techniques may include the reduction of lot size standards in 
established neighborhoods; allowing duplex single family attasho9 housing units in 
appropriate areas; and encouraging the construction of small housing units. A design 
review process shall be used within the Mixed Use Overlay Zone to assure that infill 
development is suitable in a given location. 

2. The City will encourage the development of larger subdivisions and PUDs that use 
innovative development techniques for the purpose of reducing housing costs as well as 
creating an attractive living environment. Such techniques to reduce costs may include 
providing a variety of housing size, type, and amenities. The City may provide densitv 
bonuses. additional building height allowances. or other such incentives for the provision of 
affordable housing in residential development projects An a99itional ho1:1sing 1:1nit will be 
allowo9 for oash 1:1nit priso9 for sale at twenty five (25) porsont below tho average now 
single farnily ho1:1sing sost establishes in tho most recent o9itien ef "Real Estate Tron9s," 
p1:1blishos semi ann1:1ally by tho Metropolitan Portlan9 Real Estate Research Comrnittoo, 
ffiG.:. Overall project density may not exceed the allowable density plus ten (10) percent, 
which may be added to the Planned Unit Development bonus. 

3. Manufactured housing is encouraged and allowed wherever single-family housing is 
permitted in the City as long as density standards and other applicable policies are met. 
The City will encourage the provision of housing at types and densities indicated in the 
City's housing needs assessments summarized on Table 2. 

4 . Mobile home parks will be allowed in Low, Moderate, and Medium Density areas in zones 
allowing development at 6-12 units per acre, and will be subject to park design and 
appearance standards and review in a public hearing. 

5. Although not all higher density and Town Center lands will immediately be zoned for 
maximum permissible densities, the rezoning of these lands will be approved when it can 
be demonstrated that adequate public facilities exist or can be provided in accordance with 
City plans and standards to support increased development. 
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Municipal Code Title 14 Signs 

CHAPTER 14.16 SIGN DISTRICTS 

14.16.010 RESIDENTIAL ZONE 

No sign shall be installed or maintained in an R Zone, except as allowed under Section 
14.12.010 Exempted Signs, or as otherwise noted in Table 14.16.010. 

' 
Table 14.16.010 

Standards for Signs in Residential Zones 

Sign Type Area Height Number Illumination 1 

Signs at entrances Max. 2 SF per Max. 6 ft. above 1 per entrance. External 
to subdivisions or dwelling unit to grade. illumination only 
manufactured max. 32 SF per 
home parks sign; max. 16 SF 

per display 
surface; total sign 
area for all display 
surfaces of no 
more than 64 SF. 

Freestanding signs Limited to 2 SF per Max. 6 ft. above 1 per street External 
on multifamil~ dwelling unit to a grade. frontage.2 illumination only 
aJ:~aFtmeRt aRa · max. area of 32 
seRaemiRil:lm SF, 16 SF per 
properties display surface. 
Wall signs on Limited to 2 SF per No wall sign shall 1 per street External 
multifamil~ dwelling unit to a extend above the frontage illumination only 
apaFtmeRt aRa max. of 32 SF. roofline at the wall, permitted.2 

seRaemiRil:lffl or the top of a 
properties parapet wall, 

whichever is 
higher. 

Awning signs on Max. display May not extend 1 per street 
multifamil~ surface is 25% of higher than the frontage.3 

apaFtmeRt aRa awning area, up to point where the 
S9REl9ffliRil:lm max. of 32 SF. roofline intersects 
properties the exterior wall. 
Hanging sign Max. area limited Min. clearance 8 ft. 1 per street External 
suspended to 1 SF per 1 lineal from ground to the frontage. 3 illumination only 
beneath awning ft. of awning lowest portion of 

length. awning or sign. 
1 Par spot or reflective-type bulbs may be used for indirect illumination of the display surface if properly shielded 

from direct glare onto streets. Sign illumination shall be directed away from, and not be reflected upon, adjacent 
premises. See Section 14.24.020. 

2 Either 1 freestanding or 1 wall sign per street frontage is permitted. 
3 Either 1 sign on an awning or 1 sign hanging beneath an awning is allowed. 

14.16.020 RESIDENTIAL-OFFICE-COMMERCIAL ZONE 

No sign shall be installed or maintained in an R-0-C or R-1-B Zone, except as allowed under 
Section 14.12.010 Exempted Signs, or as otherwise noted in Table 14.16.020. 
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Table 14.16.020 
Standards for Signs in Residential-Office-Commercial Zones R-0-C or R-1-8 

Sign Type Area Height Number Illumination 1 

Signs at entrances Max. 2 SF per Max. 6 ft. above 1 per entrance. External only 
to subdivisions dwelling unit to grade. 

max. 32 SF per 
sign; 16 SF per 
display surface; 
total sign area for 
all display surfaces 
may not exceed 64 
SF. 

Freestanding signs Max. 2 SF per Max. 6 ft. above 1 per street External only 
on multifamil~ dwelling unit to grade. frontage. 
apaRR=I9Al aAEI max. 32 SF per 
G9AEI9R=IiAil:lm sign; 16 SF per 
properties display surface. 

Wall signs on Limited to 2 SF per Cannot extend 1 per street External only 
multifamil~ dwelling unit to a above roofline at frontage. 
apar:tffieAt aAEI max. 32 SF. wall or top of 
G9AEI9R=IiAil:lm parapet wall, 
properties whichever is 

higher. 

Awning signs on Max. display 1 per street External only 
multifamil~ surface is 25% of frontage. 
apar:tffieAl aAEI awning area, up to 
G9AEI9miAii:IFR a max. of 32 SF. 
properties 

Freestanding signs Max. 32 SF per Max. 12ft. 1 permitted.2 External only 
on commercial display surface; 
property total sign area for 

all display surfaces 
may not exceed 64 
SF. 

Wall signs on Max. 10% of Cannot extend 1 permitted.3 External only 
commercial building face above roofline at 
property related to wall or top of 

commercial use. parapet wall, 
whichever is 
higher. 

Awning signs Max. display May not extend 1 per frontage. External only 
related to a surface is 25% of higher than the 
commercial use surface of awning point where the 

not to exceed 1 0% roofline intersects 
of the building face the exterior wall. 
related to 
commercial use. 

Hanging sign Max. 1 SF per 1 Min. clearance 8 ft. 1 per street External only 
suspended lineal ft. of awning from ground level frontage.4 

beneath awning length. to lowest portion of 
awning or 
suspended sign. 
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Daily display sign5 Max. 8 SF per Max. 6 ft. above 1 per property or External only 
display surface; ground level. occupancy. 
total sign area may 
not exceed 16 SF. 

1 Par spot or reflective-type bulbs may be used for indirect illumination of the display surface if properly shielded 
from direct glare onto streets. Sign illumination shall be directed away from, and not be reflected upon, adjacent 
premises. See Section 14.24.020. 

2 1 freestanding sign is permitted in addition to 1 wall sign. 
3 1 wall sign is permitted in addition to 1 freestanding sign or 2 wall signs permitted. 
4 For awnings related to residential use, either 1 sign on an awning or 1 sign hanging beneath an awning is allowed. 
5 Location. A daily display sign shall not be located within required landscaped areas, and is only allowed within the 

public right-of-way subject to the standards of Section 14.20.040. 
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Municipal Code Title 17 Land Division 

CHAPTER 17.16 APPLICATION REQUIREMENTS AND PROCEDURES 

17.16.080 COTTAGE CLUSTER DEVELOPMENT 

An application for subdivision preliminary plat or replat to create a cottage cluster housing 
development shall include narrative and plans with sufficient detail to demonstrate compliance 
with the standards of Subsection 19.505.4. 

CHAPTER 17.28 DESIGN STANDARDS 

17.28.040 GENERAL LOT DESIGN 

This section does not apply to units of land that are created for purposes other than land 
development including parks. natural areas. right-of-way dedications. or reservations of a similar 
nature. Lots and tracts created for cottage cluster housing development. per Subsection 
19.505.4. are also exempt from the requirements of this section. 

A. Size and Shape 

Lot size, width, shape, and orientation shall be appropriate for the location and the type of 
use contemplated. Minimum lot standards shall conform to Title 19. This section does not 
apply to ~::~nits of land that are created for p~::~rposes other than land development incl~::~ding 
parks, nat1::1ral areas, right of way dedications, or reseF\•ations of a similar nat~::~re. 

17.28.060 FLAG LOT DESIGN STANDARDS 

A. Consistency with the Zoning Ordinance 

Flag lot design shall be consistent with Subsection 19.504.§9. 

17.28.070 FLAG LOT LIMITATIONS 

Flag lots are prohibited in new subdivisions and subdivisions platted after August 20, 2002, the 
effective date of Ordinance #1907. 
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Municipal Code Title 19 Zoning 

CHAPTER 19.200 DEFINITIONS AND MEASUREMENTS 

19.201 DEFINITIONS 

"Dormitory" means a room whish is rented for sloor:>ing J')l:lrJ')oses for more than 4 r:>ersons. 

"Dwelling" means a str~:~Gture sontaining 1 or more dv.~elling units 1:1sed, intended, or designed to 
be b1:1ilt, 1:1sed, rented, let, or hired o1:1t to be ossi:IJ')ied, or whish are ossi:IJ')ied for living J')l:lrJ')oses. 
Dwelling tyr:>es are defined in this shaJ')tor. 

"D•.yelling 1:1nit" means 1 or more rooms designed for ossur:>ansy by 1 family, b1:1t exsl1:1ding a 
rosroational vohislo. 

"Single family attashod" means 2 dwelling 1:1nits, eash ossi:IJ')ioEi as a ho~:~sekeor:>ing 1:1nit, 
sharing sommon str~:~st1:1ral walls. 

"Single family dotash~d" means a ho1:1se or a man1:1fast1:1red home normally ossi:IJ')ied by 1 
family with no str1:1st1:1ral sonnestion to acijasent 1:1nits. The d\o•Jelling and lot are I:ISI:Ially 1:1nder 
single ownershir:>. 

"MI:IItifamily ar:>artment" means a single str1:1Gt1:1re sontaining ~ or more dwelling ~:~nits, 
I:ISI:Ially for rent, and sharing sommon str1:1Gt1:1ral walls. 

"M~:~Itifamily sondominium" means a single str1:1st1:1re sontaining ~ or more individ1:1ally owned 
dwelling ~:~nits, with all other sommon elements jointly owned on a sr:>esifiod basis. 

"Interior single family attashed, interior m1:1ltifamily sondomini1:1m" moans that dwelling ~:~nit 
or ~:~nits that are interior to the whole residential str1:1Gt1:1ro and does not insl1:1de the dwelling 
1:1nits that are on the ends of the str1:1Gt1:1re fasing lot lines. 

"Assessory dY.tOIIing" means a dwelling ~:~nit that is slearly insidental and s1:1bordinate to a 
dotashed single family d·.yelling, losated in a single family str1:1st1:1re designed for ossi:IJ')ansy 
by a ho~:~sekeer:>ing ~:~nit, and not sontaining more than 1 soaking fasility. ~or the J')l:lrJ')ose of 
this definition "soaking fasility" moans an oven, stove, range, or other devise used or 
intended for tho r:>rer:>aration or heating of food. 

"Tyr:>e ·1 assessor)' d'o•.tOIIing" means an assosSOF)1 d-.velling 1:1nit not less than 225 sq ft 
not floor area and not more than 600 sq ft net floor area and meeting the req1:1irements 
of S1:1bsestion 1 Q.Q1 0.1. For the J')l:lrpose of this shar:>tor, not floor area is meas1:1red 
from the inside fase of walls enslosing the 1:1nit insl1:1ding all storage Sr:>ase, slosets, 
halls, stairwells, and rooms. 

"Tyr:>e 2 assossory dv.tOIIing" moans an assessory dwelling 1:1nit other than a Tyr:>o 1 
assessory dwelling ~:~nit , as r:>ermitted by S1:1bseGtion 19.91 0.2. 

"Eave" means a projecting overhang at the lower border of a roof. extending from the primary 
wall or support. Eaves are architectural features that aide in protecting buildings from 
precipitation and solar radiation: they are distinct fr.om overhangs that provide shelter for 
persons or property. 

"Footprint" means the area covered by the outer structural walls of a building. measured in sq ft. 
Included in the calculation of footprint are: roofed structures that are not fully enclosed: building 
features such as patio covers. roofed porches, and decks; or similar features with a surface 
height of more than 18 in above average grade. Footprint does not include eaves. 
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"Fowl" means chickens. ducks, geese, turkeys. and other birds of a similar size. 

"Lot" means a legally defined unit of land other than a tract that is a result of a subdivision or 
partition. For general purposes of this title. lot also means legal lots or lots of record plet, parsel, 
er area efland ewned by, er under the lawful control.._ and in the lawful possession ... of,...ooe_1. · 
distinct ownership. When 1 owner controls an area defined by multiple adjacent legal lots or lots 
of record, the owner may define a lot boundary coterminous with 1 or more legal lots or lots of 
record within the distinct ownership. Figure 19.201-1 illustrates some of the lot types defined 
below. 

"Corner lot" means a lot abutting GR 2 or more streets, other than an alley, at their 
intersection. 

"Interior lot" means a lot other than a corner lot. 

"Legal lot" means a unit of land other than a tract created through a subdivision or partition 
approved by the City. 

"Lot of record" means a unit of land for which a deed or other instrument dividing the land 
was filed with the Clackamas County Recorder. which was not created through a partition 
or subdivision approved by the City. and which was created prior to October 5. 1973. 

"Through lot" means an interior lot having frontage on 2 streets. 

Figure 19.201-1 
Lots and Lot Lines 

STREET 

Interior Lot 

_ T •• ......- ........ • • ... ...... .,. 

• 3! 

"' 

Front lot line 

Front of buildina 

Through Lot 

Rear lot liM ,......_ ________ ............. , .... ~, 

STREET 

"Lot coverage" means the amount of area covered by feetprint ef a building(s) on a lot, 
measl!red frem the elltermest prejestien ef the bllilding(s) , expressed as a percentage of the 
total lot area. Lot coverage includes open structures, such as pole barns: building features such 
as patio covers. roofed porches. and decks: or similar features with a surface height of more 
than 18 in above average grade. Lot coverage does not include eaves. 

"Lot line" means the property line bounding a lot. The lot lines defined below are depicted in 
Figures 19.201-1 and 19.201-2. 

"Front lot line" means, in the case of an interior lot, the lot line separating the lot from the 
street other than an alley; in the case of a corner lot, a line separating the lot from the street 
on which the existing or contemplated development will face; and, in the case of a through 
lot, a line separating the lot from the street on which the contemplated development will 
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face. In the case of a flag lot. the front lot line is the lot line closest to the street from which 
the property takes access. excluding lot lines that are part of the pole portion of the flag lot. 

"Rear lot line" means a lot line which is opposite and most distant from the front lot line; and 
in the case of an irregular, triangular, or other-shaped lot, a line 10ft long within the lot 
parallel to and at the maximum distance from the front lot line. 

"Side lot line" means any lot line not a front or rear lot line. 

Figure 19.201-2 
Rear Lot Line 

"Lot width" means the horizontal distance between side lot lines measured at the building line. 

STREET 

Reor lot line 

Figure 19.201-3 
Lot Width 

STREET 

·------------ - - - ------- -------~- - -

' ' ' 
: ~ :i 
:~ 
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Front lot line ' ' : 
' ' ' ' ' 

--- ------------------ -------------· Reor lotline 

"Manufactured d·.velling" rneans a residential trailer, rneeile heme, er manufactured heme 
meeting ORS 446.003(25) and designed te ee used as a year reund residential dwelling. The 
manufactured dwelling is a structure censtructed fer rne•Jernent en the puelis highways, that has 
sleeping, seeking, and plurneing facilities, and that is eeing used fer residential purpeses. 
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"Man~fact~red hoffie" ffieans a single faffiily residential str~sture as defined in ORS 
449.QQ3(25)(a)(C) whish insludes a Department of Ho~sing ana Urban DevoiOJOln:tont (HUD) 
label sertifying that the str~sture is sonstr~ctoa in assoraanse with tho Man~fast~roa Ho~sing 
Construction and Safety Stan€lar€ls of 1974 (42 USC Sestions 54Q1 et seq.) as amen€lo€l on 
A~g~st 22, 1981 . 

"Mobile home" means a manufact~rea swelling that was sonstr~stea betv:een Jan~ary 1, 1992, 
ana J~ne 15, 1979, ana ffiet the sonstr~ction requireffients of Oregon mobile home law in effect 
at the time of sonstrustion. 

Residential Uses and Structures: 

"Accessory dwelling unit" means a second dwelling on a lot with a single-family detached 
dwelling. The accessory dwelling unit is incidental to. and smaller than. the primary dwelling 
on the lot. The accessory dwelling unit may be in a portion of the primary structure on the 
lot or contained in its own structure apart from the primary structure. The accessory 
dwelling unit includes its own independent living facil ities-including provision for sleeping, 
cooking. and sanitation- and is designed for residential occupancy by 1 or more people. 
independent of the primary dwelling unit. 

"Duplex" means a structure on 1 lot that contains 2 dwelling units. The units in a duplex 
must share a common structural wall or a common floor/ceiling. In instances where a 
second dwelling unit within a structure can meet the definition for both a duplex and an 
accessory dwelling unit, the property owner has the option of electing whether the entire 
structure is considered a duplex or a primary dwelling unit with an attached accessory 
dwelling unit. 

"Dwelling" means a structure containing 1 or more dwelling units used, intended. or 
designed to be built, used. rented. let, or hired out to be occupied. or which are occupied for 
living purposes. 

"Dwelling unit" means a building. or portion of a building, that includes its own independent 
living facilities-including provision for sleeping. cooking. and sanitation-and is designed 
for residential occupancy by 1 or more people. Buildings with more than 1 set of cooking 
facilities are considered to contain multiple dwelling units. unless the additional cooking 
facility is clearly accessory and the property owner has recorded a covenant with the 
Clackamas County Records Division. stipulating that the additional cooking facility will not 
be used as part of a separate dwelling unit unless permitted under this title. 

"Cooking facility" means an oven. stove. range. or other device used or intended for the 
preparation or heating of food. 

"Cottage" means a structure containing 1 dwelling unit on 1 lot within an area that was 
divided to create a cottage cluster development, per Subsection 19.505.4. 

"Manufactured dwelling" means a residential trailer. mobile home. or manufactured home 
meeting ORS 446.003(25) and designed to be used as a year-round residential dwelling. 
The manufactured dwelling is a structure that is constructed for movement on the public 
highways; that has sleeping. cooking. and plumbing facilities; and that is being used for 
residential purposes. 

"Manufactured home" means a single-family residential structure. as defined in ORS 
446.003(25)(a)(C). which includes a Department of Housing and Urban Development 
(HUD) label certifying that the structure is constructed in accordance with the Manufactured 
Housing Construction and Safety Standards of 1974 (42 USC Sections 5401 et seq) as 
amended on August 22. 1981. 
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"Mobile home" means a manufactured dwelling that was constructed between January 1, 
1962, and June 15. 1976. and met the construction requirements of Oregon mobile home 
law in effect at the time of construction. 

"Multifamily development" means 3 or more dwelling units on 1 lot. Condominium lots do 
not count as separate lots for purposes of this definition. The dwelling units may be located 
in 1 or more structures on the lot. The dwelling units may be arranged with 1 dwelling unit 
per structure or with multiple dwelling units within a structure that are separated vertically 
and/or horizontally. Multifamily developments include the forms of housing that are typically 
called apartments and condominiums. Multifamily developments may include structures that 
are similar in form to rowhouses. cottage clusters. duplexes. or single-family dwellings. 

"Rowhouse" means a residential structure on its own lot that shares 1 or more common or 
abutting walls with at least 1 or more dwelling units on adjoining lots. The common or 
abutting wall must be shared for at least 25% of the length of the side of the building. The 
shared or abutting wall may be the wall of an attached garage. A rowhouse does not share 
common floors/ceilings with other dwelling units. 

"Residential home" means a dwelling unit operated as a single housekeeping unit for the 
purpose of providing a permanent residence-which includes food. shelter. personal 
services. and care-for the elderly. disabled. handicapped. or others requiring such a 
residence. as defined by the Federal Fair Housing Amendments Acts of 1988. 

"Residential trailer" means a manufactured dwelling that was constructed prior to January 1. 
1962. 

"Single-family detached dwelling" means a structure. or manufactured home. containing 1 
dwelling unit with no structural connection.to adjacent units. 

"Yurt" means a 1-story building with a circular footprint and a roof that is domed or conical. 
with the highest point at the center of the circle. The walls and roof of a yurt are typically 
canvas or other flexible fabric material. 

"Residential home" means a dwelling t:mit operated as a single ho~:~sekeeping ~:~nit for the 
p~:~rpose of providing a residence which incll:ldes food, shelter, personal seFVices, and care, on a 
permanent easis, for the elderly, disabled, handicapped, or others requiring s1:1ch a residence as 
defined by the Federal Fair Ho~:~sing Amendments Acts of 1 Q88. 

"Residential trailer" means a manufactured dwelling that was constructed prier to Jan~:~ary 1, 
~ 

"Side Yard Height Plane" means a plane that limits the building height along side lot lines. 
Structures on the site must remain underneath the height plane. The height plane applies along 
side lot lines and is not applicable to front. rear. or street side lot lines. The starting point of the 
side yard height plane is horizontally offset from the side lot line by the required side yard depth. 
and set at specified vertical distance above the grade at the depth of required side yard. From 
the starting point. the side yard height plane slopes up at a specified angle until it reaches the 
maximum allowed building height or intersects with the side yard height plane from an opposite 
side of the lot. 

Figure 19.201-4 
Side Yard Height Plane 
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Side lot line Side lot line 

"Solar energy system" means equipment used to capture solar radiation for purposes of heating 
water or generating electricity. A solar energy system is an accessory use. and the energy 
generated by the system is used predominantly on-site. 

"Street-Facing Facade" means the wall planes of a structure that are visible from. and at an 
angle of 45 degrees or less to. a front lot line or street side lot line. Angle measurements for 
curved front or street side lot lines shall be based on a straight line connecting the opposing lot 
corners of the front or street side lot line. 

Figure 19.201-5 
Street-Facing Facade 

~-----------------~ 

l _________________ j_ 

"Townf:lo~:~se" FReans an attasf:led residential str1:1Gt1:1re wf:lisf:l retains private o\•mership of a 
portion of tf:le land aro1:1nd it, generally in the forFR of a sFRall front and/or rear yard. Townho1:1ses 
on interior lots may have a zero side yard setback. A townf:lo1:1se san be located in the center of 
a large project or it san be located adjacent to an existing street. The front door is not req1:1ired 
to open onto a street if it is on the interior of a developFRent. If a townho1:1se property is adjacent 
to a street, it is req1:1ired to have its front door facing tf:le street. 
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"Wind energy system" means equipment used to generate electricity from wind. A wind energy . 
system is an accessory use. and the energy generated by the system is used predominantly on
site. 

"Yard" means an open space on a lot which is unobstructed from the ground upward except as 
otherwise provided in this title. A yard may include areas with grass. mulch. barkdust. shrubs. 
trees. garden plantings. gravel. pavement. or asphalt. The yards defined below are depicted in 
Figure 19.201-6. 

"Front yard" means a yard between side lot lines, measured horizontally and at right angles 
to the front lot line from the front lot line to the nearest point of the building. 

"Rear yard" means a yard between side lot lines or between a street side yard and opposite 
side lot line, measured horizontally and at right angles to the rear lot line from the rear lot 
line to the nearest point of the building. 

"Side yard" means a yard between the front and rear yards, measured horizontally and at 
right angles from the side lot line to the nearest point of the building. 

"Street side yard" means a yard adjacent to a street between the front and rear yards, 
measured horizontally and at right angles from the side lot line to the nearest point of the 
building. 

Front lat line 

Figure 19.201-6 
Yards 
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Corner Lot Rear lot line 

19.202 MEASUREMENTS 

19.202.2 Vertical Measurements 

A. Interior Height 

Interior Lot Rear lot line 

' I 

I 

Floor-to-ceiling height shall be measured from the top of the floor finish to the bottom of the 
ceiling joists or, where there is no ceiling, to the bottom of the roof rafters. 

B. Exterior Height of Primary Structures 
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Exoept where otheFWise specified in Title 1 Q, b1::1ilding height shall be rneas~::~red frorn the 
adjoining street centerline grade, as established by the City, to the highest point of the roof 
s~::~rfaoe of a flat roof, to the desk line of a rnansard roof, or to the rnean height between the 
eaves and the ridge for a gable, hip, or gambrel roof. Where the b~::~ilding is sot bask frorn 
the street, b~::~ilding height rnay be rneas~::~red frorn the average elevation of the finished 
grade at tho front of the b~::~ilding. 

The height of a primary structure building is the vertical distance from the base point 
described in Subsection 19.202.2.B.1. below, to the top of a building described in 
Subsection 19.202.2.B.2. below. 

1. Base Point 

The base point used for building height measurement shall be the base point that 
yields the greater building height. See Figure 19.202.2.B.1. 

a. Base point 1 is the elevation of the highest adjoining sidewalk or ground surface 
within a 5-ft horizontal distance from the exterior wall of the building, when such 
sidewalk or ground surface is not more than 1 0 ft above lowest grade. 

b. Base point 2 is 1 0 ft above lowest grade. when the sidewalk or ground surface 
described for base point 1 is more than 10 ft above lowest grade. 

Figure 19.202.2.B.1 
Base Point Measurement 

Base Point #1 Base Point #2 

~~~~~~~ I~~~~=.~-r· ~~~~~~~ . .....1.-.-

___ oc;:;-o ___ o_o __ o_._o __ o_ :t:..J~ 10! ~ o o ______ w-}5· _ 
Loweet grade Loweet grade 

When highest grade ie 10 f~ or Ieee al7ow the 
loweet grade, the 17aee point ie the elevation of 
the higheet adjoinlne eldewalk or erade within a 
5-foot horizontal dietance. 

2. Top of Building 

When higheet erade le more than 10 feet al7ove 
the loweet grade, the 17aee point ie the elevation 
10 feet al7ove the loweet erade. 

The top of building shall be determined based on the specific roof types listed below. 
See Figure 19.202.2.B.2. 

a. Flat roof: Measure to the top of the parapet or, if there is no parapet, to the highest 
point of the roof . If a roof includes multiple flat roofs at different elevations. 
measure to the top of the highest parapet or highest point of the highest roof. 

b. Mansard roof: Measure to the deck line. 

c. Pitched, hipped, or gambrel roof where roof pitch is 12/12 or less: Measure to the 
average height of the highest gable. 

d. Pitched or hipped roof with a pitch steeper than 12/12: Measure to the highest 
point. 
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e. Gambrel roof where both pitches are steeper than 12/12: Measure to the highest 
point. 

f. Other roof shape. such as domed. vaulted. or pyramidal: Measure to the highest 
point. 

g. Stepped or terraced building: Measure to the highest point of any segment of the 
building. 

Figure 19.202.2.8.2 
Top of Building Measurement 

• 
~-~------------~ 

Pitched or hlp roof 

Gambrel roof 

C. Exterior Height of Accessory Structures 

Maneartt roof 

DOD 
DOD 

DOD 
DOD 

Flat roof 

The exterior height of an accessory structure is the vertical distance above the average of 
the highest and lowest points of finished grade. within a 10-ft horizontal distance from the 
base of the building, and the top of a building described in Subsection 19.902.2.8.2. 

19.202.4 Density Calculations 

Minimum required and maximum allowed dwelling unit density will be calculated as described 
below. except that residential cluster development on lands containing natural resource areas 
are subject to the density calculations in Subsection 19.402.14.C. The purpose of these 
calculations is to ensure that properties develop at densities consistent with the densities in the 
Comprehensive Plan. The area deductions for minimum required density allow properties to 
utilize land that can be built upon. The area deductions for maximum allowed density include 
sensitive lands where development should be avoided. 

A. Gross Area 

The gross area of a lot is measured in sq ft and is determined by a registered professional 
land surveyor or with data from the Clackamas County Assessor's Office. 

B. Rounding 

The results for minimum required and maximum allowed dwelling unit density are rounded 
based on a fraction that is truncated to 2 numbers past the decimal point. For example. 
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3.4289 is truncated to 3.42. Where a minimum density calculation results in a fraction that is 
.50 or above. the fraction is rounded up to the next whole number. Where a minimum 
density calculation results in a fraction that is less than .50. the fraction is rounded down to 
the preceding whole number. Where a maximum density calculation results in a fraction 
that is less than . 75. the fraction is rounded down to the preceding whole number. 

C. Discrepancy between Minimum Required and Maximum Allowed Density 

In situations where the calculation of maximum allowed density results in a number smaller 
than the calculation of minimum required density, the result from the minimum allowed 
density is both the minimum required and maximum allowed density. 

D. Minimum Density 

1. Deductions to Calculate Net Area 

The following areas. measured in sq ft. are subtracted from the gross area to 
determine the net area. The net area calculation is rounded to the nearest whole 
number. 

a. Floodways. as determined by Federal Emergency Management Agency flood 
maps. 

b. Right-of-way dedications for new right-of-way or expansion of existing rights-of
way, as required in Chapter 19.700. 

c. Open space or parkland that will be publically owned or open space owned in 
common by owners within the residential development. 

2. Density Calculation 

The minimum number of dwelling units required is calculated by dividing the net area 
by the minimum required dwelling unit density in the applicable base zone in Chapter 
19.300. 

3. Constrained Lands 

Regardless of the density calculation described above. any legal lot that meets the 
standards of Subsection 19.501 .1 is allowed at least 1 dwelling unit. 

E. Maximum Density 

1. Deductions to Calculate Net Area 

The following areas. measured in sq ft. are subtracted from the gross area to 
determine the net area. The net area calculation is rounded to the nearest whole 
number. 

a. 1% Annual Chance Flood areas (also called the 100-Year Floodplain). as 
determined by Federal Emergency Management Agency flood maps. 

b. Right-of-way dedications for new right-of-way or expansion of existing rights-of
way. as required in Chapter 19.700. 

c. Open space or parkland that will be publically owned or open space owned in 
common by owners within the residential development. 

d. Slopes in excess of 25%. 

2. Density Calculation 
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The maximum number of dwelling units allowed is calculated by dividing the net area 
by the maximum allowed dwelling unit density in the applicable base zone in Chapter 
19.300. 

19.202.5 Facade Area 

The area of a building facade is the sum of all wall areas above grade that are visible on 1 side 
of a building. The following areas are excluded: roof areas; the wall area of a horizontal or 
vertical offset that is perpendicular to the primary orientation of the facade; and gable ends 
below the ridge of the roof and above the eave line. The wall area of a dormer is not exempt. 

Figure 19.202.5 
Facade Area 

fillJill Wall Area 
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CHAPTER 19.300 BASE ZONES 

Proposed text amendments for Chapter 19.300 are shown below within the context of the 
restructured/renumbered Chapter 19.300. 

Underline/strikeout fonnatting is used only for proposed changes to text. not for proposed 
renumbering. (Where noted, new or rewritten complete sections are not underlined, for better 
readability.) 

(The complete, amended and reorganized Chapter 19.300, as proposed, is shown in its entirety 
in Exhibit C.) 

[Current Sections 19.301-19.303 repealed and replaced as Section 19.301. Complete section 
below-no underlining.] 

19.301 LOW DENSITY RESIDENTIAL ZONES 

The low density residential zones are Residential Zone R-10, Residential Zone R-7, and 
Residential Zone R-5. These zones implement the Low Density and Moderate Density 
residential land use designations in the Milwaukie Comprehensive Plan. 

19.301.1 Purpose 

The low density residential zones are intended to create, maintain, and promote neighborhoods 
with larger lot sizes where the land use is primarily single-family dwellings. They allow for some 
nonhousehold living uses but maintain the overall character of a single-family neighborhood. 

19.301.2 Allowed Uses in Low Density Residential Zones 

Uses allowed, either outright or conditionally, in the low density residential zones are listed in 
Table 19.301 .2 below. Similar uses not listed in the table may be allowed through a Director's 
Determination pursuant to Section 19.903. Notes and/or cross references to other applicable 
code sections are listed in the "Standards/Additional Provisions" column. 

See Section 19.201 Definitions for specific descriptions of the uses listed in the table. 

Single-family detached p p p Subsection 19.505.1 Design for 
dwelling Single-Family Dwellings and Duplexes 

Duplex Pill Pill p Subsection 19.505.1 Design Standards for 
Single-Family Dwellings and Duplexes 

Subsection 19.910.2 Duplexes 

Residential home p p p Subsection 19.505.1 Design Standards for 
Fami and Du 

Accessory dwelling Pill Pill Pill Subsection 19.910.1 Accessory Dwelling 
unit Units 
Manufactured dwelling N Ill Ill Subsection 19.910.3 Manufactured Dwelling 

Parks. 
Senior and retirement cu cu cu Subsection 19.905.9.G Senior and 
housing Retirement Housing 
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Accessory and Other Uses 

Accessory use p p p Section 19.503 Accessory Uses 

Agricultural or p p p Subsection 19.301.3 Use Limitations and 
horticultural use Restrictions 

Community service csu csu csu Section 19.904 Community Service Uses 
use 

Home occupation p p p Section 19.507 Home Occupation Standards 

P = Permitted. 
N = Not permitted. 
CSU = Permitted with Community Service Use approval subject to provisions of Section 19.904. Type Ill review 

required to establish a new CSU or for major modification of an existing CSU. Type I review required for a 
minor modification of an existing CSU. 

CU = Permitted with conditional use approval subject to the provisions of Section 19.905. Type Ill review required 
to establish a new CU or for major modification of an existing CU. Type I review required for a minor 
modification of an existing CU. 

II= Type II review required. 
Ill = Type Ill review required. 

19.301.3 Use Limitations and Restrictions 

Agricultural or horticultural uses are permitted, provided that the following conditions are met. 

A. Retail or wholesale sales associated with an agricultural or horticultural use are limited to 
the allowances for a home occupation per Section 19.507. 

B. Livestock, other than usual household pets, are not housed or kept within 1 00 ft of any 
dwelling not on the same lot, nor on a lot less than one acre, nor having less than 10,000 sq 
ft per head of livestock. 

C. Poultry kept for the production of meat or for commercial sale of eggs are not housed or 
kept within 100ft of any dwelling not on the same lot, nor on a lot less than 1 acre. Poultry 
kept for other purposes are not subject to these limitations and are allowed per Subsection 
19.503.1.C. 

19.301.4 Development Standards 

In the low density residential zones, the development standards in Table 19.301 .4 apply. Notes 
and/or cross references to other applicable code sections are listed in the "Standards/Additional 
Provisions" column. Additional standards are provided in Subsection 19.301.5. 

See Sections 19.201 Definitions and 19.202 Measurements for specific descriptions of 
standards and measurements listed in the table. 

Standards/ 
R-10 R-7 R-5 Additional Provisions 

Subsection 19.501.1 Lot 
10,000 7,000 5,000 Size Exceptions 
14,000 14,000 10,000 
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4 . Minimum street frontage 
requirements (ft) 
a. Standard lot 35 
b. Flag lot 25 
c. Double flag lot 35 

B. Development Standards 

1. Minimum yard requirements Subsection 19.301 .5.A 
for primary structures (ft) Side Yards 
a. Front yard 20 20 20 Subsection 19.501.2 
b. Side yard 10 5/10 5 Yard Exceptions 
c. Street side yard 20 20 15 Subsection 19.504.8 
d. Rear yard 20 20 20 Flag Lot Design and 

Development 
Standards 

2. Maximum building height for 2.5 stories or 35ft, Subsection 19.501.3 
primary structures whichever is less Building Height and 

Side Yard Height Plane 
Exceptions 

3. Side yard height plane limit Subsection 19.501.3 
a. Height above ground at 20 Building Height and 

minimum required side Side Yard Height Plane 
yard depth (ft) 45 Exceptions 

b. Slope of plane (degrees) 

4. Maximum lot coverage 30% 35% Section 19.201 "Lot 
(percent of total lot area) coverage" definition 

Subsection 19.301.5.8 
Lot Coverage 

5. Minimum vegetation 35% 30% 25% Subsection 19.301.5.C 
(percent of total lot area) Front Yard Minimum 

Vegetation 
Subsection 19.504.7 

Minimum Vegetation 

C. Other Standards 

1. Density requirements Subsection 19.301.5.0 
(dwelling units per acre) Residential Densities 
a. Minimum 3.5 5.0 7.0 Subsection 19.501.4 
b. Maximum 4.4 6.2 8.7 Density Exceptions 

19.301.5 Additional Development Standards 

A. Side Yards 

In the R-7 Zone, 1 side yard shall be at least 5 ft and 1 side yard shall be at least 10ft, 
except on a corner lot the street side yard shall be 20 ft. 

B. Lot Coverage 

The lot coverage standards in Subsection 19.301 .4.8.4 are modified for specific uses and 
lot sizes as described below. The reductions and increases are combined for properties that 
are described by more than one of the situations below. 

1 . Decreased Lot Coverage for Large Lots 

The maximum lot coverage percentage in Subsection 19.301.4.8.4 is reduced by 10 
percentage points for a single-family detached dwelling, duplex, or residential home on 
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a lot that is more than 2.5 times larger than the minimum lot size in Subsection 
19.301.4.A.1. 

2. Increased Lot Coverage for Single-Family Detached Dwellings 

The maximum lot coverage percentage in Subsection 19.301 .4.8.4 is increased by 10 
percentage points for development of a single-family detached dwelling, or an addition 
to an existing single-family detached dwelling, provided that the portions of the 
structure that are in excess of 20ft high, or in excess of 1 story, are limited to the lot 
coverage standard listed in Subsection 19.301.4.8.4. Only portions of the structure that 
are less than 20 and no taller than 1 story are allowed to exceed the listed lot coverage 
standard. See Figure 19.301 .5.8.2 for an illustration of this allowance. 

A Type II variance per Subsection 19.911.4.A, to further increase this lot coverage 
allowance, is prohibited. 

Figure 19.301.5.8.2 
Increased Lot Coverage for Single-Family Detached Dwellings 

Front lot line 

7,000 sq ft lot 

New 1-story dwell ins 

<20ft tall 

Rurlot line 

~ 
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STREET 

Front lot line 

7,000 sq ft lot 

2-story 
dwelling 

3~1ottrN) 

(2,11Xhqft~-P 

1-story addition (< 20 ft tall) 

(700 sq ft /10% lot area) 

Rurlot line 

Front lot line 

7,000 sq ft lot 2 -story addition 

(350 sq ft I 

2-story S%1otarea) 

dwelllns 

(1.750 sq ft I 
25" lot11111) 

.. 
:§: 
.§ 1-story addition (< 20ft tall) 

~ (700 sq ft /10% lot are1) 

"' Re1r lot line 

Figure 19.301 .5.8 .2 illustrates increased lot coverage for lots in Residential Zone R-7 based on 7,000-sq-ft lot area. 

3. Increased Lot Coverage for Duplexes 

The maximum lot coverage percentage in Subsection 19.301 .4.8 .4 is increased by 20 
percentage points for a duplex. 

4. Increased Lot Coverage for Detached Accessory Dwelling Units 

The maximum lot coverage percentage in Subsection 19.301.4.8.4 is increased by 5 
percentage points for the development of a new detached accessory dwelling unit. This 
allowance applies only to the detached accessory structure and does not allow for the 
primary structure or other accessory structures to exceed lot coverage standards. 

C. Front Yard Minimum Vegetation 

At least 40% of the front yard shall be vegetated. The front yard vegetation area required by 
this subsection counts toward the minimum required vegetation for the lot. A property may 
provide less than the 40% of the front yard vegetation requirement if it is necessary to 
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provide a turnaround area so that vehicles can enter a collector or arterial street in a 
forward motion. 

Figure 19.301.5.C 
Front Yard Minimum Vegetation 

STREET 

·.; 

Primary Structure 

D. Residential Densities 

"' c: 
= 

D 40% vegetation required 

The minimum and maximum development densities in Subsection 19.301.4.C.1 are 
applicable for land divisions and replats that change the number of lots. 

If a proposal for a replat or land division is not able to meet the minimum density 
requirement-due to the dimensional requirements for lot width, lot depth, or lot frontage
the minimum density requirement shall instead be equal to the maximum number of lots 
that can be obtained from the site given its dimensional constraints. The inability of new lot 
lines to meet required yard dimensions from existing structures shall not be considered as a 
basis for automatically lowering the minimum density requirement. 

E. Accessory Structure Standards 

Standards specific to accessory structures are contained in Section 19.502. 

F. Number of Dwelling Structures 

In the low density residential zones, 1 primary building designed for dwelling purposes shall 
be permitted per lot. See Subsection 19.504.4. 

G. Off-Street Parking and Loading 

Off-street parking and loading is required as specified in Chapter 19.600. 

H. Public Facility Improvements 

Transportation requirements and public facility improvements are required as specified in 
Chapter 19.700. 

I. Additional Standards 
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Depending upon the type of use and development proposed, the following sections of 
Chapter 19.500 Supplementary Development Regulations may apply. These sections are 
referenced for convenience, and do not limit or determine the applicability of other sections 
within the Milwaukie Municipal Code. 

1. Subsection 19.504.4 Buildings on the Same Lot 

2. Subsection 19.504.8 Flag Lot Design and Development Standards 

3. Subsection 19.505.1 Design Standards for Single-Family Dwellings and Duplexes 

4. Subsection 19.505.2 Garage and Carport Standards 

5. Subsection 19.506.4 Manufactured Dwelling Siting and Design Standards, Siting 
Standards 

[Current Sections 19.304-19.308 repealed and replaced as Section 19.302. Complete section 
below-no underlining.] 

19.302 MEDIUM AND HIGH DENSITY RESIDENTIAL ZONES 

The medium and. high density residential zones are Residential Zone R-3, Residential Zone R-
2.5, Residential Zone R-2, Residential Zone R-1, and Residential-Business Office Zone R-1-B. 
These zones implement the Medium Density and High Density residential land use designations 
in the Milwaukie Comprehensive Plan. 

19.302.1 Purpose 

The medium and high density residential zones are intended to create and maintain higher 
density residential neighborhoods that blend a range of housing types with a limited mix of 
neighborhood-scale commercial, office, -and institutional uses. 

19.302.2 Allowed Uses in Medium and high density Residential Zones 

Uses allowed, either outright or conditionally, in the medium and high density residential zones 
are listed in Table 19.302.2 below. Similar uses not listed in the table may be allowed through a 
Director's Determination pursuant to Section 19.903. Notes and/or cross references to other 
applicable code sections are listed in the "Standards/Additional Provisions" column. 

See Section 19.201 Definitions for specific descriptions of the uses listed in the table. 

Table 19.302.2 
Medium and High Density Residential Uses Allowed 

Standards/ 
R-3 R-2.5 R-2 R-1 R-1-B Additional Provisions ... 

Single-family p p p p p Subsection 19.505.1 Design 
detached dwelling Standards for Single-Family 

Dwell sand exes 
Duplex p p p p p Subsection 19.505.1 Design 

Standards for Single-Family 
Dwelli and Du 

Residential home p p p p p Subsection 19.505.1 Design 
Standards for Single-Family 
Dwelli and 
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Accessory dwelling Pill Pill Pill Pill Pill Subsection 19.910.1 
unit Accessory Dwelling Units 

Manufactured Ill N N N N Subsection 19.910.3 
dwelling park Manufactured Dwelling Parks. 

Rowhouse p p p p p Subsection 19.505.1 Design 
Standards for Single-Family 
Dwellings and Duplexes 

Subsection 19.505.5 Standards 
for Rowhouses 

Cottage Cluster p p p p p Subsection 19.505.4 Design 
Housing Standards for Cottage Cluster 

Housing 
Cottage cluster land division 

requires Type Ill review 

Multifamily cu cu p p p Subsection 19.505.3 Design 
Standards for Multifamily 
Housing 

Subsection 19.302.5.F 
Residential Densities 

Subsection 19.302.5.H Building 
Limitations 

Congregate housing cu cu p p p Subsection 19.505.3 Design 
facility Standards for Multifamily 

Housing 
Subsection 19.302.5.F 

Residential Densities 
Subsection 19.302.5.H Building 

Limitations 

Senior and cu cu cu p p Subsection 19.905.9.G Senior 
retirement housing and Retirement Housing 

Boarding, lodging, cu cu cu cu cu 
and rooming house 

Commercial Uses 

Office cu cu cu cu p Subsection 19.302.3 Use 
Limitations and Restrictions 

Hotel or motel N N cu cu cu 
Bed and breakfast cu cu cu cu cu 
Accessory and Other Uses 

Accessory use p p p p p Section 19.503 Accessory Uses 

Agricultural or p p p p p Subsection 19.302.3 Use 
horticultural use Limitations and Restrictions 

Community service csu csu csu csu csu Section 19.904 Community 
use Service Uses 

Home occupation p p p p p Section 19.507 Home 
Occupation Standards 

P = Permitted. 
N = Not permitted. 
CSU = Permitted with Community Service Use approval subject to provisions of Section 19.904. Type Ill review 

required to establish a new CSU or for major modification of an existing CSU. Type I review required for a 
minor modification of an existing CSU. 
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CU = Permitted with conditional use approval subject to the provisions of Section 19.905. Type Ill review required 
to establish a new CU or for major modification of an existing CU. Type I review required for a minor 
modification of an existing CU. 

II = Type II review required. 
Ill = Type Ill review required. 

19.302.3 Use Limitations and Restrictions 

A Agricultural or horticultural uses are permitted, provided that the following conditions are 
met 

1. Retail or wholesale sales associated with an agricultural or horticultural use are limited 
to the allowances for a home occupation per Section 19.507. 

2. Livestock, other than usual household pets, are not housed or kept within 100ft of any 
dwelling not on the same lot, nor on a lot less than 1 acre, nor having less than 10,000 
sq ft per head of livestock. 

3. Poultry kept for the production of meat or for commercial sale of eggs are not housed 
or kept within 1 00 ft of any dwelling not on the same lot, nor on a lot less than 1 acre. 
Poultry kept for other purposes are not subject to these limitations and are allowed per 
Subsection 19.503.1.C. 

B. Office uses allowed in the medium and high density residential zones are offices, studios, 
clinics, and others similar professional offices. 

19.302.4 Development Standards 

In the medium and high density residential zones, the development standards in Table 19.302.4 
apply. Notes and/or cross references to other applicable code sections are listed in the 
"Standards/Additional Provisions" column. Additional standards are provided in Section 
19.302.5. 

The standards in Subsection 19.302.4 are not applicable to cottage cluster development except 
where specifically referenced by Subsection 19.505.4. 

See Sections 19.201 Definitions and 19.202 Measurements for specific descriptions of 
standards and measurements listed in the table. 
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Minimum lot size (sq ft) 
a. Rowhouse 
b. Duplex 
c. All other lots 

2. Minimum lot width (ft) 
a. Rowhouse 
b. All other lots 

3. Minimum lot depth (ft) 
a. Rowhouse 
b. All other lots 

4. Minimum street frontage 
requirements (ft) 
a. Rowhouse 
b. Standard lot 
c. Flag lot 
d. Double lot 

1. Minimum yard requirements for 
primary structures (ft) 
a. Front yard 
b. Side yard 
c. Street side yard 
d. Rear 

2. Maximum building height for 
primary structures 

32of110 

3,000 2,500 
6,000 5,000 
5,000 5,000 

30 
so 

80 75 
80 7S 

30 
3S 
25 
35 

2.5 stories or 35ft, 
whichever is less 

Subsection 19.601.1 
2,500 1,400 Exceptions 
7,000 6,400 Subsection 19.606.4 Design 
S,OOO S,OOO Standards for Cottage Cluster 

Housing 
Subsection 19.606.6 Standards for 

Rowhouses 

2S 20 
so so 

80 70 
80 80 

2S 20 
3S 3S 
25 25 
35 

19.302.6.A Side Yards 
Subsection 19.601.2 Yard 

15 Exceptions 
See Subsection 19.302.5.A Subsection 19.604.8 Flag Lot 

15 Design and Development 
Standards 

3 stories or 45 ft, Suba&etion 1 
whichever is less Exceptions 

Subs&etlon 19.601 .3 Building Height 
and Side Yard Height Plane 
Exceptions 

Subs&etlon 19.302.6.1 Transition 
Measures 
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3. Side yard height plane limit Sub .. c:tlon 19.601.3 Building Height 
a. Height above ground at 20 25 and Side Yard Height Plane 

minimum required side yard Exceptions 
depth (ft) 45 45 

b. Slope of plane (degrees) 
4. Maximum lot coverage (percent of 40% 45% I 50% Section 19.201 "Lot c:ove111ge" 

total lot area) definition 
5. Minimum vegetation (percent of 35% 15% Subsection 19.604.7 Minimum 

total lot area) Vegetation 
Sub1ectlon 19.302.6.0 Front Yard 

Minimum Vegetation 
Subsection 19.302.6.C Minimum 

Vegetation 
C. other Standerdl 
1. Density requirements (dwelling Sub1ectlon 19.202.4 Density 

units per acre) Calculations 
a. Minimum 11 .6 11 .6 25.0 Sub~&ctlon 19.302.6.F Residential 
b. Maximum 14.5 17.4 32.0 Densities 

Sub1ectlon 19.601.4 Density 
Exceptions 
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19.302.5 Additional Development Standards 

A. Side Yards 

In the medium and high density zones, the required side yard is determined as described 
below. These measurements apply only to required side yards and do not apply to required 
street side yards. 

1. The side yard for development other than a rowhouse shall be at least 5 ft. 

2. There is no required side yard for rowhouses that share 2 common walls. The required 
side yard for an exterior rowhouse that has only 1 common wall is 0 ft for the common 
wall and 5 ft for the opposite side yard. An exterior rowhouse on a corner lot shall meet 
the required street side yard setback in Subsection 19.302.4.B.1 .b. 

B. Lot Coverage 

The lot coverage standards in Subsection 19.302.4.8.4 are modified for specific uses and 
lot sizes as described below. The reductions and increases are additive for lots that are 
described by one or more of the situations below. 

1. Increased Lot Coverage for Single-Family Detached Dwellings 

The maximum lot coverage percentage in Subsection 19.302.4.8.4 is increased by 10 
percentage points for development of a single-family detached dwelling, or an addition 
to an existing single-family detached dwelling, provided that the portions of the 
structure that are in excess of 20ft high, or in excess of 1 story, are limited to the lot 
coverage standard listed in Subsection 19.302.4. B.4. Only portions of the structure that 
are less than 20ft high, and no taller than 1 story, are allowed to exceed the listed lot 
coverage standard. See Figure 19.302.5.8 .1 for an illustration of this allowance. 

A Type II variance per Subsection 19:911.4.A, to further increase this lot coverage 
allowance, is prohibited. 

Figure 19.302.5.8.1 
Increased Lot Coverage for Single-Family Detached Dwellings 

Front lot line 

5,000 sq ft lot 

New 1-story dwelling 

<20ft tall 
(2, 750 sq ft /55" lot aree) 

Rear lot line 

.. 
,g 
~ .. 
~ 

STREET 

Front lot line 

5,000 sq ft lot 

2-story 
dwelling 

(2,250 sq ft I p 45" lot area) 

1-story addition (< 20 ft tall) 

(500 sq ft /10% lot area) 

Rear lot line 

.. 
,g 
] .. , 
Vi 

Front lot line 

5,000 sq ft lot 2-storv addition 

2-story 
dwelling 

(2,000 sq ft I 
4071. lot area) 

(250 sq tt I 
5% lot area) 

l ·story addition (< 20ft tall) 

(500 sq ft / 10% lot area) 

Rear lot line 

Figure 19.302.5. 8 .1 illustrates increased lot coverage for lots in Residential Zone R-2 based on 5,000-sq-ft lot area. 
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2. Increased Lot Coverage for Duplexes and Rowhouses 

The maximum lot coverage percentage in Subsection 19.302.4.8.4 is increased by 20 
percentage points for a duplex or rowhouse. 

3. Increased Lot Coverage for Detached Accessory Dwelling Units 

The maximum lot coverage percentage in Subsection 19.302.4.8.4 is increased by 5 
percentage points for the development of a new detached accessory dwelling unit. This 
allowance applies only to the detached accessory structure and does not allow for the 
primary structure or other accessory structures to exceed lot coverage standards. 

C. Minimum Vegetation 

At least half of the minimum required vegetation area must be suitable for outdoor 
recreation by residents, and not have extreme topography or dense vegetation that 
precludes access. 

D. Front Yard Minimum Vegetation 

At least 40% of the front yard shall be vegetated. The front yard vegetation area required by 
this subsection counts toward the minimum required vegetation for the lot. A property may 
provide less than the 40% of the front yard vegetation requirement if it is necessary to 
provide a turnaround area so that vehicles can enter a collector or arterial street in a 
forward motion. 

Figure 19.302.5.0 
Front Yard Minimum Vegetation 

STREET 

: I::·· .':: I 40% vqetatton required 

Primary Structure 

E. Height Exceptions 

1 additional story may be permitted in excess of the required maximum standard. For each 
additional story, an additional10% of site area beyond the minimum is required to be 
retained in vegetation. 

F. Residential Densities 
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1. The minimum and maximum development densities in Subsection 19.302.4.C.1 are 
applicable for land divisions, replats that change the number of lots, and any 
development that would change the number of dwelling units on a lot. Development of 
a single-family detached dwelling or an accessory dwelling is exempt from the 
minimum and maximum density requirements. 

If a proposal for a replat or land division is not able to meet the minimum density 
requirement-due to the dimensional requirements for lot width, lot depth, or lot 
frontage-the minimum density requirement shall instead be equal to the maximum 
number of lots that can be obtained from the site given its dimensional constraints. The 
inability of new lot lines to meet required yard dimensions from existing structures shall 
not be considered as a basis for automatically lowering the minimum density 
requirement. · 

2. Multifamily development in the R-2, R-1, and R-1-B Zones is subject to the minimum 
site size requirements in Table 19.302.5.F.2. In the event that the minimum site size 
requirements conflict with the development densities in Subsection 19.302.4.C.1, the 
site size requirements in Table 19.302.F.2 shall prevail. 

Table 19.302.5.F.2 
Minimum Site Size for Multifamily Development in the R-2, R-1, and R-1-B Zones 

Units R-2Zone R-1 and R-1-B Zone 
First Dwelling Unit 5,000 sq ft per unit 5,000 sq ft per unit 

Additional Dwelling Units 2,500 sq ft per unit 1 ,400 sq ft per unit 

G. Accessory Structure Standards 

Standards specific to accessory structures are contained in Section 19.502. 

H. Building Limitations 

1. In the R-3 Zone, 1 single-family detached dwelling or 1 duplex is permitted per lot. See 
Subsection 19.504.4. A detached accessory dwelling may be permitted in addition to a 
single-family detached dwelling, per Subsection 19.910.1. 

2. Multifamily buildings shall not have an overall horizontal distance exceeding 150 linear 
ft as measured from end wall to end wall. 

I. Transition Measures 

The following transition measures apply to multifamily development that abuts an R- 10-, R-
7-, or R-5-zoned property. 

1. In the portion of the site within 25 ft of the lower density residential zone, the building 
height limits are equal to those of the adjacent residential zone. 

2. Where the boundary of the lower density zone lies within, or on the edge of, a right-of
way; the building height limit, for the portion of the site within 15 ft of the lot line 
bordering the right-of-way, is equal to the height limit of the lower density residential 
zone. 

J . Off-Street Parking and Loading 

Off-street parking and loading is required as specified in Chapter 19.600. 

K. . Public Facility Improvements 
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Transportation requirements and public facility improvements are required as specified in 
Chapter 19.700. 

L. Additional Standards 

Depending upon the type of use and developmeht proposed, the following sections of 
Chapter 19.500 Supplementary Development Regulations may apply. These sections are 
referenced for convenience, and do not limit or determine the applicability of other sections 
within the Milwaukie Municipal Code. 

1. Subsection 19.504.4 Buildings on the Same Lot 

2. Subsection 19.504.8 Flag Lot Design and Development Standards 

3. Subsection 19.504.9 On-Site Walkways and Circulation 

4. Subsection 19.504.10 Setbacks Adjacent to Transit 

5. Subsection 19.505.1 Design Standards for Single-Family Dwellings and Duplexes 

6. Subsection 19.505.2 Garage and Carport Standards 

7. Subsection 19.505.3 Design Standards for Multifamily Housing 

8. Subsection 19.505.4 Design Standards for Cottage Cluster Housing 

9. Subsection 19.505.6 Building Orientation to Transit 

10. Subsection 19.506.4 Manufactured Dwelling Siting and Design Standards, Siting 
Standards 

[Current Sections 19.309-19.317 are renumbered as 19.303-19.311. Underline/strikeout 
fonnatting is used below only for proposed changes to text, not for proposed renumbering.} 

19.303 RESIDENTIAL-OFFICE-COMMERCIAL ZONE R-0-C 

In an R-0-C Zone the following regulations shall apply: 

19.303.1 Uses Permitted Outright 

In an R-0-C Zone the following uses and their accessory uses are permitted outright: 

A. Single-family detached dwelling; 

B. Duplex Single family at:tashed dvJelling; 

C. Residential home; 

D. Multifamily development sondomini1:1m dwelling; 

E. M1:1ltifamily apartment dwelling; 

~~- Congregate housing facility; 

fG. Senior and retirement housing; 

GM. Offices; 

Ht Retail trade establishment such as a food store, drugstore, gift shop, hardware store selling 
primarily from a shelf-goods inventory; 

!J. Personal service business such as a barber shop, tailor shop, or laundry and dry cleaning 
pickup station; 

Residential Development Standards September 24, 2012 37 of 110 



Proposed Code and Comp. Plan Amendments 

JK Funeral home; 

,!Sb. Commercial recreation and motion picture theater; 

,bM. Eating establishment; 

MW. Hotel or motel; 

NG. Parking facility; 

OP.. Repair, maintenance, or service of the type of goods to be found in any permitted retail 
trade establishment; 

f.Q. Financial institution; 

QR Trade or commercial school; 

RS. Department or furniture store; 

.§.+. Any other use similar to the above and not listed elsewhere. 

19.303.3 Standards 

In an R-0-C Zone the following standards shall apply: 

A. Lot size. Lot area shall be at least 5,000 sq ft. Lot area for the first dwelling unit shall be at 
least 5,000 sq ft and for dwelling units over 1 there shall be not less than an average of 
1 ,400 sq ft. Lot width shall be at least 50 ft. bot width fer interior single family attached and 
consominium units shall be at least ao ft. Lot depth shall be at least 80 ft. 

C. Side yard. A side yard shall be at least 5 ft, and there shall be additional1 ft of side yard for 
each 3 ft of height over 2 stories or 25 ft, whichever is less, except on corner lots a side 
yard shall be at least 15 ft on the side abutting the street. For interior single family attaches 
ana consominium units, sise yarss are not required. 

F. Height restriction. Maximum height of a structure shall be 3 stories or 45ft, whichever is 
less. 1 additional story may be permitted in excess of the required maximum standard. For 
each additional storv. an additional 10% of site area beyond the minimum is required to be 
retained in vegetation. 

JK Frontage requirements. Every lot shall abut a public street other than an alley for at least 35 
ft, except as provided in the Land Division Ordinance. lots fer interior single family attached 
ana con8ornini1::1rn units shall abut a public street fer at least 20 f.t. 

19.304 DOWNTOWN ZONES 

19.304.1 Purpose 

This section of the Zoning Ordinance implements the Downtown and Riverfront Land Use 
Framework Plan, Milwaukie Comprehensive Plan, and Town Center Master Plan. The 
downtown and riverfront area is envisioned as the focus of the community. Five zones are 
designated to reflect the distinctions between different areas of the Downtown and Riverfront 
Land Use Framework Plan, and to focus pedestrian-oriented retail uses to the traditional 
downtown core along Main Street. Specific development standards, public area requirements, 
and design standards. are adopted for the downtown zones to assure an active, attractive, and 
accessible environment for shoppers., employees and residents. 
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19.304.2 Characteristics of the Downtown Zones 

Five specific zones are adopted to implement the Downtown and Riverfront Land Use 
Framework Plan. The zones are shown on Figure 19.304-1 . The "Zoning Map of Milwaukie, 
Oregon" provides a larger-scale map of zone boundaries. The zones reflect the varied land 
uses, densities, and urban design character planned for different areas, as described and 
illustrated in the Downtown and Riverfront Land Use Framework Plan. The characteristics of the 
individual zones are described below. 

A. Downtown Storefront (DS) 

The Downtown Storefront Zone is established to preserve and enhance the commercial 
"Main Street" character of downtown Milwaukie, ensuring that new development in areas 
designated OS is compatible with this desired character. This zone allows a full range of 
retail , service, business, and residential uses. Retail uses are required on the ground floors 
of buildings fronting on Main Street. Office and/or residential uses are allowed on upper 
floors. Industrial uses are not allowed. The desired character for this zone includes 
buildings that are built to the right-of-way and oriented toward the pedestrian, with primary 
entries located along streets rather than parking lots. A "Village Concept Area" has been 
established in the DS Zone to allow a broader mix of uses on a City-owned site adjacent to 
the library, City Hall, a high-density residential area to the north, and existing Main Street 
storefront uses. These uses include rowhouses townho1:1ses and multifamily 
apartmentlsondominil:ln:t buildings. 

19.304.3 Uses 

A. Permitted Uses 

Uses allowed in the downtown zones are listed in Table 19.304.3 with a "P." These uses 
are allowed if they comply with the development and design standards, any applicable 
design guidelines, and other regulations of this title. 

Table 19.304.3 
Downtown Zones-Uses 

Downtown 
Downtown Downtown Downtown Downtown Open 

Use Categories Storefront Commercial Office Residential Space 
Residential 
Single-family detached N N N N N 
+ownAol:lseRowhouse .L[1] N N L[1] N 
Multifamily a~artmentl L[10] p N p N 
GOREIOn:tiRii:IR'l 

Senior and retirement N p N p N 
housing 

Second-floor housing p p p p N 
Commercial/Office 1 

Automobile service station N N N N N 
Automobile repair N L[2] N N N 
Commercial recreation p p p N N 
Eating/drinking establishment p p L[3] N N 
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Financial institution p p p N N 

Theater p p p N N 

Hotel/motel N p p N N 

Office, professional and L[4) p p L[S) N 
administrative 

Parking facility p p p N L[6) 
Personal/business services L[7) p p L[S) N 

Retail trade p p L[3) L[S) N 

Industrial N N N N N 

Other 
Adult entertainment N N N N N 

Community service uses L[8) L[8) L[8) L[8) L[8) 
Marinas, boat ramp N N N N p 

Parks, plazas, open space p p p p p 

Transit centers L[9) L[9) N N N 
1 Certain uses are permitted in the Downtown Storefront Zone, but are not allowed in the required retail ground floor 

use area along Main Street (see Figure 19.304-2 and Subsection 19.304.4.8 .7 for details). 

G. Limited Uses 

The following provisions describe the use limitations and correspond with the footnote 
numbers for uses listed with an "L" in Table 19.304.3. 

10. Multifamily apartmentlsonaominil:lm building development is permitted only in a limited 
area of the Downtown Storefront Zone as identified on the Zoning Map. See "Village 
Concept Area" on Figure 19.304-1 . 

19.304.4 Development Standards· 

B. Explanation of Development Standards 

4. Residential Density 

There is a minimal amount of land available for new housing development within the 
downtown zones. Minimum densities are applied in the Downtown Residential Zone to 
assure efficient use of land at densities that support transit use and nearby downtown 
businesses. 

a. Minimum densities for the downtown residential transition area shall be 10 units 
per acre (see Figure 19.304-1). The maximum density for the residential transition 
area shall be 30 units per acre. 

b. Minimum densities for standalone stand-alone multifamily apart!Tlentlsonaominil:IITI 
dwellings and senior/retirement housing in the Downtown Residential and 
Downtown Commercial Zones shall be 30 units per acre. Maximum residential 
densities are controlled by height limits. 

c. There are no minimum density requirements when residential units are developed 
as part of a mixed use building in the Downtown Storefront, Downtown 
Commercial, and Downtown Office Zones. The minimum density standards apply 
only to stand-alone residential buildings. Second-floor housing is allowed in the 
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Downtown Storefront, Downtown Commercial, and Downtown Office Zones. 
Maximum residential densities for mixed use buildings are controlled by height 
limits. 

8. Ground-Floor Windows/Doors 

Long expanses of blank walls facing the street or other public area have negative 
impacts on the streetscape and the pedestrian environment. To minimize these effects, 
the standards of this section are intended to enhance street safety and provide a 
comfortable walking environment by providing ground-level features of interest to 
pedestrians in specific areas of the downtown zones. 

&.-For block faces identified on Figure 19.304-5 (Ground-floor Windows and Openings), 
the exterior wall(s) of the building facing the street/sidewalk must meet the following 
standards: 

a. (-1-t 50% of the ground-floor street wall area must consist of openings; i.e., windows 
or glazed doors. The ground-floor street wall area is defined as the area up to the 
finished ceiling height of the space fronting the street or 15ft above finished grade, 
whichever is less. 

b. ~ Doors and/or primary entrances must be located on the block faces identified on 
Figure 19.304-5, and must be unlocked when the business located on the 
premises is open. Doors/entrances to second-floor residential units may be locked. 

c. ~ Clear glazing is required for ground-floor windows. Nontransparent, reflective, or 
opaque glazing are not permitted. 

d. (41 Ground-floor windows for buildings on the block faces identified on Figure 
19.304-5 shall allow views into storefronts, working areas, or lobbies. No more 
than 50% of the window area may be covered by interior furnishings including but 
not limited to curtains, shades, signs, or shelves. Signs are limited to a maximum 
coverage of 20% of the window area. 

19.306 LIMITED COMMERCIAL ZONE C-L 

In a C-L Zone the following regulations shall apply: 

19.306.2 Conditional Uses Permitted 

In a C-L Zone the following conditional uses and their accessory uses are permitted subject to 
the provisions of Section 19.905: 

I. Duplex or multifamily development Single family attached dwelling, rfn,lltifamily apartment, 
and condominium dwelling; 

19.306.3 Standards 

In a C-L Zone the following standards shall apply: 

A. Lot size. None, except as follows for dwelling. Lot area shall be at least 5,000 sq ft. Lot area 
for the first dwelling unit shall be at least 5,000 sq ft and for dwelling units over 1 there shall 
be not less than an average of 1,000 sq ft. Lot width shall be at least 50 ft. Lot width for 
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interior single family attached and condomini~::~m ~::~nits shall be at least ao ft. Lot depth shall 
be at least 80 ft. 

F. Frontage requirements. Every lot shall abut a public street other than an alley for at least 35 
ft except as permitted under the Land Division Ordinance. Lots for interior single family 
attached and condomini~::~m ~::~nits shall ab~::~t a r;>~::~blic street for at least 20 ft. 

19.310 BUSINESS INDUSTRIAL ZONE Bl 

19.310.3 Accessory Uses 

A-Uses accessory to and in conjunction with uses permitted outright may include the following: 

84-. Employee lounges and dining rooms, employee day-care facilities, conference rooms for 
tenant use, newsstands, central mail room and self-service postal and banking facilities, 
and product information and display areas; 

§.~. Executive, administrative, design, or product showroom offices provided in conjunction with 
uses listed under Subsection 19.310.2 of this section; 

C3. Indoor and outdoor recreational facilities, such as swimming pools, saunas, game and craft 
rooms, exercise and dance studios, community meeting rooms, lounges, playgrounds, 
tennis and other courts, bike and walking trails, and pedestrian plazas and courts, which 
are provided in association with uses listed in Subsection 19.310.2 of this section; 

D4. Rental and development information offices, handyman and maintenance services, and 
other business offices and services in association with allowed uses in the development; 

£&. Recycling center, provided that any storage of materials shall be adequately screened; 

Ee. Accessory uses and structures not otherwise prohibited which are customarily accessory 
and incidental to any use permitted outright or limited use; 

G+. Temporary buildings for uses incidental to construction work, which buildings shall be 
removed upon the completion or abandonment of the construction work; 

Hi. Retail outlets associated with manufacturing uses as outlined in Subsection 19.310.2.A.2 of 
this section. Products sold at the accessory retail outlet shall be primarily those assembled 
or manufactured onsite. The accessory retail outlet shall be located within the associated 
manufacturing building and occupy up to a maximum of 25% of the floor area of the · 
associated manufacturing building or 4,000 sq ft, whichever is less. 

19.311 PLANNED DEVELOPMENT ZONE PD 

19.311.5 Preliminary Development Plan and Program. 

A. Applicant 

For the purpose of this section, "owner" or "owner-applicant" means and includes any 
individual(s), partnership(s), corporation(s) , public body(ies), legal entity(ies), or holder(s) of 
a written option to purchase said property. An owner of land located outside, but contiguous 
to, the City may submit a preliminary development plan for consideration by the City 
providing that an application for annexation to the City has been filed . 

B. Preliminary Development Plan 
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A preliminary development plan and program shall be submitted by the applicant with 
information as required by resolution of the Planning Commission. 

CHAPTER 19.400 OVERLAY ZONES AND SPECIAL AREAS 

19.401 WILLAMETTE GREENWAY ZONE WG 

19.401.5 Procedures 

The following procedures shall govern the application of WG Zones: 

A. In the WG Zone, all uses and their accessory uses are permitted subject to the provisions 
of Section 19.905. except as noted in Subsection 19.401 .5.0 . 

D. A greenway conditional use is required for all intensification or change of use, or alteration 
of the vegetation buffer area, or development, as defined in this section. Landscaping. 
construction of driveways. modifications of existing structures. or the construction or 
placement of such subsidiary structures or facilities as are usual and necessary to the use 
and enjoyment of existing improvements shall not be considered a change in use or 
intensification. Approval shall be granted only if the criteria in Subsection 19.401 .6 are met. 

19.404 MIXED USE OVERLAY ZONE MU 

19.404.3 Primary Uses 

Provisions of Section 19.404 are intended to allow mixed use development, subject to the 
processes identified in Subsection 19.404.6 below, including retail , commercial , office, and 
residential development, as listed below. 

A. Retail commercial uses such as food store, drugstore, gift shop, and hardware store selling 
shelf goods primarily (drive-up convenience stores are not permitted) ; 

B. Multifamily attached condominium dwellings; 

C. M~:~ltifamily attached apartment d\'lellings; 

CO. Rowhouses Single family attached small lot townhouses; 

Q€. Professional offices; 

£F-. Personal service businesses such as haircutting shop, tailor shop, laundry, and dry 
cleaning pickup station, shoe repair, computer, and bicycle repair, office equipment and 
services, and electronics repair; 

EG. Motion picture theater (adult theaters are not permitted); 

GM. Restaurant and cafe, outdoor seating where provided for in the site design and located off 
of the public sidewalk area (drive-in and drive-through food establishments are not 
permitted); · 

!:!t Brew pub which serves food; 

!J. Hotel; 

JK Parking facility; 

fSh. Financial institution (without drive-up tellers); 

bM. Trade or commercial school ; 
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MW. Department or furniture store; 

NG. Bed and breakfast; 

OP. Service station without associated minimart-minor repair service allowed if approved 
through a mixed use overlay review application; 

fQ. Farmers' market; 

QR Public park or community meeting area; 

RS. Youth center; 

§+. Day-care facilities; 

· IY. Any other use similar to the above and not listed elsewhere. 

19.404.8 Development Standards 

Except as provided in Subsection 19.404.9.A.1, the following development standards apply to 
all proposals which have been determined to be subject to the Mixed Use Overlay Zone. 
Development in this overlay zone shall follow the standards and guidelines for development and 
for specific sites, as indicated below. All development proposals shall comply and. not conflict 
with the Milwaukie Comprehensive Plan and the Town Center Master Plan. 

A. Commercial and Commercial/Residential Mixed Use (office uses are Included in the 
Commercial designation) 

13. Owners of existing single-family homes within the Mixed Use Overlay Zone may apply 
for a conditional use permit to allow a detached secondary living unit, an accessory 
dwelling attached seeendary living unit, or conversion to a duplex or multifamily 
dwelling with 3 units~. provided that 1 of the units shall remain owner-occupied. 
Sound insulating and energy-efficient materials shall be provided in any of the above 
conversions of existing space. Setbacks and development standards of the underlying 
zone must be met. 

19.404.9 Specific Sites in Subareas 2 and 4 

The following additional requirements apply to proposed development in specific subareas and 
on specific sites: 

A. Subarea 2 

1. Sites 2-1 and 2-2 (Murphy Plywood Site) 

b. Business Industrial (BI) uses as set forth in Section 19.310 ~shall also be 
allowed. The development of Bl uses on Sites 2-1 and 2-2 shall comply with the 
development requirements of Section 19.310 ~.except that outdoor storage 
shall be permitted. In this case, the 32nd Avenue and Meek Street property lines 
shall be considered front yards and a 20-ft setback shall be applied. These 
setbacks shall be landscaped in accordance with Subsection 19.606.2.C.2, and 
provided with a sight-obscuring wooden fence adjacent to the public right-of-way 
and residential property lines. The Planning Commission may allow these 
setbacks to be reduced to 10 ft, where the proposed design of the buffer is of a 
high quality and includes: (1) the use of masonry walls, or other acceptable 
material, of up to 8ft high; (2) enhanced landscaping; and (3) one of the elements 
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listed in Subsection 19.404.8.A.18. Development of Bl uses on the site is not 
required to comply with the standards set forth in Subsections 19.404.8 and 
19.30~.3. 

B. Subarea 4 

1. This site shall be developed with high-density (16 to 24 dwelling units per acre) diverse 
housing types. Retail, office, or lodging uses are also allowed at a 2:1 ratio (for every 2 
sq ft of residential , 1 sq ft of commercial will be permitted). Commercial uses on the 
site shall be limited to those listed in Subsections 19.404.3.0. E. G. K. Q . R. and S 1;, 
F', H, l , R, S, ana T. Commercial use may be increased to a 1:1 ratio (1 sq ft of 
commercial for every 1 sq ft of residential), if amenities b. c. d. e. g, h. i. and k 2~ 
5, 7, 8, Q ana 11 of Subsection 19.404.8.A.18 are provided. A report on the status of 
contamination on this site shall be submitted with any proposed development. 

2. Minimum vegetation for the site shall be 30%. Particular attention shall be paid to 
landscaping, which shall be designed to provide buffers to the residential 
neighborhoods to the north and east. Building heights shall also be designed to provide 
a transition for the neighboring residential properties. The height limit within 50 ft of the 
Monroe Street or 37th Avenue right-of-way shall be 2 stories or 35ft, whichever is less. 
The building height for the remainder of the development on this site is 3 stories or 45 
ft, whichever is less. Building setbacks from property lines shall be 15 ft for the front 
and rear yards and 5 ft for side yards. Minimum lot standards shall conform to the R-O
C standards, except that the minimum lot width for rowhouses single family attached 
ana conaomini~m ~nits may be reduced to 20ft wide if amenities b. d. e. g. h and i ~ 
4, 5, 7, 8 ana Q of Subsection 19.404.8.A.18 are provided. The distance between 
buildings on the same lot shall be 6 ft for 1 story and a minimum of 5 ft per every story 
over 1. 

CHAPTER 19.500 SUPPLEMENTARY DEVELOPMENT REGULATIONS 

19.501 GENERAL EXCEPTIONS 

The exceptions listed in Subsections 19.501 .1-4 below are "by right" exceptions. "By right" 
exceptions are either a~tomatically roq~irea or allowed o~tright ana require no special review or 
approval by the City to implement. 

19.501.1 Lot Size Exceptions 

If a lot or tho aggregate of contig~o~s lots or parcels platted prior to offeGti'fo date of tho 
ordinance codified in this chapter has an area or dimension which does not moot tho 
roq~iremonts of said ordinance, tho lot or aggregate holdings may be p~t to a ~so permitted 
o~tright s~bjoct to tho other roq~iromonts of tho z:ono in which tho property is located o*copt 
that a residential ~so shall be limited to a single farnily dwelling or to tho n~rnbor of dwelling 
~nits consistent with tho density roq~iremonts of tho z:ono. Howe'for, no dwelling shall be b~ilt 
on a lot with loss area than 3,QQQ sq ft, or 1Nith no frontage on a p~blie street. This section sl=lall 
not apply in tl=lo downtown z:onos. 

Any legal lot or lot of record that does not meet the area or dimensional requirements specified 
in Chapter 19.300 may be put to a use permitted by the requirements of the Zoning Ordinance. 
with the following limitations: 
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A. The development must conform to all other applicable standards of Title 19. unless a 
variance is granted per Section 19.911. 

B. Single-family detached dwellings shall not be built on a lot w ith less than 3.000 sg ft of lot 
area. 

19.501.2 Yard Exceptions 

A. In addition to yard requirements listed for each zoning district, buildings along certain major 
streets are subject to additional yard requirements as provided in Table 19.501 .2.A below. 
Yards shall be measured so that the minimum distance from the center line of the right-of
way to the closest point of any building is the distance listed in Table 19.501.2.A plus the 
yard requirement of the underlying zone. 

Table 19.501.2.A 
Additional Yard Requirements 

Distance from Centerline 
Major Street (plus yard requirements in zone) 

Firwood Street (55th Ave. to Stanley Ave.) 25' 

Harmony Road 40' 

Harrison Street (Milwaukie Expressway to 44th Ave.) 40' 

Harrison Street (Milwaukie Expressway to Mcloughlin Blvd.) 30' 

Harvey Street (32nd Ave. to 42nd Ave.) 25' 

Howe Street (42nd Ave. to 43rd Ave.) 30' 

Johnson Creek Boulevard 30' 

King Road 40' 

Linwood Avenue 40' 

Lake Road 30' 

Logus Road 25' 

Monroe Street (52nd Ave. to Linwood Ave.) 30' 

Oak Street 30' 

Oatfield Road 30' 

Ochoco Street 30' 

Olsen Street 25' 

Railroad Avenue 30' 

River Road (south of Lark St.) 30' 

Roswell Street (32nd Ave. to 42nd Ave.) 25' 

Washington Street (west of Railroad Ave.) 30' 

Willow Street (Windsor Dr. to Stanley Ave.) 25' 

17th Avenue (Ochoco St. to Mcloughlin Blvd.) 40' 

32nd Avenue (north of Harrison St.) 30' 

37th Avenue (Lake Rd. to Grogan Ave.) 25' 

40th Avenue (Harvey St. to Railroad Ave.) 30®' 

42nd Avenue (Johnson Creek Blvd. to Howe St.) 30' 

42nd Avenue (Harrison St. to King Rd.) 30' 

43rd Avenue (Howe St. to King Rd.) 30' 

55th Avenue (Firwood St. to Johnson Creek Blvd.) 25' 
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B. The follewing e~meptions to the yard requirements are established for a lot in any one zone: 

1. The required trent yard need net exceed tho a¥erage depth of the 2 abutting front 
yards 'A~thin 1 QQ ft of the proposed structure. 

2. The required front yard need not exceed the a>Jerage depth of the abutting front yard 
within 1 QQ ft of the proposed structure and tho required front yard depth. 

§.. Architectural features such as cornices, eaves, canopies, sunshades, gutters, steps, 
unroofed landings, and flues may project up to 24 in into a required side yard or 36 in into a 
required front or rear yard. Such features extending from an accessorv structure shall not 
be closer than 3ft from a property line. 

C. A covered porch on a single-family detached dwelling may extend 6ft into a required front 
yard if the following standards are met. 

1. The porch is not enclosed on any side other than what is .enclosed by the exterior walls 
of the dwelling. The following are not considered to be enclosures: structural supports 
for a covered porch. projections not extending more than 3 ft upward from the surface 
of the porch. railings. retractable sunshades. screens. or netting. 

2. The surface of the porch does not exceed 18 in high above the average grade. 

3. The porch is at least 5 ft from the front lot line. 

19.501.3 Building Height and Side Yard Height Plane Exceptions 

A. Projections such as chimneys, spires, domes, elevator shaft housings, flagpoles, and other 
similar objects not used for human occupancy are not subject to the building height and 
side yard height plane limitations of the Zoning Ordinance this chapter, except as provided 
in an L-F Zone. 

B. The following encroachments into a side yard height plane are allowed: 

1. Roof overhangs or eaves. provided that they do not extend more than 30 in horizontally 
beyond the side yard height plane. 

2 . The gable end of a roof. provided that the encroachment is not more the 8ft high 
above the side yard height plane or more than 40ft wide. 

3. Dormers. with the following limitations: 

a. The highest point of any dormer is at or below the height of the primarv roof ridge. 

b. The encroachment is not more the 6 ft high above the side yard height plane or 
more than 8ft wide. 

c. The combined width of all dormers does not exceed 50% of the length of the roof 
on which they are located. 

Figure 19.501.3.8 
Allowed Height Plane Encroachments 
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One additional story may be J)ermitted in excess ef the req1:1ired maxim1:1m standard. An 
additional 1 0% ef site area that is retained in vegetation beyond the minim1:1m is req1:1ired fer 
each additional story. This !)revision does not aJ)J)Iy to the R 10, R 7, R 5, or downtown 
zones. 

19.501.4 Density Exceptions 

A:---ln exchange for the dedication of parkland, residential densitY may be increased (and lot 
sizes decreased) so that overall parcel density remains the same. 

B. For any ho1:1sing develoJ)ment J)rOJ)osed, an additional ho1:1sing 1:1nit 'h'ill be allowed for each 
1:1nit J)riced fer sale at 25% belov.· the a•1erage new single family ho1:1sing cost. Tl=le cost shall 
be tl=lat establisl=led in the most recent edition of "Real Estate Trends," J)l:lblished 
semiann1:1ally by the MetroJ)olitan Portland Real Estate Researsh Committee, Inc. Overall 
J)roject density may not exceed the allowable density J)ll:ls 10%. The J)lanned 1:1nit 
develoJ)ment density increase SJ)ecified in Section 19.317 and this density increase are 
additive. 

19.502 ACCESSORY STRUCTURES 

19.502.1 General Provisions 

A No accessory structure shall encroach upon or interfere with the use of any adjoining 
property or public right-of-way including but not limited to streets, alleys, and public and 
private easements. 

B. Multiple accessory structures are permitted subject to building separation, building 
coverage, and minimum vegetation requirements of the zoning district in which the lot is 
located. 

C. An accessory structure shall comply with all of the requirements of the Uniform Building 
Code. 

D. Accessory structures excluding fences, flagpoles, pergolas, arbors, or trellises may not be 
located within the required front yard except as otherwise permitted in this chapter. 

E. Regardless of the base zone requirements in Chapter 19.300. the required side and rear 
yards for an accessory structure are reduced to 5 ft. except as described below. AR 
accessory strl:lctl:lre m1:1st maintain a minim1:1m side and rear yard setback of 5 ft. exceJ)t 
'#here other req1:1irements of this title are more restrictive. 

1. Accessory structures are subject to the minimum street side yard requirements of the 
base zones in Chapter 19.300. 
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2. Regulations for overlay zones or special areas in Chapter 19.400 may require an 
accessory structure to be set back beyond the minimum side or rear yard 
requirements. 

3. If the rear or side yard requirement in the base zone in Chapter 19.300 is less than 5 ft. 
then the yard requirements of the base zone shall apply. 

4 . The rear or side yard requirement for residential accessory structures per Subsection 
19.502.2.A or 19.91 0.1 .E.4 may specify a different yard requirement. 

F. Alteration or modification of nonconforming accessory structures is subject to the provisions 
of Chapter 19.800 Nonconforming Uses and Development. 

G. Fences. flagpoles. P.o.ergolas, arbors, and trellises are permitted in yards in all residential 
zones. 

19.502.2 Single r:amily Residential Specific Provisions for Accessory Structures 

fl.. Residential accessory structures excluding pools, uncovered decks, and patios are suBject 
to tRe fallowing: 

1. For lots 1 Q,QQQ sq ft or less, tRe feotprint of an accessory structure may not exceed 
5QQ sq ft. For lots greater tRan 1Q,QQQ sq ft tl=le feotprint of an accessory building may 
not exceed 85Q sq ft. 

2. /l.n accessory structure may not exceed 15 ft in ReigRt as measured from tRe average 
finisRed grade witRin a 1Q ft Rorizontal distance from tRe base of tl=le building to tl=le 
Rig !=lest point of tRe roof. 

3. Flat roofs and &Red roofs are prol=libited on accessory structures tl=lat Rave a floor to 
ceiling height greater than Q ft. 

4. The minimum roof pitsl=l fer accossoF)' structures with other than a flat or shed roof is 4 
in rise fer e·.•ery 12 in of run. 

5. The placement of fill to raise grade elevations that has the effect of exceeding building 
height limitations is prohibited. 

6. Metal siding is prohibited on accessory structures with a feotprint greater than 12Q sq 
ft. For accessor)' structures greater than 12Q sq ft, exterior siding and roofing materials 
that are commonly used on residential structures shall be used. 

A. The following standards apply for residential accessory structures on single-family 
detached. duplex. rowhouse. and cottage cluster properties. The standards in Subsection 
19.502.2.A do not apply to pools. uncovered decks. and patios. 

The purpose of these standards is to allow accessory structures that accommodate the 
typical needs of a single-family residence, while protecting the character of single-family 
neighborhoods. 

1. Development Standards 

a. Height and Footprint 

The maximum height and footprint allowed for an accessory structure is 
determined by the yard depths between the structure and the lot lines. Accessory 
structures with a larger height and footprint must meet the increased yard 
requirements. An accessory structure is allowed the maximum building height and 
footprint listed in Table 19.502.2.A.1 .a only if the entire structure meets or exceeds 
all the yard requirements in the same column. See Figure 19.502.2.A.1.a . 
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Table 19.502.2.A .1.a 

• Standard T~~eA T~~eB T~~ec 
Maximum building height 10' 15' Lesser of 25' OR not taller 

than highest J20int of the 
12rima[Y structure (allowed at 
least 15' height regardless of 
J2rima[Y structure height) 

Maximum building foot12rint 200 sq ft 600 sq ft Lesser of 75% of J2rima[Y 
structure OR 1,500 sq ft 
(allowed at least 850 sq ft if 
lot area > 10,000 sq ft} 

On lots less than 1 acre in 
area, maximum is 800 sq ft if 
an:tJ20rtion of the structure is 
in the front :tard. 

Required rear :tard 3ft 5ft Base zone required rear :tard 

Required side :tard 3ft Sft Base zone required side :tard 

Required front :tard Not allowed in front :tard unless the structure is at least 40 ft awa:t from 
the front lot line. 

Figure 19.502.2.A.1.a 
Accessory Structure Height, Foot~rint, and Yard Reguirements 
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b. Other Development Standards 
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(1) Maximum accessory structure footprint allowance is subject to lot coverage 
and minimum vegetation standards of the base zone. Multiple accessory 
structures are allowed on a lot. subject to lot coverage and minimum 
vegetation standards of the base zone. 

(2) The yard exceptions in 19.501 .2 are applicable for accessory structures. 
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(3) A minimum of 5 ft is required between the exterior wall of an accessory 
structure and any other structure on a site. excluding a fence or similar 
structure. 

(4) A covered walkway or breezeway is allowed between a primary structure and 
accessory structure. Such connection shall not exempt the accessory 
structure from compliance with the standards of this section. unless the 
connection is fully enclosed and meets the building code definition of a 
conditioned space. 

2. Design Standards 

a. Metal siding is prohibited on structures more than 1 0 ft high or with a footprint 
greater than 200 sq ft. unless the siding replicates the siding on the primary 
dwelling or has the appearance of siding that is commonly used for residential 
structures. 

b. Structures located in a front. side. or street side yard that are visible from the right
of-way at a pedestrian level shall use exterior siding and roofing materials that are 
commonly used on residential structures. 

3. Roof Pitch 

There are no roof pitch requirements for an accessory structure with a height equal to 
or less than 1 0 ft. A minimum 4/12 roof pitch is required for an accessory structure with 
a height over 1 0 ft. 

4. Exceptions for Large Lots 

Lots larger than 1 acre in size are allowed an exception to the Type C accessory 
structure height limitation and footprint size limitation of 75% of the primary structure. 

a. The allowed exceptions are: 

(1) The structure is allowed the base zone height limit or 25ft. whichever is 
greater. 

(2) The structure is allowed a maximum footprint of 1 ,500 sq ft. regardless of the 
footprint of the primary structure. 

b. The exceptions are allowed with the following limitations: 

(1) The sum of accessory structure footprints that exceed 75% of the footprint of 
the primary structure is limited to 2.500 sg ft. 

(2) The side yard requirement shall be 20 ft. regardless of the base zone. 

(3) The structure must conform to all other base zone and accessory structure 
regulations. 

B. Fences, walls, and plantings may be constructed or maintained in yards with the following 
limitations: 

1. Fences, walls, and plantings shall be constructed or maintained in yards only so as to 
permit unobstructed vision of passenger vehicle operations when approaching 
intersecting streets or driveways. Fences, walls, and plantings shall meet clear vision 
standards provided in Chapter 12.24. Fences and walls on lot perimeters in areas other 
than those obstructing the vision of passenger vehicle operators shall be constructed 
or maintained to the following standards: 
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a. Residential Zones and Residential Uses in All Zones 

Maximum height is 6 ft for rear, street side, and side yards; 42 in for front yards. 
except that for flag lots fences in the front yard may be 6ft. No electrified, barbed. 
or razor wire fencing is permitted. Specific standards for fences on cottage cluster 
developments are contained in Subsection 19.505.4.D.2.h. 

b. Commercial Zones 

Maximum height 6ft. No electrified wire is permitted. Barbed or razor wire may be 
permitted for security purposes on top of a maximum height fence, following a 
Type II review per Section 19.1005 in which a determination has been made that 
the proposed fencing will not adversely impact the health, safety, or welfare of 
adjacent property occupants. All outdoor storage shall require a 6-ft-high sight
obscuring fence. 

c. Industrial Zones 

Maximum height 8ft. No electrified wire is permitted. Barbed or razor wire may be 
permitted for security purposes on top of a maximum height fence, except where 
such fencing is proposed adjacent to residential zones or residential uses, in which 
case such may be allowed following a Type II review per Section 19.1005 in which 
a determination has been made that the proposed fencing will not adversely 
impact the health, safety, or welfare of adjacent property occupants. All outdoor 
storage shall require a sight-obscuring fence with a minimum height of 6ft. 

2. In all cases, fence and wall height shall be measured from the top of the fence or wall 
to the highest ground level within a 1-ft horizontal distance from the fence. 

C. Regardless of the yard requirements of the zone, a side, rear, or front yard may be reduced 
to 3 ft for an uncovered patio, deck, or swimming pool not exceeding 18 in. in hei~ht in high 
above the average grade of the adjoining ground (finished elevation). An uncovered ramp 
with handrails is allowed to exceed 18 in high if it provides access from grade to the 
elevation of the main entrance of a residential structure. 

D. A stand-alone flagpole in a residential zone is limited to 25ft high and must be at least 5 ft 
from any lot line. A stand-alone flagpole in commercial or industrial zones is subject to the 
height limits of the base zone in which it is located. and it must be at least 5 ft from any lot 
line. 

19.502.3 Sustainability-Related Accessory Structures 

A. Purpose 

The purpose of these regulations is to allow apparatus for the generation of renewable 
energy and collection of stormwater. subject to standards to ensure that these structures 
are appropriate for their surroundings in both design and scale. 

B. Maintenance Requirement 

All of the sustainability-related structures in this subsection shall be maintained to be 
functional and safe. The Planning Director may require the repair or removal of a structure 
listed in this subsection if the structure is deteriorated, malfunctioning. or is otherwise 
unsafe. 

C. Solar Energy Systems 

1. Allowance 
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The installation of a solar energy system is an outright permitted use in zones where 
commercial, industrial, and residential structures are allowed outright. Installation of 
solar equipment that does not meet the definition of a solar energy system shall be 
reviewed as a Community Service Use. per Section 19.904. unless the use is allowed 
outright in a zone. 

2. Review Process for Installation of Solar Energy Systems 

a. A stand-alone solar energy system that is not wholly supported by another 
structure is subject to the reviews required by applicable base zones and overlay 
zones or special areas. 

b. A solar energy system that is wholly supported by another structure shall be 
subject to review. or not. as described below. 

(1) The installation of a solar energy system on an historic resource that is 
designated either "contributing" or "significant." per Section 19.403. shall 
follow the review procedures of that section for alteration of the resource. 

(2) The installation of a solar energy system in a downtown zone shall be exempt 
from downtown design review. per Section 19.907. 

(3) The installation of a solar energy system on a structure within the Willamette 
Greenway Zone. or within a designated Natural Resource. is exempt from the 
review requirements of that zone or special area. 

(4) The installation of a solar energy system on a structure that has been 
designated as a Conditional Use or a Community Service Use is exempt from 
the reviews of Subsections 19.904.3 and 19.905.3. 

(5) The installation of a solar energy system under circumstances other than 
· those described in 19.502.3.C.2.b(1)-(4) above is exempt from any land use 

review. 

c. A Type I development review permit may be required for installation of a solar 
energy system depending upon the applicability criteria in Subsection 19.906.2.A. 
In no case shall a Type II development review application be required for 
installation of a solar energy system. 

3. Standards 

a. A stand-alone solar energy system is subject to the development standards that 
apply to the site. The design standards of Subsection 19.502.2.A.2 shall not be 
construed so as to prevent installation of a stand-alone solar energy system. 

b. A solar energy system that is attached to a structure is subject to the following 
standards. 

( 1) The solar energy system will not increase the lot coverage or footprint of the 
structure on which the system is installed. 

(2) The solar energy system would be mounted so that the plane of the system is 
parallel to the slope of the roof. except that the plane of the system is allowed 
a minimum slope of 35 degrees from horizontal regardless of the slope of the 
roof. 

D. Wind Energy Systems 

1. Allowance 
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A wind energy system is allowed outright as an accessory use in all zones. Installation 
of wind turbines. and related equipment that does not meet the definition of a wind 
energy system. shall be reviewed as a Community Service Use per Section 19.904. 
unless the use is allowed outright in a zone. 

2. Review Process for Installation of Wind Energy Systems 

The review of a freestanding or roof-mounted wind energy system is subject to the 
reviews required by applicable base zones and overlay zones or special areas. 

3. General Standards 

a. The minimum distance between the ground and any part of a rotor blade must be 
at least 20 ft. 

b. Wind energy systems may not be illuminated. nor may they bear any signs or 
advertising. 

c. Wind energy systems must have an automatic braking, governing. or feathering 
system to prevent uncontrolled rotation. overspeeding. and excessive pressure on 
the support structure. rotor blades. and turbine components. 

d. All wiring serving small wind energy systems must be underground. 

e. Noise produced by wind energy systems may not exceed 45 dBA measured at the 
property line. 

f. Wind energy systems must not cause any interference with normal radio and 
television reception in the surrounding area. any public safety agency or 
organization's radio transmissions. or any microwave communications link. The 
owner shall bear the costs of immediately eliminating any such interference. 
should any occur. or must immediately shut down the system or parts of the 
system causing the interference. 

g. A finish (paint/surface) must be provided for the wind energy system that reduces 
the visibility of the facility, including the rotors. The Planning Director may specify 
that the support structure and rotors be brown. blue. light gray haze. or other 
suitable color to minimize the structure's visibility. If the support structure is 
unpainted. it must be of a single color throughout its height. The owner must 
maintain the finish. painted or unpainted. so that no discoloration is allowed to 
occur. 

h. The rotor sweep area. as defined by the American Wind Energy Association. is 50 
sq ft in residential zones and 150 sq ft in all other zones. 

4. Standards for Freestanding Systems 

Wind energy systems may be mounted on a tower that is detached from other 
structures on the lot. 

a. Setback 

A freestanding wind energy system is not allowed in a required front yard or street 
side yard. and it must be at least 10ft away from any side or rear lot line. All 
portions of the support pole. blades. guy wires. and associated structures or 
equipment must meet these standards. 

b. Height 
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The pole and turbine are subject to the base zone height limit for primary 
structures. except that an increase of 1 additional ft high is allowed for every 1 ft 
that the wind energy system is set back beyond what is required in Subsection 
19.502.3.0.4.a. up to a maximum of 50% above the base zone height limit. 

c. Number 

A maximum of 1 freestanding small wind generator system may be allowed on a 
lot of 15.000 sg ft or less. 1 additional freestanding system is allowed for each 
7.500 sg ft of lot area above 15.000 sq ft. 

5. Standards for Roof-Mounted Systems 

Wind energy systems may be mounted on the roof of a structure. 

a. Setback 

The roof-mounted wind energy system is subject to the minimum yard 
requirements of the building on which it is mounted. 

b. Height 

Roof-mounted systems are subject to the height limit for freestanding systems in 
Subsection 19.502.3.0 .4.b. 

c. Number 

There is no maximum number of roof-mounted systems permitted. 

E. Rainwater Cisterns 

1. A rainwater cistern installed below ground. at grade, or above ground is a permitted 
accessory use for all properties. 

2. A rainwater cistern that meets the standards listed below may encroach up to 3 ft into a 
required yard. but not be closer than 3ft from any lot line. Rainwater cisterns that meet 
the standards below are not subject to any design or materials standards. 

a. The rainwater cistern is not mounted more than 2ft above grade. 

b. The rainwater cistern's storage capacity is 80 gallons or less. 

3. A rainwater cistern that exceeds the standards listed in Subsection 19.502.3.E.2 is 
allowed subject to all other applicable regulations for an accessory structure. 

4. A below-ground rainwater cistern shall be located at least 3ft away from any lot line. 

19.503 ACCESSORY USES 

19.503.1 General Provisions 

Accessory uses shall comply with all requirements for the principal use, except where 
specifically modified by this chapter, and shall comply with the following limitations: 

A. A guesthouse without kitchen facilities may be maintained accessory to a dwelling. provided 
that the guesthouse is not occupied for more than 4 months in a calendar year. A detached 
accessory dwelling unit approved per Subsection 19.910.1 is not considered a guesthouse. 

B. A greenhouse or hothouse may be maintained accessory to a dwelling proviEieEI nothing 
grown is solEI on the premises. 
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C. Keeping of li¥estosk or po~:~ltry shall be in b~:~ildings that fully sornply with b~:~ilding and 
sanitary sodes. The keeping of chickens or other domestic or domesticated fowl shall not 
exceed 50 in number and shall req~:~ire the written sonsent of all owners of real property (or 
a part thereof) within 100 ft of any point on the bo~:~ndary of the property on whish the 
shiskens or domestisated fowl are proposed to be kept. Subsections 19.301.3 and 
19.302.3.A contain additional regulations on keeping chickens or other domesticated fowl in 
the residential zones. 

D. Keeping of bees shall be a permitted accessory use for residentially zoned properties. 
Keeping of solonies of bees shall be prohibited exsept that the Planning Comrnission may 
appro\•e an applisation to keep not more than 2 solonies of bees whene¥er s~:~sh applisation 
is aosornpanied by the written sonsent of all the owners of real property (or a part thereof) 
'Nithin 1 00 ft of any point on the bo~:~ndary of the property on whish the bees are proposed 
to be kept. 

E. Amateur and CB radio equipment and operations shall be considered an accessory use. 
Radio and television structures or towers outside of dwellings shall be subject to building 
regulations. Such structures and towers are not permitted within any required front yard or 
street side yard. and shall be located at least 5 ft away from any side or rear property line. 
Amateur and CB radio structures and towers may exceed the height limits for the base 
zone. but shall not exceed a height of 70 ft. S~:~sh str~:~ot~:~res and towers shall sonform to 
height, yard, and other standards of the Zoning Ordinanse. Any deviation from these 
standards will require a variance by the Planning Commission. Operational characteristics 
and limitations of such equipment shall be as established and administered by the FCC. 

19.504 SITE DESIGN STANDARDS 

19.504.4 Buildings on the Same Lot 

A minirn~:~m distanse of 6 ft as rneas~:~red between the slosest points of the str~:~st~:~res shall be 
maintained be~voen a b~:~ilding designed for d•.velling p1:1rposes and other b~:~ildings on the same 
lot. In R 10, R 7, R 5, and R ~Zones, only 1 b~:~ilding designed for dwelling p~:~rposes shall be 
permitted per lot. 

A. In R-10. R-7. and R-5 Zones. 1 primary dwelling shall be permitted per lot. A detached 
accessory dwelling unit may be permitted per Subsection 19.910.1. 

B. In the R-3 Zone. 1 single-family detached dwelling shall be permitted per lot. A detached 
accessory dwelling unit may be permitted per Subsection 19.91 0.1. Multifamily housing. 
with multiple structures designed for dwelling purposes. may be permitted as a conditional 
use per Section 19.905. 

19.504.6 Transition Area Measures 

Where rn~:~ltifarnily, commercial, or industrial development is proposed adjacent to properties 
zoned for lower-density residential uses, the following transition measures shall be required . 
These additional requirements are intended to minimize impacts on lower-density residential 
uses. The downtown zones are exempt from this subsection. 

A. All yards that abut, or are adjacent across a right-of-way from, a lower-density zone shall be 
at least as wide as the required front yard width of the adjacent lower-density zone. This 
additional yard requirement shall supersede the base zone yard requirements for the 
development property where applicable. 

56 of 110 September 24, 2012 Residential Development Standards 



Proposed Code and Comp. Plan Amendments 

B. All yards that abut, or are adjacent across a right-of-way from, a lower-density zone shall be 
maintained as open space. Natural vegetation, landscaping, or fencing shall be provided to 
the 6-ft level to screen lower-density residential uses from direct view across the open 
space. 

19.504.7 Minimum Vegetation 

No more than 20% of the required vegetation area shall be covered in mulch or bark dust. 
Mulch or bark dust under the canopy of trees or shrubs is excluded from this limit. ffi-.the 
vegetation area a maxim1:1m of area shall eo for planting and a FAiniFAI:IFA for eark d1:1st. Plans for 
development shall include landscaping plans which shall be reviewed for conformance to this 
standard. 

19.604.8 Multifamily Resysling ReEtYiFeJRents 

A. Pl:lrpose 

This s~:~esestion is intended to pFOFAote rosysling and to moot req~:~irements of ORS 
45Q.1e5, wl=lisl=l req1:1ires losal j1:1risdistions to proYide opport1:1nities for resysling, and ORS 
Cl=lapter QO, wl=lisl=l req1:1ires landlords to proYide a losation in m~:~ltifamily residential dwelling 
projests for resysling . 

B. Definition 

For the p1:1rposes of this s~:~esestion, the following definition sl=lall apply: 

"Recysling sollestion aroa" moans a sposifis losation whero resyslaele materials may eo 
deposited and sontained for rog1:1lar sollostion ey a material sollostion serviso. 

c. Applisaeility 

All new FAI:IItifamily apartment and sondomini1:1m dwelling projosts, and projests proposing 
1:1nit expansion to existing FAI:IItifamily apartment and sondominii:IFA dwellings, m1:1st proYiele 
area(s) for rosysling sollestion s1:19jest to tl=le standards heroin. 

D. Resysling Collostion Area Standards 

Standards for resycling solloction areas are as follows: 

1. Tho rocysling sollestien area FAI:Ist provide containers to assept the following resyclaele 
materials: glass, newspaper, corr1:1gated sardeo~rd. tin, and aii:IFAini:IFA. 

2. Tl=lo rosysling sollestion area FAI:Ist eo losated at least as slose to tl=le dwelling 1:1nits as 
tl=le slosest garbage sollestionlsontainer area. 

a. Resysling sontainers must eo covered eitl=ler ey roof or weatherproof lids. 

4. If losated outeloors, the recysling collestion area m1:1st eo ssreened from tl=le street and 
adjasent properties ey sigl=lt oesc1:1ring materials. 

5. Tl=le resysling sellectien area(s) FAI:Ist l=laYe a collestion capasity of at least 100 s1:1 ft in 
size for eyery 1 0 dwelling ~:~nits or portion tl=lereof. 

e. Tl=le resysling sollestion aroa FAI:Ist eo easily accessible to sollestion servise personnel 
between tl=le l=lours of e:OO a.m. and 6:00 p.m. 

7. Tl=le resysling collection area and sontainers FAI:Ist eo slearly labeled, to indicate the 
type and location of materials ascepted, anel properly maintained to ens1:1re sontin1:1eel 
1:1se ey tenants. 

8. City Fire Department appreYal 'w'lill eo req1:1ireel fer all resycling cellestien areas. 
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Q. Re\•iew and comment for all recycling collection areas will eo req1:1ired from tt:le 
appropriate franct:lise collection service. 

E. Review of recycling collection areas for new FRI:lltifamily dwelling projects tt:lat req1:1ire 
conditional 1:1se appro'.•al st:lall eo made ey tt:le Planning Commission following tt:le 
proced1:1res of Section 19.1006 Type Ill Review. 

F. Review of recycling collection areas for new FRI:lltifarnily projects tt:lat are permitted o1:1trigt:lt 
st:lall eo rnade at the time of project e1:1ilding permit review following the proced1:1res of 
Section 19.1004 Type I Review. 

19.504.~ Flag Lot Design and Development Standards 

E. Protection of Adjoining Properties 

Flag lots must be screened in accordance with this subsection to minimize potential 
adverse impacts to abutting properties. Fencing and screening must conform to the clear 
vision standards of Chapter 12.24. Fencing shall conform to the standards of Subsection 
19.502.2.8. 

1. Planting and screening must be provided at the time of development. Installation of 
required screening and planting is required prior to final inspections and occupancy of 
the site unless a bond or other surety acceptable to the City Attorney is provided. 
Screening and landscaping shall be installed within 6 months thereafter or the bond will 
be foreclosed. The property owner shall maintain required screening and planting in 
good and healthy condition. The requirement to maintain required screening and 
planting is continuous. 

2. Impacts to neighboring lots due to use of the flag lot driveway shall be mitigated to the 
greatest extent practicable through screening and planting. Continuous screening 
along lot lines of the flag lot dri11eway abutting any neighboring lot that is not part of the 
parent lot from which the flag lot was created is required as described below. follows: 
See Figure 19.504.8.E. 

a. Any combination of dense plantings of trees and shrubs and fencing that will 
provide continuous sight obstruction for the benefit of adjoining properties within 3 
years of planting is allowed. 

b. Fencing along an accessway may not be located nearer to the street than the front 
building line of the house located on lots that abut the flag lot accessway. Dense 
planting shall be used to provide screening along the accessway in areas where 
fencing is not permitted. 

c. All required screening and planting shall be maintained and preserved to ensure 
continuous protection against potential adverse impacts to adjoining property 
owners. 
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19.504.40! On-Site Walkways and Circulation 

A. Requirement 

I 

................... 
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\'qttltion 

.._.... Continuous screenlnc 
requlred--..eeetatlon 

only, no fencinc 

All development subject to Chapter 19.700 (excluding single-family and multifamily 
residential development) shall provide a system of walkways that encourages safe and 
convenient pedestrian movement within and through the development site. Redevelopment 
projects that involve remodeling or changes in use shall be brought closer into conformance 
with this requirement to the greatest extent practicable. On-site walkways shall link the site 
with the public street sidewalk system. Walkways are required between parts of a site 
where the public is invited to walk. Walkways are not required between buildings or portions 
of a site that are not intended or likely to be used by pedestrians, such as truck loading 
docks and warehouses. 

B. Location 

A walkway into the site shall be provided for every 300 ft of street frontage. 

C. Connections 

Walkways shall connect building entrances to one another and building entrances to 
adjacent public streets and existing or planned transit stops. On-site walkways shall 
connect with walkways, sidewalks, bicycle facilities, alleys, and other bicycle or pedestrian 
connections on adjacent properties used or planned for commercial, multifamily, 
institutional, or park use. The City may require connections to be constructed and extended 
to the property line at the time of development. 

D. Routing 
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Walkways shall be reasonably direct. Driveway crossings shall be minimized. Internal 
parking lot circulation and design shall provide reasonably direct access for pedestrians 
from streets and transit stops to primary buildings on the site. 

E. Design Standards 

Walkways shall be constructed with a hard surface material. shall be permeable for 
stormwater. and shall be no less than 5 ft wide. If adjacent to a parking area where vehicles 
will overhang the walkway, a 7-ft-wide walkway shall be provided. The walkways shall be 
separated from parking areas and internal driveways using curbing, landscaping, or 
distinctive paving materials. On-site walkways shall be lighted to an average 5/1 0-
footcandle level. Stairs or ramps shall be provided where necessary to provide a direct 
route. 

19.504.4410 Setbacks Adjacent to Transit 

The following requirement applies to all new multifamily, commercial, office, and institutional 
development within 500 ft of an existing or planned transit route measured along the public 
sidewalk that provides direct access to the transit route: 

When adjacent to a street served by transit, new commercial, office, or institutional 
development, including uses authorized under Section 19.904 Community Service Uses, shall 
be set back no more than 30ft from the right-of-way that is providing transit service. 

A. An individual building may be set back more than 30 ft, provided the building is part of an 
approved phased development that will result in a future building(s) that complies with the 
30-ft setback standard. 

B. For sites with multiple buildings, the maximum distance from a street with transit to a public 
entrance of the primary building shall be no more than 100 ft. 

C. If the proposed building is part of an institutional campus, the Planning Director may allow 
flexibility in the setback and orientation of the building. As a trade-off for this flexibi lity, 
enhanced sidewalk connections shall be provided between the institutional building(s) and 
nearby transit stops. 

D. If the site abuts more than 1 street served by transit, then the maximum setback 
requirement need only apply to 1 street. 

19.505 BUILDING DESIGN STANDARDS 

19.505.1 Design Standards for Single-Family Dwellings and Duplexes 

A. All new single family attasheel anel eletasheel elwelling units shall meet the fellewing elesign 
stanelarels: 

1. The main entranse ef the elwelling shall ee erienteel te the street u~en whish the let 
frents er whish ~ro¥ieles ¥ehisle assess. The main entranse shall ee sensielereel te ee 
erienteel te the street if the trent eleer fases tl:le street er if the trent eleor leaels te a 
~ersl:l , ~atio, or siele'htalk that is losateel in the front yarel. 

2. The area of winelows on all e*lorior wall elevation(s) fa sing the street shall ee at least 
12% ef the area of those ele¥ations. Roofs, inslueling gaele enels, shall net ee inslueleel 
in tNall area. 

Q. All elwellings, e*se~t tem~erary elwellings a~~re¥eel in asserelanse wit!:\ tl:lis sha~ter, shall 
inslude at least J ef tl:le fellewing features en any building elevatien that fases, or is visiele 
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to, tt:te str:eet (if on a corner lot, visible to tt:te street wt:tere tl=te dwelling takes access). 
Mam-JfaGtblred l=toFRes are SbiBjest to additional reqblireFRents of tl=tis ct:tapter: 

1. Covered porst:t at least 5 ft deep. 

2 . Entry area recessed at least 2 ft from tl=te e~erior wall to tt:te door. 

3. Bay or bo·.v •Nine ow tt:tat projects at least 1 ft from exterior wall. 

4. Offset on tl=te bblilding face of at least 16 in froFR 1 e~erior wall sblrface to tt:te ott:ter. 

5. Dormer. 

6. Roof ea·;;~es witt:t a FRiniFRblm projection of 12 in from tl=te interseGtion of tt:te roof and tt:te 
e~erior walls. 

7. Roof line offsets of at least 16 in from tl=te top sblrface of one roof to tt:te top sblrface of 
tt:te ott:ter. -

8. Attast:tod garage. 

Q. Cblpola. 

1 0. Tile or wood sl=tingle roofs. 

11 . ~orizontallap siding. 

12. Brisk covering at least 40% of tl=te bblilding ele\«ation tt:tat is visible froFR tt:te street. 

A. Purpose 

The design standards for single-family dwellings and duplexes require a minimum level of 
design on every dwelling. These standards are intended to promote attention to detail. 
human-scale design, street visibility. and privacy of adjacent properties. while affording 
flexibility to use a variety of architectural styles. 

B. Applicabilitv 

The design standards in this subsection apply to the types of development listed below 
when the closest wall of the street-facing facade is within 50 ft of a front or street side lot 
line. 

1. New single-family detached dwellings, residential homes. duplexes. and rowhouses on 
individual lots. Placement of a new manufactured home on a lot outside of a 
manufactured home park is subject to the requirements of Section 19.506 and the 
standards of Subsection 19.505.1. 

2. Expansions of structures in Subsection 19.505.1.8.1 that add area to any street-facing 
facade. The design standards for such expansions are applicable as follows: 

a. Expansions that add 75 sq ft or less of street-facing facade area are exempt from 
all design standards in Subsection 19.505.1. 

b. Expansions that add more than 75 sg ft and less than 200 sg ft of street-facing 
facade area are subject to Subsection 19.505.1.C.2 Eyes on the Street. The 
expanded facade area must meet the standards of Subsection 19.505.1 .C.2 
without consideration of the original street-facing facade area.-

c. Expansions that add 200 sq ft or more of street-facing facade area are subject to 
the following design standards: 
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(1) The entire street-facing facade shall comply with Subsection 19.505.1.C.2 
Eyes on the Street. 

(2) Subsection 19.505.1.C.3 Main Entrance is applicable if an expansion would 
create a new main entrance. No expansion shall bring the street-facing facade 
out of conformance. or further out of conformance if already nonconforming, 
with the design standard. 

(3) Subsection 19.505.1.C.1 Articulation is applicable for expansions that add 20 
lineal ft or more to the length of the street-facing facade. 

d. Subsection 19.505.1.C.4 Detailed Design is not applicable for expansions. 
However. no expansion shall bring the street-facing facade out of conformance, or 
further out of conformance if already nonconforming. with the Detailed Design 
standards. 

e. Expansions to street-facing facades of less than 200 sq ft are limited to no more 
than 1 expansion every 5 years. calculated from the date of issuance for the 
development permit. Multiple expansions are allowed within a 5-year period if the 
street-facing facade will comply with the design standards that would have been 
applicable if the expansions occurred at the same time. 

3. Remodels that convert an attached garage to a habitable residential space. When 
applicable. the design standards apply only to the street-facing facade of the garage 
being converted. The following design standards are applicable: 

a. Subsection 19.505.1.C.3 Main Entrance is applicable if the garage conversion 
would create a new main entrance. No conversion shall bring the street-facing 
facade out of conformance. or further out of conformance if already 
nonconforming. with the design standard. 

b. Subsection 19.505.1.C.4 Detailed Design is not applicable. However. no 
conversion shall bring the street-facing facade out of conformance. or further out of 
conformance if already nonconforming. with the design standard. 

C. Standards 

All buildings that meet the applicability provisions in Subsection 19.505.1. B shall meet the 
following design standards. The graphics provided are intended to illustrate how 
development could comply with these standards and should not be interpreted as requiring 
a specific architectural stvle. An architectural feature may be used to comply with more than 
one standard. 

An applicant may request a variance to the Detailed Design standards in Subsection 
19.505.1.C.4 through a Type II review. pursuant to Subsection 19.911 .3.8. Variances to 
any other design standards requires a variance through a Type Ill review. per Subsection 
19.911 .3.C. 

1. Articulation 

All buildings shall incorporate design elements that break up all street-facing facades 
into smaller planes as follows. See Figure 19.505.1.C.1 for illustration of articulation. 

a. For buildings with 30-60 ft of street frontage. a minimum of 1 of the following 
elements shall be provided along the street-facing facades. 

(1) A porch at least 5 ft deep. 

(2) A balcony that is at least 2 ft deep and is accessible from an interior room. 
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(3) A bay window that extends at least 2 ft wide. 

(4) A section of the facade that is recessed by at least 2ft deep and 6ft long. 

(5) A gabled dormer. 

b. For buildings with over 60 ft of street frontage. at least one element in Subsection 
19.505.1 .C.1 .a(1)-(4) above shall be provided for every 30ft of street frontage. 
Elements shall be distributed along the length of the facade so that there are no 
more than 30 ft between 2 elements. 

c. For buildings with less than 30ft of street frontage. the building articulation 
standard is not applicable. 

Figure 19.505.1.C.1 
Building Articulation 

Design standards for articulation 

2. Eyes on the Street 

At least 12% of the area of each street-facing facade must be windows or entrance 
doors. See Figure 19.505.1.C.2 for illustration of eyes on the street. 

a. Windows used to meet this standard must be transparent and allow views from the 
building to the street. Glass blocks and privacy windows in bathrooms do not meet 
this standard. 

b. Half of the total window area in the door(s) of an attached garage counts toward 
the eyes on the street standard. All of the window area in the street-facing wall(s) 
of an attached garage count toward meeting this standard. 

c. Window area is considered the entire area within the outer window frame, 
including any interior window grid. 

d. Doors used to meet this standard must face the street or be at an angle of no 
greater than 45 degrees from the street. 
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e. Door area is considered the portion of the door that moves. Door frames do not 
count toward this standard. 

Figure 19.505.1.C.2 
Eyes on the Street 

 

3. Main Entrance 

At least 1 main entrance must meet both of the following standards. See Figure 
19.505.1.C.3 for illustration of main entrances. 

a. Be no further than 8 ft behind the longest street-facing wall of the building. 

b. Face the street, be at an angle of up to 45 degrees from the street, or open onto a 
porch. If the entrance opens up onto a porch, the porch must meet all of these 
additional standards. 

(1) Be at least 25 sq ft in area with a minimum 4-ft depth. 

(2) Have at least 1 porch entry facing the street. 

(3) Have a roof that is no more than 12 ft above the floor of the porch. 

(4) Have a roof that covers at least 30% of the porch area. 

Figure 19.505.1.C.3 
Main Entrances 
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4. Detailed Design 

All buildings shall include at least 5 of the following features on any street-facing 
facade. See Figure 19.505.1.C.4 for illustration of detailed design elements. 

a. Covered porch at least 5 ft deep. as measured horizontally from the face of the 
main building facade to the edge of the deck. and at least 5 ft wide. 

b. Recessed entry area at least 2 ft deep, as measured horizontally from the face of 
the main building facade. and at least 5 ft wide. 

c. Offset on the building face of at least 16 in from 1 exterior wall surface to the other. 

d . Dormer that is at least 4ft wide and integrated into the roof form. 

e. Roof eaves with a minimum projection of 12 in from the intersection of the roof and 
the exterior walls. 

f. Roof line offsets of at least 2 ft from the top surface of 1 roof to the top surface of 
the other. · 

g. Tile or wood shingle roofs. 

h. Horizontal lap siding between 3 to 7 in wide (the visible portion once installed). The 
siding material may be wood. fiber-cement. or vinyl. 

i. Brick. cedar shingles. stucco. or other similar decorative materials covering at least 
40% of the street-facing facade. 

j. Gable roof. hip roof. or gambrel roof design. 

k. Window trim around all windows at least 3 in wide and 5/8 in deep. 

I. Window recesses. in all windows. of at least 3 in as measured horizontally from 
the face of the building facade. 

m. Balcony that is at least 3ft deep. 5 ft wide. and accessible from an interior room. 

n. One roof pitch of at least 500 sg ft in area that is sloped t o face the southern sky 
and has its eave line oriented within 30 degrees of the true north/south axis. 

o. Bay window at least 2 ft deep and 5 ft long. 
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p. Attached garage width. as measured between the inside of the garage door frame. 
of 35% or less of the length of the street-facing facade. 

Figure 19.505.1.C.4 
Detailed Design Elements 

I 

Covered porch 
I 

Recessed entry 
!___-------J 

Design standards for detailed design 

5. Standards for Duplexes 

In addition to the other standards in Subsection 19.505.1. duplexes shall also comply 
with the following standards. 

a. The exterior finish of the structure must be the same for both units. 

b. The eaves must be uniform for the entire structure. 

c. The window and door trim must be the same in type. size. and location for the 
entire structure. ' 

d. Windows must match in proportion and orientation for the entire structure. 

e. For duplexes or corner lots. each entrance is required to face a separate street 
frontage. Where an existing house is being converted. 1 main entrance with 
internal access to both units is allowed. 

f. For duplexes facing 1 frontage, the following standards apply. 

(1) Only 1 entrance is required to face the frontage. 

(2) Where more than 1 entrance to the structure faces the street. each separate 
entrance is required to meet the standards of Subsection 19.505.1.c.3. 

(3) A second entrance from a side or rear yard is not allowed within 10 ft of the 
side or rear property line. · 

[Previous 19.505.2 Building Orientation to Transit renumbered as 19.505.6--see that further on 
in this document.] 

19.505.2 Garage and Carport Standards 

A Purpose 
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These standards are intended to prevent garages from obscuring or dominating the street
facing facade of a dwelling and provide for a pleasant pedestrian environment in residential 
~ 

B. Applicability 

The standards in this subsection apply to all new attached garages and carports on 
properties with a single-family detached dwelling. residential home. or duplex when the 
street-facing facade of the garage. or columns of the carport. are located within 50 ft of the 
front property line. Standards for garages in rowhouse development are in Subsection 
19.505.5. 

C. Standards 

1. The front of a garage or carport can be no closer to the front lot line than the longest 
street-facing wall of the house that encloses living area. The following exceptions 
~ 

a. A garage or carport may extend up to 5 ft in front if there is a covered front porch 
and the garage or carport does not extend beyond the front of the porch. 

b. A garage may exten·d up to 5 ft in front if the garage is part of a 2-story facade that 
has a window at least 12 sg ft in area on the second storv that faces the street. 

2. The width of a street-facing garage door(s). as measured between the inside of the 
garage door frame. may not exceed 40% of the total width of the street-facing facades 
on the same street frontage as the garage door. See Figure 19.505.2.C.2. 
Notwithstanding this limit, a dwelling is allowed 1 12-ft-wide garage door. regardless of 
the total width of street-facing facades. 

The maximum allowed garage width may be increased to 50% of the total width of the 
street-facing facade if a total of 7 detailed design elements in Subsection 19.505.1.C.4 
are included on the street-facing facade. 

Figure 19.505.2.C.2 
Maximum Garage Width 
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3. Garages may be side-oriented to the front lot line if the eyes on the street standard in 
Subsection 19.505.1.C.2 is met. 
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19.505.3 Design Standards for Multifamily Housing 

A. Purpose 

The purpose of these design standards is to facilitate the development of attractive 
multifamily housing that encourages multimodal transportation. They encourage good site 
and building design, which contributes to livability. safetv. and sustainability: helps create a 
stronger community: and fosters a gualitv environment for residents and neighbors. 

The guidelines and standards are intended to achieve the following principles that the Citv 
encourages for multifamily development: 

1. Livability 

Development should contribute to a livable neighborhood by incorporating visually 
pleasing design, minimizing the impact of vehicles. emphasizing pedestrian and bicycle 
connections. and providing public and private open spaces for outdoor use. 

2. Compatibility 

Development should have a scale that is appropriate for the surrounding neighborhood 
and maintains the overall residential character of Milwaukie. 

3. Safety and Functionality 

Development should be safe and functional. by providing visibility into and within a 
multifamily development and by creating a circulation system that prioritizes bicycle 
and pedestrian safety. 

4. Sustainability 

Development should incorporate sustainable design and building practices. such as 
energy conservation. preservation of trees and open space. guality building materials. 
and alternative transportation modes. 

B. Applicability 

The design elements in Table 19.505.3.D in this subsection apply, as described below. to 
all multifamily and congregate housing developments with 3 or more dwelling units on a 
single lot. except within the downtown zones of Section 19.304. Cottage cluster housing 
and rowhouses on their own lots are subject to separate standards and are therefore 
exempt from Subsection 19.505.3. Housing development that is on a single lot and 
emulates the style of cottage cluster housing or rowhouses is subject to the standards of 
this subsection. 

1. All new multifamily or congregate housing development is subject to the design 
elements in this subsection. 

2. The following design elements are applicable for work that would construct a new 
building or increase the floor area on the site by more than 1 .000 sq ft. Elements that 
are applicable only to additions do not apply to the site's existing development. 

a. Subsection 19.505.3.D.1 Private Open Space. for the entire site. 

b. Subsection 19.505.3.D.2 Public Open Space. for the entire site. 

c. Subsection 19.505.3.D.5 Building Orientation and Entrances. only for additions or 
new buildings. 

d. Subsection 19.505.3.D.6 Building Facade Design. only for additions or new 
buildings. 
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e. Subsection 19.505.3.D.7 Building Materials. only or additions or new buildings. 

f. Subsection 19.505.3.D.8 Landscaping. for the entire site. 

g. Subsection 19.505.3.D.9 Screening. only for additions or new buildings. 

h. Subsection 19.505.3.D.11 Sustainabilitv. only for new buildings. 

i. Subsection 19.505.3.D.12 Privacy Considerations. only for additions or new 
buildings. 

j. Subsection 19.505.3.D.13 Safety. only for additions or new buildings. 

3. Table 19.505.3.D.7 Building Materials is applicable for work that would replace more 
than 50% of the facade materials on a building within a 12-month period. The element 
applies only to the building on which the new facade materials are installed. 

4. Any activity not described in Subsections 19.505.3.D.2.a-c is exempt from the design 
elements in this subsection. 

C. ReView Process 

Two possible review processes are available for review of multifamily or congregate 
housing development objective and discretionary. An applicant may choose which process 
to use. The objective process uses clear objective standards that do not require the use of 
discretionary decision-making. The discretionary process uses design guidelines that are 
more discretionary in nature and are intended to provide the applicant with more design 
flexibility. Regardless of the review process. the applicant must demonstrate how the 
applicable standards or guidelines are being met. 

1. Projects reviewed through the objective process will be evaluated through a Type I 
development review. pursuant to Chapter 19.906. 

2. Projects reviewed through the discretionary process will be evaluated through a Type II 
development review. pursuant to Chapter 19.906. 

3. A project can be reviewed using only one of the two review processes. For example. a 
project may not use some of the objective standards and some of the discretionary 
guidelines in one application. 

D. Design Guidelines and Standards 

Applicable guidelines and standards for multifamily and congregate housing are located in 
Table 19.505.3.D. These standards should not be interpreted as requiring a specific 
architectural style. 
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Eltmtnt (Discretiona!:X Proces§) (QbjecliV! P~ess) 

1 PrivateQ~n Th!! develo12ment st!Quld 12rovide 12ri:ii!~ Q~n Private Ql2!!n §12ace (l!i!tio§ or balconies) shall ~ 12!:S!l!id!!S! I!§ fQ!IQ:!a: 
Space §pace for each dwelling unit. Privl!t!! Ql2!!n §PI!g:: a. For each dwelling unit located on the ground floor or within 5 ft of finished grade, a 

should have d irect access from the dwelling unit minimum of 96 sg ft of 12rivate Ol!en Sl!ace with a minimum dimension of 5 ft. 
and should be visualll! and/or l!hxsicallx separate b. FQr ei!S<h dwelling unit IQ!d!t!!S! more than 5 ft allQl!!! fini§h!!S! !l!l!de I! minimum of 48 
from common l!reas. sg ft of 12rivate o~n Sl!i!ce. 
The develo12ment max 12rovide common o~n c. For each dwelling unit with 12rivate o~n Sl!i!ce, the 12rivate o~n spa~ shall be 
s12ace in lieu of 12rivate o~ns space if the gi!J!!<l!l! l!l:!<!!nil11!! f!:S!!I! I.!!!! interior Qf the dw!!lling yoi!. 
commsm Q~n Sl!ace is well designed d. Private o~n s12ace shall be se12arated from common Ol2!l!J Sl!i!ce and adjacent 
i!d!tQU&t!!lll si;o;ed, and functionallx §imill!r!Q gw!!lliog yni!§ th[S!ugh l.!!e u§!! Qf li!nd§!<!!l2ing f!!ns;ing Qr I! Wi!ll . 
12rivate o~n s12ace. ,, PublicQ~n The develo12ment §hould 12!:S!Vi!l!! §UffiCient o~o QQ!!Jmon o~n s12ace §hl!ll be 12rQvided I!!! fQIIows: 

Sl!ace !!121!!<e for the 12U!l!QSe Qf QUtdQQr res;reatiQ!l a. For buildings with more than 5 dwelling units a minimum of 1 Q% of the gross site 
scenic ameni!ll or shared outdoor s12ace for 1!!:1!1! Q[ Z~Q §9 ft, whis;h!!l!!![ i§ ll!:!!l!t!!r §hi! II !I!! !l!!§ignl!l!!!l I!§ s;QmmQn Q~n §l!i!Ce. 
12eo12le to gather. b Th!! minimum dimension for anll s;QmmQn o~o Sl!l!ce §h!lll ~ ZQ ft. 

c. Projects with 20 units or less shall 12rovide at leas! z of the following common o~n 
s12ace f!!l!tY!J!S. Projects with more than zo units §hi! II p[Qvide i!l l!!l!§t 4 of the 
~l!l!!!J!§: !:!!£r!!!!tion a!J!I! 12!ax f~elds child[!!n'§ pll!l! 1!!:1!1! §PQ!:l s;Qyrts gardens 
12!!nml!n!!nt 12icnic table§, §Wimming 12QQIS Wl!lking !!l!il§, 12!!S!e§trian l![!!!!nities, or 
similar items. 

g. I! I! d!!l!!!IQI2ment ins;!l!!!es a child!J!n'§ 121i!l! i!!:!!i! !.!!!! l2!!!lll!rea §hall ~ IQ!;ited §uch 
that it is visible from at least 50% of the abutting units. Plax arel!s shall not be 
located within !!!9Uired xards. 

e. !.!§er am!!nitie§=such a§ tables ~ns;h!!§, tr!!!!s, §hrub§ ll!l!o!er !;!o~§ lli!!:!len 
P!Qt§, !jrinking fountains Sl!i!S or PQQ! ml!ll be 12!1!~ jn !.!!!! outgr area. 
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~ P!i!d!i!~tri!!n ~ite de§jgn should llro!!121e yf~: !!ia:!<l. 11!!!! Th!i! Qn-§it!i! ll!:!!!estrian ci~a!iQn 1xsmm §ball in!;!u!!!:! lh!i! following. 
QirculatiQn uyble ll!:!destrian f!!!;Hi!!!i!s !!nd !<QD!l!:l!<liQ!lli a. Qontinuous connections between the 11!!ma!l£ building§, streets abutting the site, 

throughout the develo~nt. Ground-floor units grQ!.!nd l!i!:t!i!l !i!n!!l!n~§ !<Q!!)mon bl!ilding§ !<Qmm2n Qll!i!!llilll!~ fnd vehicle and 
should erovide a dear transition from the eublic t!i!OX!<!!i! R!!r!(ing areas. 
[!:l!lm !2 the eriv!!t!i! !!~!ling§. !;!. All!!a§11 ll!i!9!!lit!i!!n connection to an !!bu!liog §lr!:!!:!t f!Qnt@g!i! (or egs;h '00 linear It 

of street frontage. 

s;, P!i!!!!!litri!!n walkwax§ §hall t!!llieearat!!d f[Qm :t!:!h!s:l!i! Rl!r!(ing !!n!! mi!!Jeuxering 
ga:as bx Rhxsical barriers such a§ eli!nt~:r §tries, m ili!!d S:Yr:t!li Qr bolla!!!~ . 

d. Walkwaxs shall be constructed with a hard surface material , shall be ll!i!rmeable for 
i!Qrmwa!!!r, and §h!!ll 11!! no 1!!1§ th!!n 5 It wide. If l!!!il!~n! 1Q!! ll!!!lsi!!Q !!r!l!! wh!!D: 
vehides will overhang the walkwax, a 7-ft-wide walkwax shall be erovided. The 
walkwaxs shall be seearated from e;!ri(ing areas and internal drivewaxs using 
curbing, landscaeing or distinctive Raving materials. 

!:! Qn-§ite walkwaxs §h!!ll 11!! lighted to an a:t!:!r&SI!l :i/lQ·lQQ!s:!!ndl!! l!i!V!!I· ~lairs Qr 
mmRS shall be erovided where necessa!l( to Rrovide a direct route. 
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4. Vehicle and Vehicle earl<ing §hQ~Id ~ jnWJ!l!ted into the !!il!l: Pi!rking fQr the Q!!V!!IQI!m!!nt shall !CQmll!x with l!le following: 
~ in a mi!nner thi!t !jQ!!§ nQ! !j!!lra5<1 f!Qm l!l!! a. Qn-site surface (!arl<ing areas garages and vehicle maneuvering areas shall not be 
Parl<ing design of the building, the street frontage, or the IQ!O!!t!!Q directlx between the f~de of a (!rimart: building(§) and an abutting !!lreet 

site. BicJlcle l!!!rl<ing should be secure sheltered, right-of-WaJl. 
and !<QnV!!nientll£ local!!!!. b. Parl<iog IQ!O!!l!l:!j !o th!! !!ill!! Q! a dw!!lling §lructu~ §hall be limil!!!! tQ !2Q% of the 

linear frontage of that side. Drive aisles without adjacent (!arking S(!aces do not 
count as (!arking areas for (!U!J2QSes of this standard. 

c . All ga!3!ges that are 12art of the same structure that contains dwelling units §hall be 
located at least 4 ft behind the front building fa!<!!de. 

d. FQr !jeJl!!IOQmen~ wil!l mQ~ than 20 unit§ !he COJI!!r!!!! bi!<J~cl!! lli!rki[!g !llguir!!!l bl£ 
§ubsection 19.609.2.B shall meet the following standards. These standards al!ll!ll 
instead of and not in addition to, the standards in Subsections 19.609.3 and 4. 
(1) Th!! !!i!rl<ing 5!rea §hall be inside a building Qr !!h!!ller§d to llrovide comlllete 

Y!!i!r-round (!rotection f!Qm erecillitation. 
(2) Entrance to the (!arl<ing area shall be secured bl£ lock so that onlll residents have 

ac~ss to the ar!!!!· 
(3) The S!lli! shall h!!V!! ll:!:!nmanentll£ mounted bicl£de racks or hangers !hat allow 

the bicl£cle frame to be locked to the rack or hanger. 

(4) ~!laces and aisles within the l!!!rking !!r!!a §hall aii!2Y!l for !!IQ!l!Q!! and mQJ~!!ment 
of a bis;vcl!! width Qf j1.5 ft and l!!nQ!!l of 2-12 fi. 

(5) The (!arking are!! shall h!!V!! an j!verage illumination of i!l least 1.Q ft 9jndi!!S. 
(6) P!!rking !!r~s nQt located within a dwelling structu~ or §tructured !larking shall 

be located no further than 30 ft from the main entrance of a dwelling structure. 

5. Building Buildings should be located with the llrinci(!al a. Th!! llrimart: building en!£l£ or entries for ground-floor units §h!!ll f!!ce the §lneet 
Qrien!i!tion & f!!!<!!de Ori!!nted to th!! §tree! or a slre!!t-facing right-of·W!!Y Qr!! cenl!l!l s;Qmmon Oll:!:!n §(!See. ~!!!<Qndart; entries mal£ fi!~ !!!!rking 
Entrances Oll:!:!n S(!ace such as a courll£ard. Building lots or other interior site areas. 

entrances should ~ well-defined and erotect b. t!uilding ent!l!n~§ !!hall be emehasized through the use of f~tures Qr elements 
eeolll!! from the elements. such as recesses erojections, corner entries, or landscall:!:! treatments. 

c. For sites not on an arterial street, at least 50% of a site's street frontage excluding 
driveW!!l£S sh!!ll ~ os;s;ul!i!!d bl£ buildings that are IQ!O!!ted nQ fyrther than 1Q ft f!Qm 
the mgui!l!d lietback line. 

d. For sites on an arterial street at least 50% of a site's street frontage excluding 
drivewal£!! §hall be os;s;~(!ied bl£ t;!uilging§ th!!l !!r!! IQ!O!!t!!Q no fu!:l!l!!r lh!!n ZQ fi frQm 
th!! reguired S!!tback line. 
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El!!mtnt (DiscretiO!J!!Dl Process} (Objf!:tlve Pr2£!Hl 
6 . l;luilding Qh!!ng~~ in W!!IIJ2!an~~. l!!:t~ring bQ~Q!!I!!I !! ~t!!!~H!!~ing bu~ding facades §h!!llll:!! divis!!!S! in15! Willi l!lll!!f!! Ib~ W!!lll!!!!n~ Qn 
~ I!!!!I!!Il~ ll!:rtical d!!tl!m~ !ll!illfing mj!~ri!!l§ !h~ ~xt~dQr of ei!£h !;!w~lling un~ ~hallll:!! ilrt~l!l!!t!!S! 12:t !;!Qing 2n~ Qr !IlQre of l!!e 
Design color, and/or fenestration shall be inco!!!Qrated to following: 

create simJ2!e and visuall:t inte!!!sting buildings, (1)1nco!!!Qrating elements such as RQrches or decks into the walllllane. 
Wmdows and doors should be designed to !Zl R~~ssing !he bl!ilding!! miniml!m Qf z ft ~el! ~ § fi IQ!JQ. 
create dellth and shadows and to emllhasize (3) Extending an architectural ba:t at least~ It f!:Qm !be llrima[:t street-facing fa!<!! de. 
wall thickness and give el![lression to residential 

12 WindQ!!n §hi! II Q!<CUil:t ll miniml!m Qf Z~% of!!!~ Is!!!! I §!!!!~!-fl!~ing fa~d~. buildings. 
c . l;luildings shall have a distinct !2!!1~ !!Od toll Tb~ !2U~ Qf !h~ t!l!il!;!ing (gro11nd-floor 

WindQws shol!llf ll:!! u~ed to llrovid~ arti~ulation l!:!ll!:l) §h!!lll2~ CQn~idered from gralf~ !Q 1 z fi !!~!! !1!1!1!!! Th~ t!l!~!! ~hl!ll ll:!! 
to the fa!<!!d~ §!ng :ti§ibil~ intQ !b~ ~~r~~!. visuall:t distinguished from the toll of the buWding b:t an:t of the following llh:tsical 
l!uilding facades Shl!ll be SCODJilB!it!!e witb transitions: a change in brick ~!!!Item, a change in surface Qr siding materials a 
!!l!iilcent bl!illfing fa!<!!d~§. sch!!ng~ in color, Qr!! chj!nge in th~ ~i;r;~ Q( Q(~!!I!!~Qn 21 ~iDifQ~ !:t~§ 

!;2arage doors shall be int~rated into the design d. TQ !!:tQi!;! IQng monotonQI!s unint~!B!Ilt!!S! Willi~ builgiQg§ §!!1!11 inco(I!Qrate exterior 

Qf !!!~ l!!rger f!!!<!!d~ in t~rms Qf S<Qior, ~~~~ wall off-sets, llrojections and/or recesses. At least 1 ft of horizontal variation shall be 

materials and building sMe. used at intervals of 40 It or less along the building's l!rimarx fa!<!!de on th~ ground-
~ 

!!· l;lll!nk ~odowl~u Willi§ in ex~§§ Qf 7ljQ §g f! !!!!! ll!2bil2i!!!S! wh~n fl!scing !! (;!Ublic 
§treet, unless !!!Quired b:t the Building Code. In instances wher~ a blank wall 
!!X~d§ 750 §9ft ~ Shj!ll ll:!! !!~SCI!I!!!!!S! 0( int~n§i~ lil!!Q§SC!!(;!ing §h!!llll:!! I!!:QVid~g . 

f . ~1!!1!!1~ dQQrs §h!!llll:!! (;!!!int!!S! !o ml!~!l !!l~ SCQIQr or !;;oiQ[ Q!!l~1!!! !!§~g Qn !!:!~ r~st Qf 
the buildings. 
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7. ~uilding ~uildings should ~ ~<Qn~truct~ w!!h I! Th§ f2!12wing byilding materials are 11rohibit~ 2n §l!!!§l-fl!~!)g !2uilging W:!!d§s and 
~ !!!9:!~~[.!!1 mat§!if!ls that 11ro~e I! ~nse 2! ~hi! II nQ1Q211ecti~ll! ~ u~ed Q!:l mQ!!! tt!l!n ~~'!!! 2f !!nl£ 21!l§r l!!.!ils!ing fas;!!de: 

11ermanence and high guali!l£. (1} Vinl£1 PVQ siding 

~tr~t-facing f~des shall !<Q!l~iil 11~2minl!ntll£ !Zl T-111 P!l!:!:!:ood 
of a sim11le 11alette of long-lasting materials such (3} Exterior insulation finishing CEIFS} 
as brick stone, stucco, wood siding, and wood (~} 1:<2rrugat~ mel!!l 
shingles. 

(5} Plain concrete or concrete block 
A hierarch)£ of building materials shall be (§} ~l!!!nQr~ gla~s 
iD~2!J2Qrated. The material§ §h!!ll be s!Yr.i!!21§ !!nd 

(7} ~heet eressboard 
[§fl~ !! §~n~§ 2f ll§rm§!n§~ !!ns! IIY!!Ii!Jl 2f 
develoement. ll Ib!i! f2llowing fence material~ a[!! erohibited. 

~121it-f!!!<§s! !212!<Js !!nd gl£12~l!m [!!infg~~ (i~r 
(1} Plastic or vinl£1 

concrete (for trim el~men~} §b!!ll Q!:lll£12§ !.!~~ i!l !Zl Qh!!in link 
limited guantities. 

F!:n~ng ~h!!llil§ durable, main!l!in!!!21§ l!ns! 
attractive. 

8. Li!ns!~!<!!ei!J9 L!!ns!§!<!!l!ing 2f rnultW!!mHl£ Q§~I212[!J§nl~ ~h2YIS! !!· E2C §~[ll ~ QQO §g ft of site area 1 ~ ~hall ~ J:!I!!!JI~ 2r l §l!i~jing I!!!§ §hall be 
!2!i! y~ to Qrovid~ a s;!!nQQll fQr 211§!! ~12!!!<§li 12re~Md. 
and cou!!Jlards, and to buffer the develoement (1} New trees must be listed as native trees in the Milwaukie Native Plant List. 
from adjacent e!:Q:e§rties. Existing, health~£ trees !Zl Pr§~!Y!!Q I!!!§(~} must be at legst 6 in di!!m~ter at br§l!~l b§igbl (I;!~H}!!nd 
sh2uld ~ ereserved whenever (;!S!SSible. cannot be listed as a nuisance soecies in the M~waukie Native Plant List. 
L!!nd~caee strat!lQi~ l!l!!l ~nseM ~!§r §hi! II 

!2 I!H~ ~hl!ll be ell!n!§!! to erovide within ~ ll~!!!l !<!!n212l! co~[.l!g§ f2!: !!ll~!!st ~ of be included. Hardscall§S shall be shaded where 
!!!Jll !;<Ommon Oll§n seace 2r CO!,!!!Jl!!rd. Qome!i§!nce With I!Ji~ §1!!ns!!!rd i~ bi!sed 2n eossible, as a means of reducing enecgl£ CO§ts 
the e)(J?ected growth of the selected trees. (heat island effect> and imeroving stormwater 

management. c. Qn sites with a side or rear lot line that abuts an R-10, R-7, orR-~ Zone, 
l!!ns!§!<!!lling or a combination of f§n~ng l!ns! li!!JdS!<!!Qing ~hi! II ~ u~§s! 12 Q[Qvid§ !! 
~ighl:2~!<!.!ring ~r~n § !I high !!long tt!e !!RY1!ing QrQe§[!Jl li[!§. L!!ns!~S<I!I!i!J9 u~ed 
for screening must attain the 6ft height within ~4 months of l!!anting. 

d, Fgr J:![Qiegs with mo[!! than zo units· 
(1} Anl£ irrigation S)lstem shall minimize water use bl£ inco!)2Qrating a rain sensor, 

rotor irrigation heads or a drill irrigation Sl£Stem. 
(;1} TQ WUS<!: th~ "heat iSII!ns!" !lffect highll! r§fi§Ctill§ 12!!lling mj!t!!ril!l§ with 1! §olar 

[§flective index of at least 29 shall be used on at least 25% Qf hardscall§ 
surfaces. 
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9 . ~C!!!llOi !)g Mechangl ~l!iQ!!!~nt Ql!rbag~ coll~liQD I!~U Mechi!Oil<l!ll!!l!! communi!d!tion ~ui52ment i!nd Q!di!IQQr gj!rbaQ!! j!nd ~xcling l!~i!l! 

5!nd othj!r §ite ~l!iRment and ~Jtilil~l! §hQyls;! !Ill! §ball !;!!! §!<~n~ l!Q thex I!~ nQ! ~§i!2!!! f!2m ~~!!Ill!!!!! Qbr Q!2!dn!l:l!!ll!!l Rriva~ 
screened so thex are not visible from the street O!len sRace and common O!len s!?8ces. 
and 52ublic or Rrivate o~n SRaces. ~creening a. ARRrPRriate screening for roottoo ~UiQ!!!ent includes 12ara~t walls or architecturallx 
sho!JI!l !;!!! visu!!IIX S<QmRS!ti~l~ wi!ll Qt!J!![ S<Q!nl!!!tiQij! fj!bricated j!ngQ§!d!llS §U!<IJ U 1!1!~1! I!Qs;! Wi!ll§. 
l!!!;hit!!£!ural elements in the d!!li!!IORment. (1) The Planning Director max r~uire a review of roottoe !!Quiement screening bx 

requesting sight line studies. 

Gill ~QII!r j!nergx SX§t~m~ are exemRl f[2m thi§ r~guir!!m!!nt. 
b. !,!tilities such as transformers, heating and cooling, el~tric meters, and other util!!x 

!!S!Uil!ment Shj!ll !;!!! !JO! !;!!! locat~ wit!Ji[! ~ fl Qf 1! f[Qn! !!D!!l!ll~ !lOs;! §h!!ll !;!!! 
screened with sight-obscuring materials. 

1 o. Recxcling Rec:r:cling areas should be a12eroeriatelx sized to A !llCl£Ciing area or recxcling areas within a multifamilx develoement shall meet the 
Area§ I!C!<Qffimodl!l!! th!! amQun! Qf !ll~Xi<li!!ll!! !nl!l!!r:il!l§ fQ!IQwing §li!nll!!rsl§. 

genj!rated bx re§iQ!!nm. ~re11s §hQu!g !:!!! IQl<l!t!!d a. The recxcling collection area must erovide containers to acce52t the following 
such that thexerovide convenient acce§s for ll!!<ll!<1!!!2!!! mat!!ri!!l§: gi5!§S n!r!:!§RS!I!!!r S<Q!!YQ!!l~ lOI!rQQQI!rQ lin 11nd l!luminym. 
residents and for waste and recxcling haulers. Q. Th!! r~x~ling collectiQn ami! mu§t !:!!! !Ql<l!l!!!l !lt l!!a§! a§ gos11 12 the dwj!lling units 
Recxcling areas located outdoors should be as the closest garbage collection/container area. 
!li!I1[QI!rial!!IX §~fUned Qr IQl<l!~ §Q !hl!t t!J!!XI!!ll 

Rec'iding S<Qntainers must be cow red !lx !!itll!!r I! roof Qr W!!l!theroroof l jg§. not 11rominent features vi!!W!!d from t!Je stre!!t. c, 
d. Th!! ~X~Iing collection ar!!!! mu§t hall!: I! !<Q!I!!~tion l<l!lll!!<i!x Qf l!l l!!l!§t 100 ~u ft in 

§ize for ew!¥ 10 dwelling units or 11Qrtion thereof. 

!! Th!! r~cling collection area must !;!!! a~s§itl!e to coll!!£!iQD service ~rsonnel 
between the hours of 6:00a.m. and 6:00 e.m. 

f. The recxcling collection area and containers must be labeled, to indicate the !x~ 
l!nd IQl<l!tjQn of mal!!rii!IS a~el!!d and eroll!!r1X ml!i!l!!!in~ tQ j!nsure S<Qntinu~ use 
bx t!!nl!nts. 

g, Fill! Q!!RS!~nl aee[Qval will !:!!! !l!Q!d i~ fQr t!Je ~x!<Jiog S<QII!!!<!ioo area. 
h. B!!V~l!! !!!ld !<Q!llment for the !l!!<X~Iing ~oll~jQIJ !!!:!!!! will !:!!! r!!Siuired f[Qm ttl!! 

aeeroeriate franchise collection service. 
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11 . ~ustainabil~ Multifamill£ deve1o11ment ~!:!Quid Q!1limijl;e en~!llll In Q[Qer to 11romote more l!UStainable sjev~lo11ment, multifamilx deveiQ!!m~nts shall 
~ff!!;i~ns;x ~X !!~igning for building Qri~nl!!~Qn for inCQrwrate the following elements. 
11assive heat gain shading dax-lighting, and a. Building orientation that does not !!reclude utilization of solar 11anels, or an ecoroof 
natural ventilation. ~ustainable materials, on at least 20% of the tQtal roof surfaces. 
11!!rli£ularll£ thQ§§ with !:!!£X£!~ CQnt!!DI, ~hould b. Windows that are o~H~r!!ble bx building Q!i&U!!!!nts. 
be us~ whenever 12QSSibl~ ~u§tainable 

c. Window orientation, natural shading, and/or sunshades to limit summer sun and to 
architectural elements shall ~ inCQ!!!Qrat~ to 

aiiQW for winter sun oonetration. increase occu11ant health and maximize a 
building's !!Qsitive im!!!!c1 on the environment. d. Projects with more than 20 units shall inco!J2Qrate at least 2 of the following 

When a1111roeriate to the context buildings ~ 

should be !!laced on the site giving consideration !1) A vegetal~ ecoroof for !! minimum of 30% of the total roof surface. 

tQ Q!!timum §Qiar ori!!ntatiQn. M!!thods for (2} For a minimum of 75% of the total roof surface, a white roof with a ~olar 

11rovjding symm~r §h!!!!ing for §Quth-f!!cing walls R~fl~£!!!nce ln!!~x (~Ril Qf 7§ Qr high!!r if th~ !!2Qf h!!s!! ~/1Z !:QQf eit£h Qr l~§s, or 
and the im11lementation of 11hotovoltaic sxstems §RI of 29 or higher if the roof has a roQf !!it!;h gr~ater th!!n 311 ;!1. 
on the south-facing area of the roof, are to be !3l A sxstem that collects rainwater for reuse on-site (e.g., site irrigation} for a 
CQn§idered. minimum of 50% Qf the total roof §Urface. 

(4} An integrated solar 11anel sxstem for a minimum of 30% of the total roof or 
building surf!!~-

(5} Qrientation of the IQng a xi§ of !!Je building within ~0 !!~~~ Qf the true east-
west axis, with unobstructed solar access to the south wall and roof. 

(6} Windows located to take advantage of 11assive solar collection and include 
architegural shading devi~§ (~um as win!!Qw ~rh!!ng§} that t!ilduce summer 
heat g!!in whit~ ~Q!<OUraging !!a§Si~ §OI!!r ~ating in !!J~ Y!!in!er. 

12. Privacx !:;on- Multifamilx develo11ment should consider the In or!!~r to 11rot~t th~ 11rivacx of adjacent 11roll!!rti~s multifamilx develoements shall 
side rations !!rivacx of, and §ight lines to a!!ja~nt t!:l§id~ntial inCQ!PQrate !!Je following elements: 

eroeerties and ~ orient~ an!!for §!<mn~ lo a. The 111acement of balconies above the first sto!)! shall not create a direct line of sight 
maximize the 11rivacx of surrounding residences. Into the living s11aces or backX!!rd§ of adjacent ra§id!!ntiall!ro~H~rties . 

b. Wh~r~ l!lindQY!!s on !! muitif!!milx d!!v~IQement !!r~ within ~Q ft Qf win!!~ Qn 
adjacent residences, windows on the multifamilx deve1o11rnent shall be offset so the 
!!!!n!!S do not Qvena11 windows on adja~nt rasid~nces when measyr~ !!1 right 
!!ngi!!S. WindQws !!ra aiiQw~ to Qv~rl!!!! if thex !!ra Q!!!!ll!.!~ §ych !!§ f!Q~ted 
windows or elaced at the 1211 third Qf lh~ wall, m~!!§Ur~d f!Qm fiQQr to ceiling height 
in !he multifamilx unit. 
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Table 19 505 3.0 CONTINUED 
~ 

Design Design Guideline Design Standard 
Elem~nt (Discr!liQn!!!J( Pr2~11l (Q~I~£1iv~ Pr2~ss} 
~ M~llifamill£ d~v~I212!Il~DI §tl2!Jid !2~ d~~ign~ to a. At l~ast 7Q% Qf Ill~ stre~t or !<Q!D!!lQ!l QQ!:!n §115!~ fr2n15!g~ §tll!ll t!!! lli~it!l!! f!Qm !he 

!DI!Xi!D~!! Vi§U!!I ~!.!M!ill!!n~ !<~!!!!! gefen§i!21~ f211owing !!~!!§ gn 1 2r m2!!! !ll!Y!!IIi!lg l!!lil~: I! f!Qnl d22r. !! g!Q!Jn51-flQQr lll!ind~ 
Sll!!Ces and define access to and from the site. (exce(lt a garage window}; or a second-sto!:l( window e!aced no higher than 3.5 It 
Lighting should be (lrovided that is ad~uate for from the floor to the bottom of the windowsill. 
~&!!!Ill ang ~!.!Miii!!D!<~ whil!! nQ! im122~i!!Q b. All Q!.!ls!QQr s;om!!lQn 22!!n ~121!<~~ 11n5l ilr~ti ~h!!lll2§ visi!21~ f.!l1!D ~Q'rs! 2! th~ units 
ligh!jng ime!!cts to nei!!l!X ll!l12!!rties. The site that f!!9l it. A unit meets this crit!!!i!l!! wh~n at l!!a~t 1 wind!l!!: 2f a f!]!9!.!~nUx used 
Sh2!.!1d 12§ generall)l !OQ!l~i~t!!nl :f!!i!h th~ !lrincill!es room-such as a kitchen, living rQQm and dining room, but not bedroom or 
of Qrime Prevention Through !;;nvironmental b!!thrQQrn-fa~s !! !OQ!!l!!lQn QR~n §!;!!!!<!! 2r §lr~t. 
Design: c. !,!s~~ on ltle site shall be illumin!!t~d a~ f2llows: . Natural Surveillance: Areas where people ( 1} P!!rkiog and loading areas: 0.5 fo2tcandle minimum. and their activities can be readily observed. . Natural Access Control: Guide how people (2} Walkwa)ls· Q 5 footcandle minim!.!m and !!Verage of 1.5 fQQ!cangles, 

come to and from a space through careful (3} Building entrances: 1 footcandl~ minimum with an average of 3.5 footcandles 
placement of entrances, landscaping, ~X~Ill th!!t s~ns!!!!:ll ent[l!n~§ [!l!!ll h!!ve an !!~rage of Z.Q fQQt!<!!ndl~s 
fences, and lighting. d. Maximum illumination at the eroee!:ll£ line shall not exceed 0.5 footcandles. 

• Territorial Reinforcement Increased However where a site abuts a nonresidential district, maximum illumin!!tion at the 
definition of space improves proprietary ero2!![1l£ lin!! sh!!ll n2t ex~d 1 fQQlsc!!!!s!l!!. 
concern and reinforces social control. e. Qev!!121l!!!!lnts shall use full cut~ff lighting fil!l!!res to avoid gff-~it!! lighting night ikll 

!!QIIution, and shining lights into residential units. 
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19.505.4 Design Standards for Cottage Cluster Housing 

A. Purpose 

These standards are intended to: support the growth management goal of more efficient 
use of urban residential land; support development of diverse housing types in accordance 
with the Comprehensive Plan; increase the variety of housing types available for smaller 
households; provide opportunities for small. detached dwelling units within existing 
neighborhoods; increase opportunities for home ownership; and provide opportunities for 
creative and high-qualitv infill development that is compatible with existing neighborhoods. 

B. Applicability 

These standards apply to cottage cluster housing. as defined in Section 19.201 . wherever 
this housing type is allowed by the base zones in Chapter 19.300. The standards apply to 
development of new cottage clusters and modifications to existing cottage clusters. 

C. Land Division 

1. A subdivision or replat is required prior to the development of cottage cluster housing, 
to create the lots and tracts that will comprise the cottage cluster development. The 
subdivision or replat shall be reviewed per the procedures in Title 17 and be subject to 
the requirements of Chapter 19.700. 

2. Cottage cluster development is exempt from the lot size and dimension standards in 
Section 19.302. 

3. The minimum and maximum density standards in Section 19.302 apply to the 
subdivision or replat that creates the cottage cluster development. Areas proposed for 
commonly owned tracts. including off-street parking areas. shall be included in 
calculations for minimum and maximum density. 

4. Cottage cluster development in the R-2. R-1. or R-1-8 Zone is also subject to the site 
size standards in Table 19.302.5.F.2. 

5. Access easements shall be required. to provide adequate access rights for units of 
land within the cottage cluster that do not have frontage on a public street. and to 
provide adequate vehicle and pedestrian circulation through the site. 

D. Development Standards 

The standards listed below are the applicable development and design standards for 
cottage cluster housing. The base zone development standards for height. yards. lot 
coverage. and minimum vegetation. and the design standards in Subsection 19.505.1 are 
not applicable to cottage cluster housing. 

Figure 19.505.4 illustrates the basic layout of a tvpical cottage cluster development. 

1. Cottage Standards 

a. Size 

The total footprint of a cottage unit shall not exceed 700 sq ft. and the total floor 
area of each cottage unit shall not exceed 1.000 sq ft. 

b. Height 
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The height for all structures shall not exceed 18 ft. Cottages or amenity buildings 
having pitched roofs with a minimum slope of 6/12 may extend up to 25 ft at the 
ridge of the roof. 
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c. Orientation 

(1) The front of a cottage is the facade with the main entry door and front porch. 
This facade shall be oriented toward either a common open space or public 
street. If a cottage is not contiguous to either of these, it shall be oriented 
toward an internal pedestrian circulation path. 

(2) At least half of the cottages in a cottage cluster shall be oriented toward a 
common open space. 

d. Reguired Yards 

(1) The yard depth between the cottage dwelling structure and either the public 
street. common open space. or internal pedestrian circulation path shall be at 
least 10.5 ft. The front porch of a cottage is allowed to encroach into this yard. 

(2) The reguired rear yard depth from the rear of the cottage to the rear lot line 
shall be at least 7.5 ft. The rear yard is the yard on the opposite side of the 
cottage as the front porch. 

(3) The reguired yard depth for all yards other than a front or rear yard is 5 ft. 

(4) There shall be a minimum ·of 10ft of space between cottages. Architectural 
features and minor building projections-such as eaves. overhangs. or 
chimneys-may project into this reguired separation by 18 in. 

(5) All structures in the cottage cluster shall comply with the perimeter setback 
areas in Subsection 19.505.4.D.2.f. This reguirement may increase the 
reguired yard depths listed above. 

e. Cottage Design Standards 

The intent of the cottage cluster design standards is to create cottages consistent 
with traditional northwest cottage design and small home craftsmanship. 

(1) Cottages fronting a street shall avoid blank walls by including at least one of 
the following : 

(a) Changes in exterior siding material. 

(b) Bay windows with a minimum depth of 2ft and minimum width of 5 ft. 

(c) Wall offsets of at least 1 ft deep. 

(2) Trim around windows and doors shall be at least 3 in wide and % in deep. 

(3) All roofs shall have a minimum roof pitch of 4/12. 

(4) Windows and doors shall account for at least 15% of the facade area for 
facades oriented toward a public street or common open space. 

(5) At least 60% of the siding material on each wall shall be either horizontal lap 
siding. between 3 to 7 in wide once installed. or shake siding. 

f. Front Porches 

Each cottage shall have a porch on the front of the cottage. The porch is intended 
to function as an outdoor room that extends the living space of the cottage into the 
semipublic area between the cottage and the open space. 

(1) The minimum porch depth shall be 6.5 ft. 
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(2) The width of the porch shall be at least 60% of the width of the overall length 
of the front facade. 

(3) The front door of the dwelling must open onto the porch. 

(4) The entire area of the front porch must be covered. 

(5) The surface of the front porch may not exceed 24 in above grade. as 
measured from the average ground level at the front of the porch. 

2. Site Design and Other Standards 

a. Number of Cottages Allowed 

The number of cottages allowed shall not exceed the dwelling unit maximum of the 
base zone in which the cottage cluster development is located. as specified in 
Subsection 19.505.4.C.4. A cottage cluster development shall include a minimum 
of 4 cottages and a maximum of 12 cottages. 

b. Common Open Space 

An adequately sized and centrally located common open space is a key 
component of cottage cluster developments. A common open space shall meet the 
following standards. 

(1) The common open space shall have at least 100 sg ft of area for each 
cottage in the cottage cluster development. 

(2) The minimum dimension for the common open space is 20 ft on 1 side. 

c. Private Open Space 

Each cottage shall have a private open space on the same lot as the 
cottage. The space shall be at least 100 sg ft with no dimension of less than 10 
ft on 1 side. It shall be contiguous to each cottage for the exclusive use of the 
cottage residents. 

d. Maximum Lot Coverage and Impervious Area 

The total footprint of all structures shall not exceed 40% of the site area. 
Impervious surfaces. including all structures. shall not exceed 60% of the site 
area. 

e. Internal Pedestrian Circulation 

The cottage cluster development shall include continuous pedestrian paths for 
internal circulation on-site. The minimum width for pedestrian paths shall be 6 ft. 
Paths must provide a continuous connection between the front porch of each 
cottage. common open space. adjoining rights-of-way. parking areas. and any 
other areas of common use within the development. 

f. Perimeter Setback Areas 

All structures within a cottage cluster development shall be located at least 15 ft 
from the rear lot line(s) and at least 5 ft from the side lot line(s) of the site on which 
the cottage cluster is developed. 

g. Off-Street Parking 
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(1) There shall be at least 1 off-street parking space per dwelling unit. The 
parking space shall be located together with parking spaces for other cottages 
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in a common area. and not located on the same lot as an individual cottage 
unit. 

(2) A cottage cluster parking area shall be set back from the street. The distance 
of the setback is dependent on the orientation of the structure or lot. If the axis 
of the longest dimension of the parking area has an angle of 45 degrees or 
more to the lot line. the narrow dimension may be within 5 ft of the street. If 
the angle is less than 45 degrees. the parking area must be at least 20 ft from 
the street. 

(3) If there are more than 8 units in a cottage cluster. there shall be at least 2 
separate parking areas with a minimum of 4 parking spaces in each area. A 
drive aisle connecting the 2 areas is permitted if a separate driveway access 
for each area is not permitted per Chapter 12.16 Access Management. 

(4) Parking spaces may be located within a garage. Garages in a cottage cluster 
may not contain more than 4 parking spaces. must be at least 10 ft from any 
cottage dwelling; and must match the materials. trim. and roof pitch of the 
cottages. The interior height of a garage shall not exceed 8ft high. 

(5) Parking spaces that are not in a garage shall be screened from common open 
space. public streets. and adjacent residential uses by landscaping and/or 
screen. such as a fence. Chain-link fencing with slats shall not be allowed as a 
screen. 

h. Fences 

All fences on the interior of the development shall be no more than 3 ft high. 
Fences along the perimeter of the development may be up to 6ft high. except as 
restricted by Chapter 12.24 Clear Vision at Intersection. Chain-link fences are 
prohibited. 

Figure 19.505.4 
Cottage Cluster Development 
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19.505.5 Standards for Rowhouses 

A. Purpose 

COTIAGES 

STREET 

Rowhouses provide a type of housing that includes the benefits of a single-family detached 
dwelling. such as fee simple ownership and private yard area. while also being an 
affordable housing type for new homeowners and households that do not require as much 
living space. The purpose of these standards is to allow rowhouses in medium to high 
density residential zones. Rowhouses are allowed at the same density as single-family 
detached and multifamily dwellings, and the general design requirements are very similar to 
the design requirements for single-family detached dwellings. Two important aspects of 
these standards are to include a private-to-public transition space between the dwelling and 
the street and to prevent garage and off-street parking areas from being prominent features · 
on the front of rowhouses. 

B. Applicability 

1. The standards of Subsection 19.505.5 apply to single-family dwellings on their own lot, 
where the dwelling shares a common wall across a side lot line with at least 1 other 
dwelling. and where the lots meet the standards for a rowhouse lot in both Section 
19.302 and Subsection 19.505.5.E. Rowhouse development may take place on 
existing lots that meet the lot standards for rowhouse lots or on land that has been 
divided to create new rowhouse lots. 

2. Development standards for rowhouses are in Subsection 19.302.4. 

3. Design standards for single-family detached dwellings in Subsections 19.505.1-2 are 
also applicable to rowhouses. 

4. Dwelling units that share a common side wall and are not on separate lots are subject 
to the standards for either duplexes or multifamily housing. 

C. Rowhouse Design Standards 
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1. Rowhouses are subject to the design standards for single-family housing in Subsection 
19.505.1 . 

2. Rowhouses shall include an area of transition between the public realm of the right-of
way and the entry to the private dwelling. The entry may be either vertical or horizontal. 
as described below. 

a. A vertical transition shall be an uncovered flight of stairs that leads to the front door 
or front porch of the dwelling. The stairs must rise at least 3ft. and not more than 8 
ft. from grade. The flight of stairs may encroach into the required front yard, and 
the the bottom step must be at least 5 ft from the front lot line. 

b. A horizontal transition shall be a covered porch with a depth of at least 6 ft. The 
porch may encroach into the required front yard, but it shall be at least 7ft from the 
front lot line. 

D. Number of Rowhouses Allowed 

No more than 4 consecutive rowhouses that share a common wall(s) are allowed. A set of 4 
rowhouses with common walls is allowed to be adjacent to a separate set of 4 rowhouses 
with common walls. 

E. Rowhouse Lot Standards 

1. Rowhouse development is not allowed on lots with a Jot width of more than 35 ft. 

2. Rowhouse development is allowed only where there are at least 2 abutting lots on the 
same street frontage whose street frontage, lot width. lot depth. and lot area meet or 
exceed the base zone requirements listed in Table 19.302.2. 

3. Rowhouse development in the R-3 and R-2.5 Zones must meet the minimum Jot size 
standards in Subsection 19.302.4.A.1 . 

4. Rowhouse development in the R-2. R-1 and R-1-B Zones must meet the minimum lot 
size standards in Subsection 19.302.4.A.1 . In addition. the rowhouse development 
must meet the minimum site size requirements in Table 19.505.5.E.4. 

Table 19.505.5.E.4 

Number of Rowhouses R-2Zone R-1 and R-1-B Zone 
2 7,500 sg ft 6 ,400 sg ft 

3 10,000 sg ft 7,800 sg ft 
4 12,500 sg ft 9,200 sg ft 

F. Driveway Access and Parking 

1. Garages on the front facade of a rowhouse, off-street parking areas in the front yard, 
and driveway accesses in front of a rowhouse are prohibited unless the following 
standards are met. See Figure 19.505.5.F.1. 

a. Each rowhouse lot has a street frontage of at least 30ft on a street identified as a 
Neighborhood Route or Local Street in the Transportation System Plan Figure 8-
3b. . 

b. Development of 2 or 3 rowhouses has at least 1 shared access between the lots, 
and development of 4 rowhouses has 2 shared accesses. 
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c. Outdoor on-site parking and maneuvering areas do not exceed 10 ft wide on any 
lot. 

d. The garage width does not exceed 10 ft. as measured from the inside of the 
garage door frame. 

Figure 19.505.5.F.1 
Rowhouse Development with Front Yard Parking 

Shared access and driveway 
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2. The following rules apply to driveways and parking areas for rowhouse developments 
that do not meet all of the standards in Subsection 19.505.5.F.1. 

a. Off-street parking areas shall be accessed on the back facade or located in the 
rear yard. No off-street parking shall be allowed in the front yard or side yard of a 
rowhouse. 

b. Rowhouse development that includes a corner lot shall take access from a single 
driveway on the side of the corner lot. The Engineering Director may alter this 
requirement based on street classifications. access spacing. or other provisions of 
Chapter 12.16 Access Management. See Figure 19.505.5.F.2.b. 

Figure 19.505.5.F.2.b 
Rowhouse Development with Corner Lot Access 
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Shared access and driveway 

c. Rowhouse development that does not include a corner lot shall consolidate access 
for all lots into a single driveway. The access and driveway are not allowed in the 
area directly between the front facade and front lot line of any of the rowhouses. 
See Figure 19.505.5.F.2.c. 

Figure 19.505.5.F.2.c 
Rowhouse Development with Consolidated Access 

STREET 

Shared access and driveway Shared access and driveway 

d . A rowhouse development that includes consolidated access or shared driveways 
shall grant appropriate access easements to allow normal vehicular access and 
emergency access. 

G. Accessorv Structure Setbacks 

On rowhouse lots with a lot width of 25 ft or less, there is no required side yard between an 
accessory structure and a side lot line abutting a rowhouse lot. All other accessory structure 
regulations in Subsection 19.502.2.A apply. 

19.505.2§ Building Orientation to Transit 

The following requirement applies to all new m~ltifamily, commercial, office, and institutional 
development within 500 ft of an existing or planned transit route measured along the public 
sidewalk that provides direct access to the transit route: 
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New buildings shall have their primary orientation toward a transit street or, if not adjacent to a 
transit street, a public right-of-way which leads to a transit street. The primary building entrance 
shall be visible from the street and shall be directly accessible from a sidewalk connected to the 
public right-of-way. A building may have more than 1 entrance. If the development has frontage 
on more than 1 transit street, the primary building entrance may be oriented to either street or to 
the corner. 

19.506 MANUFACTURED DWELLING SITING AND DESIGN STANDARDS 

19.506.4 Siting Standards 

Manufactured homes are allowed outright in any zone that allows single-family detached 
dwellings outright. Manufactured homes placed on individual lots shall meet the single-family 
design standards in Subsection 19.505.1 and the following standards: 

A. The unit shall be multisectional (double-wide or wider) and enclose a floor area of not less 
than 1,000 sq ft. 

B. The unit shall be placed on an excavated and backfilled foundation with the bottom no more 
than 12 in above grade and enclosed at the perimeter by skirting of pressure treated wood, 
masonry, or concrete wall construction and complying with the minimum setup standards of 
the aoopted State Administrative Rules for Manufactured Dwellings, Chapter 918. 

C. The ~:~nit shall ha'le a roof with a pitch of at least 3 in rise for every 12 in of r1:1n. 

D. The 1:1nit shall have a garage or carport constr1:1cted with exterior siding and roofing which, 
in color, FRaterials, and appearance, matches the FRan~;:~factl:lred home. The Planning 
Director FRay, at the time of placement permit application, req~;:~iro an attached or detached 
garage in liel:l of a carport where sl:lch is consistent 'Nith the predominant constrl:lction of 
immediately s~;:~rrol:lnding dwellings. 

C€. Bare metal shall not be allowed as a roofing material and shall not be allowed on more than 
25% of any facade of the unit. Tho 1:1nit shall have exterior siding and roofing which, in color, 
materials, and appearance, is similar to tho exterior siding and roofing material commonly in 
~;:~se on residential d•Nellings within the comm1:1nity or which is comparable to the 
predominant materials 1:1sed on Sl:lFFOI:lndin§ d'.vellings as determined l:ly the Planning 
Director. Materials that shall not l:le allowed incl1:1de l:laro metal siding or roofin§. 

0~. The unit shall comply with the definition for manufactured home as identified in this section. 

J;G. The unit shall comply with single-family parking and paving standards as described in 
Chapter 19.600. 

CHAPTER 19.600 OFF-STREET PARKING AND LOADING 

19.605 VEHICLE PARKING QUANTITY REQUIREMENTS 
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A. Residential Uses 

1. Single-family dwellings, 1 space per dwelling unit. No maximum. 
including rowhouses and 
manufactured homes. 

19.605.3 Exemptions and By-Right Reductions to Quantity Requirements 

B. Reductions to Minimum Parking Requirements 

Applicants are allowed to utilize multiple reductions from Subsections 19.605.3.B.2-7, 
provided that the total reduction in required parking does not exceed 25% of the minimum 
quantity requirement listed in Table 19.605.1. Applicants may not utilize the reduction in 
Subsection 19.605.3.B.1 in conjunction with any other reduction in Subsection 19.605.3.B. 

5. Bicycle Parking 

The minimum amount of required parking for all non-single-family residential uses may 
be reduced by up to 1 0% for the provision of covered and secured bicycle parking in 
addition to what is required by Section 19.609. A reduction of 1 vehicle parking space 
is allowed for every 6 additional bicycle parking spaces installed. The bicycle spaces 
shall meet all other standards of Section 19.609. If a reduction of 5 or more stalls is 
granted, then on-site changing facilities for bicyclists. including showers and lockers. 
are required. The area of an existing parking space in an off-street parking area may 
be converted to bicycle parking to utilize this reduction . 

19.606 PARKING AREA DESIGN AND LANDSCAPING 

The purpose of Section 19.606 is to ensure that off-street parking areas are safe, 
environmentally sound, aesthetically pleasing, and that they have efficient circulation. These 
standards apply to all types of development except for cottage clusters. rowhouses. duplexes 
single family at:tashea swellings, single-family detached dwellings, and residential homes. 

19.606.2 Landscaping 

B. General Provisions 

1. Parking area landscaping shall be required for the surface parking areas of all uses, 
except for cottage clusters. rowhouses. duplexes. and single-family detached dwellings 
ana single family at:tashea Fesiaenses. Landscaping shall be based on the standards in 
Subsections 19.606.2.C-E. 

2. Landscaped areas required by Subsection 19.606.2 shall count toward the minimum 
amount of landscaped area required in other portions of Title 19. 

3. Parking areas with 1 0 or fewer spaces in the Downtown Storefront Zone, and the 
portion of the Downtown Office Zone located to the north of Washington Street and 
east of Mcloughlin Boulevard, are exempt from the requirements of Subsection 
19.606.2. 
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19.606.3 Additional Design Standards 

D. Pedestrian Access and Circulation 

Subsection 19.504 .~ establishes standards that are applicable to an entire property for 
on-site walkways and circulation. The purpose of Subsection 19.606.3.D is to provide safe 
and convenient pedestrian access routes specifically through off-street parking areas. 
Walkways required by Subsection 19.606.3.D are considered part of the on-site walkway 
and circulation system required by Subsection 19.504 .~. 

1. Pedestrian access shall be provided for off-street parking areas so that no parking 
space is further than 100ft away, measured along vehicle drive aisles, from a building 
entrance, or a walkway that meets the standards of Subsection 19.606.3.0.2. 

2. Walkways through off-street parking areas must be continuous, must lead to a building 
entrance, and meet the design standards of Subsection 19.504.~4-Q. E. 

19.607 OFF-STREET PARKING STANDARDS FOR RESIDENTIAL AREAS 

19.607.1 Residential Driveways and Vehicle Parking Areas 

Subsection 19.607.1 is intended to preserve residential neighborhood character by establishing 
off-street parking standards. The provisions of Subsection 19.607.1 apply to passenger vehicles 
and off-street parking areas for rowhouses. cottage clusters. duplexes single family attashed 
dwellings, single-family detached dwellings, and residential homes in all zones. unless 
specifically stated otherwise. 

A. Dimensions 

Off-street parking space dimensions for required parking spaces are 9ft wide x 18ft deep. 

B. Location 

1. Off-street vehicle parking for single faR1ily attast:led dwellings, single family detast:led 
d•Nellings, and residential t:lomes shall be located on the same lot as the associated 
dwelling, unless shared parking is approved per Subsection 19.605.4. 

2. No portion of the required parking space for single family attashed dwellings, single 
faR1ily detast:led d'lJellings, or residential t:lomes is allowed within the following areas. 
See Figure 19.607.1.8 .2. These standards do not apply to off-street parking for cottage 
clusters. which are subject to the standards in Subsection 19.505.4. 

C. Parking Surface Materials 

Parking of vehicles on a property with a single family attast:led dwellings, single family 
detast:led dwelling, or residential home shall only be allowed on surfaces described in 
Subsection 19.607.1.C. 

D. Parking Area Limitations 

Uncovered parking spaces and maneuvering areas for vehicles, and for recreational 
vehicles and pleasure craft as described in Subsectioo19.607.2.8 , have the following area 
limitations. See Figure 19.607 .1 .D. The pole portion of a flag lot is not included in these 
area limitations. 
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These standards do not apply to off-street parking for cottage clusters. which are subject to 
the standards in Subsection 19.505.4; nor to rowhouses. which are subject to the standards 
in Subsection 19.505.5. 

19.607.2 Commercial Vehicle, Pleasure Craft, and Recreational Vehicle Parking 

Subsection 19.607.2 is intended to preserve residential neighborhood character by minimizing 
the impacts created by the parking and storing of commercial vehicles, pleasure crafts, and 
recreational vehicles. The standards of Subsection 19.607.2 apply to off-street parking areas for 
cottage clusters. rowhouses, duplexes sin~le family a"aet:lea awellin~s. single-family detached 
dwellings, and residential homes in all zones. 

A. Commercial vehicles shall not be permitted to be parked or stored in the front yard or 
required street side yard on cottage cluster. rowhouse. duplex sin~le family a"aet:lea 
swellings, single-family detached dwelling, or residential home properties. Commercial 
vehicles may be present anywhere on these properties for up to 12 hours in 1 day if the 
vehicle is engaged in loading or unloading materials for a residence(s). 

B. Recreational vehicles and pleasure crafts on cottage cluster. rowhouse. duplex sin~le 
family a"aet:lea awellin~s . single-family detached, or residential home properties must 
comply with the following regulations: 

1. On residential lots less than 1 acre, only 1 recreational vehicle or private pleasure craft 
that is not located in an enclosed structure such as a garage shall be allowed. Canoes 
and other crafts less than 12 ft long shall be exempt from this requirement. On lots 
larger than 1 acre, 1 additional recreational vehicle or private pleasure craft that is not 
located in an enclosed structure is allowed for each 1/2 acre of area over 1 acre. 

2. No vehicle or pleasure craft shall be lived in, have housekeeping maintained, or have 
hook-up to utilities while parked or stored on, or otherwise attached or moored to, a lot 
used for a cottage cluster. rowhouse, duplex sin~le family a"aet:lea awellin~s. single
family detached dwelling, or residential home. 

19.609 BICYCLE PARKING 

19.609.2 Quantity of Spaces 

A. The quantity of required bicycle parking spaces shall be as described in this subsection. In 
no case shall less than 2 spaces be provided. 

1:. Unless otherwise specified, the +Re number of bicycle parking spaces shall be at least 
10% of the minimum required vehicle parking for the use. In no ease st:lallless tt:lan 2 
spaees be proviaea. 

2. The number of bicycle parking spaces at transit centers shall be provided at the ratio of 
at least 1 space per 1 00 daily boardings. 

3. Multifamily residential development with 4 or more units shall provide 1 space per unit. 

B. Covered or enclosed bicycle parking. A minimum of 50% of the bicycle spaces shall be 
covered and/or enclosed Qn lockers or a secure room) in any eitRer of the following 
situations: 

1. When 1 0% or more of vehicle parking is covered. 
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2. If more than 10 bicycle parking spaces are required. 

3. Multifamily residential development with 4 or more units. 

CHAPTER 19.700 PUBLIC FACILITY IMPROVEMENTS 

[Section references within the graphic for Figure 19. 703.4 corrected. This was missed when 
Chapter 19.1400 was renumbered as 19.700 in a previous amendment.] 

19.703 REVIEW PROCESS 

Figure 19.703.4 
Process for Determining Transportation Facility Improvements 
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DEVELOPMENT 
PERMIT 

Section 19.702 

LAND USE 
APPLICA110N 

Proposed Development Evaluated for Impacts to Transportation System 

Section 19.704 
Transportation Impact Study may be required 

NO 
IMPROVEMENTS 

IMPACTS 

Improvements Evaluated for 
Proportionality to Impacts 

Section 19.705 

FEE IN LIEU OF 
IMPROVEMENTS 

Section 19.706 

CONSTRUCT 
IMPROVEMENTS 
Subsection 19.703.3.8 
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19.708 TRANSPORTATION FACILITY REQUIREMENTS 

19.708.1 General Street Requirements and Standards 

C. Development in Downtown Zones 

Street design standards and right-of-way dedication for the downtown zones are subject to 
the requirements of the Milwaukie Downtown and Riverfront Plan: Public Area 
Requirements. Unless specifically stated otherwise, the standards in Section 19.708 do not 
apply to development located in the downtown zones or on street sections shown in the 
public area requirements plan per Subsection 19.304~.5 . 

CHAPTER 19.900 LAND USE APPLICATIONS 

19.901 INTRODUCTION 

Uses or development that are regulated by Titles 14, 17, and 19 of the Milwaukie Municipal 
Code shall submit and obtain approval for all required land use applications prior to 
establishment or construction. Table 19.901 below contains a complete list of the City's land use 
applications and the location of the provisions that govern their submittal, review, and approval . 
It also identifies the review type(s) associated with each application type. The review type 
determines who is given notice about land use and development proposals, when the City has 
to make a decision on a land use application, and who makes the final decision. Descriptions of 
the different review types and the procedures associated with them are located in Chapter 
19.1000. Decision makers for each review type are listed in Table 19.1001.5. 

Table 19.901 
Land Use Applications 

Review 
Application Type Municipal Code Location Types 

Amendments to Maps and Ordinances: Section 19.902 

Comprehensive Plan Text Amendment Subsection 19.902.3 v 
Comprehensive Plan Map Amendment Subsection 19.902.4 IV,V1 

Zoning Text Amendment Subsection 19.902.5 v 
Zoning Map Amendment Subsection 19.902.6 111. V2 

Annexations and Boundary Changes: .Chapter 19.1100 

Boundary Change Section 19.1103 NA 

Expedited Annexation Section 19.1104 NA 

Nonexpedited Annexation Section 19.1102 IV 

Appeal Section 19.1010 Varies 

Code Interpretation Section 19.903 I 

Community Service Use Section 19.904 I, Ill 

Compensation for Reduction in Property Value Chapter 1.20 NA 
(Measure 37) 

Conditional Use Section 19.905 I, Ill 

Development Review Section 19.906 I, II 

Director Determination Section 19.903 I 

Downtown Design Review Section 19.907 I, II, Ill 
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Extension to Expiring Approval Section 19.908 I, II 

Historic Resource: Section 19.403 

Alteration Subsection 19.403.5 1, 111 
Demolition Subsection 19.403.7 Ill 

Status Designation Subsection 19.403.4 IV 

Status Deletion Subsection 19.403.4 IV 

Land Divisions: Title 17 

Final Plat Title 17 I 

Lot Consolidation Title 17 I 

Partition Title 17 II 

Property Line Adjustment Title 17 I, II 

Replat Title 17 I, II, Ill 

Subdivision Title 17 Ill 

Miscellaneous: Chapter& 19.500 

Barbed Wire Fencing Subsection 19.502.2.B.1.b-c II 

Bee Colony Subsection 19.503.1.D Ill 
M~:~ltifamily ReGyGiiRQ AFea S~:~eseGtieR ~Q.§04 . 8 l 

Mixed Use Overlay Review Section 19.404 Ill 

Modification to Existing Approval Section 19.909 I, II , Ill 

Natural Resource Review Section 19.402 I, II, Ill, IV 

Nonconforming Use Alteration Chapter 19.804 Ill 

Parking: Chapter 19.600 

Quantity Determination Subsection 19.605.2 II 

Quantity Modification Subsection 19.605.2 II 

Shared Parking Subsection 19.605.4 I 

Structured Parking Section 19.611 II, Ill 

Planned Development Section 19.311~ IV 

Residential Dwellings: Section 19.910 

Accessory Dwelling Unit (+ype ~ ~ Subsection 19.910.1 !.II 
Duplex AGGessery DwelliRQ URit (+ype 2~ Subsection 19.910.2 11-!U 
Manufactured Dwelling Park Subsection 19.910.3 Ill 

Temporary Dwelling Unit Subsection 19.910.4 I, Ill 

Sign Review Title 14 Varies 

Transportation Facilities Review Chapter 19.700 II 

Variances: Section 19.911 

Use Exception Subsection 19.911 .5 Ill 

Variance Subsection 19.911 .1-4 II, Ill 

Willamette Greenway Review Section 19.401 Ill 
1 Level of review determmed by C1ty Attorney per Section 19.902.4.A. 
2 Level of review determined by City Attorney per Section 19.902.6.A.1 . 
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19.904 COMMUNITY SERVICE USES 

19.904.4 Approval Criteria 

~An application for a community service use may be allowed if the following criteria are met: 

~4-. The building setback, height limitation, and off-street parking and similar requirements 
governing the size and location of development in the underlying zone are met. Where a 
specific standard is not proposed in the CSU, the standards of the underlying zone are met; 

~2-. Specific standards for the proposed uses as found in Subsections 19.904.7-11are met; 

C~. The hours and levels of operation of the proposed use are reasonably compatible with 
surrounding uses; 

D4. The public benefits of the proposed use are greater than the negative impacts, if any, on 
the neighborhood; and 

£~. The location is appropriate for the type of use proposed. 

19.905 CONDITIONAL USES 

19.905.9 ~tandards Governing Conditional Uses 

A conditional use shall comply with the standards of the base zone, and any overlay zones or 
special areas, in which it is located, except as these standards have been modified by the 
Planning Commission when authorizing the conditional use and as otherwise modified by the 
standards in this subsection. 

F. Single family Attaohed Dwellings 

In oonsidering a oonditional blse applioation for single family attaohed d•.vellings, the 
Planning Commission shall oonsider the follo•Ning : 

1. Whether a strblotblre of a similar type is within 2QQ ft. 

2. Relationship te neighboring blses. 

a. Street aooess. 

4. Terrain of the site. 

fG. Multifamily Condominiblm and Apartment Dwellings 

In considering a conditional use application for multifamily oondeminiblm and apartment 
dwellings, the Planning Commission shall consider the following: 

1. Relationship to neighboring uses. 

2. Street access. 

3. Terrain of the site. 

GFJ. Senior and Retirement Housing 

In considering a conditional use application for senior and retirement housing, the Planning 
Commission shall consider the following: 

1. Pedestrian access to transit. 

2. Pedestrian access to convenience facilities such as grocery store, pharmacy, 
laundromat, park and open space, and senior activity center. 
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3. Pedestrian access to banking, churches, hospitals, and restaurants. 

4. Quality of project as a living environment for residents. 

5. Minimizing impact on the surrounding area. 

The Plannin~ Commission may resommend to tl=le City Coi:JRSil an insrease in density to as 
mush as that permitted by tl=le neMt hi~ her zone. Tl=le City Co1:1nsil sl=lall make the final desision 
on density increase. 

An applicant shall submit materials and the Planning Commission shall attach conditions that 
will ensure that the special nature of the housing, and the groups to be served, are clearly 
defined and maintained in perpetuity. A project is required to meet the definition for this type of 
housing in Section 19.201. 

19.907 DOWNTOWN DESIGN REVIEW 

19.907.2 Applicability 

All new construction and changes to buildings and/or properties in the downtown zones 
involving exterior maintenance and repair, minor exterior alterations, and major exterior 
alterations as defined in Subsection 19.304d4G.6.B are subject to design review in accordance 
with the procedures as outlined below under Subsection 19.907.5. 

19.907.3 Design Guidelines 

Design guidelines shall be established for the downtown zones and shall be considered as part 
of design review applications in accordance with the provisions of Section 19.304d4G. 

19.907.5 Application Procedure 

Applications for design review shall be processed in accordance with Chapter 19.1000, Type I, 
Type II, and Type Ill procedures as indicated in this section, as follows: 

A. Exterior Maintenance and Repair 

Exterior maintenance and repair, as defined in Subsection 19.304d4G.6.B.1, shall be 
processed as a Type I review in accordance with the procedures in Section 19.1004. 
Exterior painting, repair, and refurbishing of existing building materials that does not require 
a building permit shall be exempt from Type I review. 

B. Minor Exterior Alterations 

Minor exterior alterations, as defined in Subsection 19.304d4Q.6.B.2, shall be processed as 
a Type I review in accordance with the procedures in Section 19.1004. The Planning 
Director may change a Type I review to a Type II review upon finding the following : 

C. Major Exterior Alterations 

A-mMajor exterior alteration~. as defined in Subsection 19.304d4G.6.B.3, shall be evaluated 
through a Type Ill review in accordance with the procedures in Section 19.1006. 
Applications for major exterior alterations shall be reviewed at a public hearing and decided 
by the Planning Commission, except as follows: 
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D. Residential 

1. "Stand-Alone" Residential Buildings 

"Stand-alone" residential buildings that do not include nonresidential uses are exempt 
from design review, but shall be subject to the clear and objective design standards 
under Subsection 19.304J..W.6. Applicants may elect to process a stand-alone 
residential building design review. 

2. Mixed Use Buildings 

The residential portion of mixed use buildings shall be subject to the clear and 
objective standards under Subsection 19.304J..W.6. The nonresidential portion of the 
building is subject to design review as provided in this section. Applicants may elect to 
process the entire mixed use building through design review. 

Any change in use of the residential portion of a mixed use building that elected only to 
apply clear and objective standards, and where exterior changes to the building are 
proposed shall require approval by the Planning Commission. 

19.907.9 Variances to Development Standards 

The Planning Commission may authorize variances to the development standards under 
Subsection 19.304J..W.4 in accordance with procedures of Section 19.911 . 

19.907.10 Modification of Design Standards 

The Planning Commission may authorize modification of the design standards under 
Subsection 19.30~.6.C, in accordance with the following procedures. 

19.907.11 Consideration of Prohibited Material or Design Features 

The Planning Commission may authorize the use of prohibited materials or design features 
specified in Subsection 19.304J..W.6.C subject to the following criteria: 

19.910 RESIDENTIAL DWELLINGS 

This section contains applications for types of residential dwellings that require land use 
approval. 

19.910.1 Accessory Dwelling Units (Type 1) 

Type 1 accessory dwelling ~:~nit is a permitted accessory 1:1se in all residential zones tt:lat allow 
single family detached str~:~ct1:1res s1:1bject to tt:le following: 

A. P1:1rpose 

To provide tt:lo rneans fer reasonable accornrnodation of accessory dwelling ~:~nits, providing 
affordable and decent ho1:1sing wt:lilo providing homeowners with alternative financial 
roso~:~rces, tt:lereby enco1:1raging maintenance of existing ho1:1sing stock. It is the intent of 
this s1:1bsection that development of accessory dwelling ~:~nits not diminist:l the single farnily 
character of a neighborhood and tt:lat any single family residence containing an accessory 
dwelling maintain tho appearance of a single family d'lJelling as viewed frorn tho street. Any 
conversion or alteration of a single family strl:lstl:lro that re~1:1ires exterior additions or 
modifications rn1:1st be designed so that tt:le o1:1tward appearance of tho str~:~ct~:~ro is 
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sonsistent with general design sharasteristiss of single family strustures and is sonsistent 
with the arshitestblral treatment of the eMisting strustblre. 

B. A~proval Reqblired 

Ty~e 1 assessory d·Nelling blnits are sbllijest to Sestion 19.1005 Ty~e II Review. 
A~plisations shall be made on forFRs ~rovided by the Planning De~artFRent and shall be 
assom~anied by the following information: 

1. Completed ap~lisation forms. 

2. Site plan shovting the following: 

a. Lot lines and losation and dimensions of oMisting and ~ro~osed strblotures with 
yard dimensions. 

b. Losation and diFRonsion of eMisting and proposed ~arking . 

s. Losation of strblotures on adjoining lots. 

a. Dimensioned arshitootblral drawings showing oMisting and ~ro~osed floor ~lans and 
elevations. Elevations are to identify eMisting and pro~osed details Sblsh as siding 
material, window and door design, roof style and height, and otherwise as nesessary to 
demonstrate sem~lianse with the roqblirements of this rogbllation. Floor ~lans are to 
identify oMisting and ~ro~osed layoblt with all s~ases identified. 

C. The a~~lisant mblst demonstrate the ~reposed modifisations som~ly with a~~lisable building 
and fire safety sodas. 

D. Notwithstanding the FRaMiFRblm allowable net floor area of 1500 sq ft, the assessory dwelling 
blnit shall not eMseed 40% of the gross floor area of the ~rimary strblstblre. 

E. Construstion of an assessory dwelling blnit is Sbllijost to Milwablkie Mblnisipal Code Cha~ter 
13.28 CapitaiiFRprovements. 

F. O•ltnershi~ and Tenansy 

Either the ~rimary residense or the assessory unit must be ossu~ied by the ~ro~erty owner. 
Proof of owner ossbl~ansy shall be FRade annually in assordanse with a ~rosedure and 
submittal requirements established by the Planning Direstor. Ownershi~ of the assessory 
blnits shall not be subdi•tided or otherwise separated froFR ownership of the ~rimary 
residense. 

G. Business Lisense Required 

A Milwaukie business lisense is required for o~eration of rental ~ro~erty, ~ursuant to 
Milwaukie Munisi~al Code Cha~ter 5.08. 

H. Use, Alteration, or Conversion of Strusture 

Ty~e 1 assessory dwelling units may be losated in a single faFRily residential strusture 
provided the following sriteria are met: 

1. All eMterior modifisations shall be sonsistent v1ith general design sharasteristiss of 
single family residential design. fn reviewing a~~lisations fer eMterior FRodifisations for 
sonsistensy of arshitestblral treatment with eMisting design, sonsideration shall be given 
to design elements sush as, but not limited to, ~lasement of doors and windows, finish 
FRaterials, losatien of ~arking, lighting, and the like. 
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2. For fronting lots, only 1 entrance to the residential structure shall face the street. 
Ei*terior access to the accessory unit shall ee located in side or rear yards or ey means 
of the e>Eisting main entrance. 

3. No portion of a building that encroaches within a required yard setback may ee 
con¥erted to or used as an accessory dwelling l:lnit. 

4. Ei*terior lighting for accessory l:lnit doorways shall not oncroach beyond the property 
line of tho lot on ·.vhich it is located. 

a. ~~o fire escape or ei*terior stair for access to an t,~pper le¥el may ee located on the front 
of the building. 

9. No more than 1 accessory dwelling l:lnit per lot is permitted. 

I. Reql:lired Parking 

Off street parking shall ee pro¥ided in accordance with Chapter 1Q.900. If new parking ml:lst 
ee constrl:lcted to meet miniml:lm required parking, it shall ee located contiguol:ls to e>Eisting 
parking. 

A. Purpose 

To provide the means for reasonable accommodation of accessory dwelling units. providing 
affordable housing. opportunity to house relatives. and a means for additional income for 
property owners. thereby encouraging maintenance of existing housing stock. It is the intent 
of this subsection that development of accessory dwelling units not diminish the single
family character of a neighborhood. 

B. Applicability 

The procedures and standards of this chapter apply to the establishment of any accessory 
dwelling unit. 

C. Procedures 

An application to establish an accessory dwelling unit shall be evaluated through a Type I 
review, per Section 19.1004. or a Type II review. per Section 19.1005. as per the standards 
of Table 19.910.1 .E.4.B. 

Where a detached accessory dwelling unit is proposed that would undergo a Type I review. 
properties adjoining the site shall receive mailed notice of the proposed development. The 
notice shall include a site plan. building elevations, and a description of the standards and 
review process for the development. The notice shall be mailed within 7 days of the date 
that the application is deemed complete per Subsection 19.1 003.3. 

D. Approval Standards and Criteria 

1. An application for an accessory dwelling unit reviewed through a Type I review shall be 
approved if the following standards are met. 

a. An accessory dwelling unit is an allowed use in the base zones, and any 
applicable overlay zones or special areas. where the accessory dwelling unit 
would be located. 

b. The primary use of property for the proposed accessory dwelling unit is a single
family detached dwelling. 

c . One accessory dwelling unit per lot is allowed. 

d . The development standards of Subsection 19.910.1 .E are met. 
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e. The proposal complies with all other applicable standards of this title. 

2. An application for an accessory dwelling unit reviewed through a Type II review shall 
be approved if the following criteria are met. 

a. The standards in Subsection 19.91 0.1.0.1 are met. 

b. The accessory dwelling unit is not incompatible with the existing development on 
the site. and on adjacent lots. in terms of architectural style. materials. and colors. 

c. The massing of the accessory dwelling unit and its placement on the site 
maximizes privacy for. and minimizes impacts to. adjacent properties. 

d. There will be an appropriate level of screening for nearby yards and dwellings, 
provided by the design of the accessory dwelling unit and existing and proposed 
vegetation and other screening. 

E. Standards 

1. Creation 

An accessory dwelling unit may be created by conversion of an existing structure. 
addition to an existing structure. or construction of a new structure. It is permissible to 
combine both an addition to an existing structure and conversion of space in the 
structure for the creation of an accessory dwelling unit. 

2. Coordination of Standards 

The more restrictive provisions shall be applicable in the event of a conflict between 
standards in Subsection 19.91 0.1.E and other portions of this title. except where 
specifically noted. 

3. Standards for Attached Accessory Dwelling Units 

The standards listed below apply to accessory dwelling units that are part of the 
primary structure on the property. An attached accessory dwelling unit shall be 
reviewed by a Type I review per Subsection 19.1 004. 

a. Maximum Allowed Floor Area 

The floor area of an attached accessory dwelling unit is limited to 800 sg ft or 75% 
of the floor area of the primary structure. whichever is less. The measurements are 
based on the floor areas of the primary and accessory dwelling units after 
completion of the accessory dwelling unit. 

b. Design Standards 

( 1) The facade of the structure that faces the front lot line shall have only 1 
entrance. A secondary entrance for the accessory dwelling unit is allowed on 
any other facade of the structure. 

(2) Stairs. decks. landings. or other unenclosed portions of the structure leading 
to the entrance of the accessory dwelling unit are not allowed on the facade of 
the structure that faces the front lot line. 

(3) Proposals for attached accessory dwelling units that would increase floor area 
through new construction are subject to the following design standards. 

(a) The exterior finish on the addition shall match the exterior finish material 
of the primary dwelling unit in type, size. and placement. 
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(b) Trim must be the same in type. size. and location as the trim used on the 
primary dwelling unit. 

(c) Windows on street-facing facades must match those in the primary 
dwelling unit in proportion (relationship of width to height) and orientation 
(horizontal or vertical). 

(d) Eaves must project from the building walls at the same proportion as the 
eaves on the primary dwelling unit. 

4. Standards for Detached Accessory Dwelling Units 

The standards in Subsection 19.901 .1.E.4 apply to accessory dwelling units that are 
separate from the primary structure on the property. The design standards for 
detached accessory dwelling units require a minimum level of design. These standards 
are intended to promote attention to detail. while affording flexibil ity to use a variety of 
architectural styles. 

a. Maximum Allowed Floor Area 

The floor area of the accessory dwelling unit is limited to 800 sq ft or 75% of the 
floor area of the primary structure. whichever is less. 

b. Footprint. Height. and Required Yards 

The maximum structure footprint. height. and yard regulations for a detached 
accessory dwelling unit are listed in Table 19.91 0.1.E.4.b. Structures that exceed 
any of the maximums associated with a Type I review require Type II review. 
Structures are not allowed to exceed any of the maximums associated with a Type 
II review without approval of a variance per Section 19.911 . 

Table 19.910.1.E.4.b 

Level of Review Tllee 1 Tllee 11 
Maximum Structure 600 sq ft 800 sq ft 
Footprint 
Maximum Structure 15', limited to 1 story 25', limited to 2 stories 
Height 

Required Side and Base zone requirement for 5' 

Rear Yard side and rear yard 

Required Front 1 0' behind front yard as defined in Section 19.201, unless located at least 
Yard 40' from the front lot line. 

Required Street Base zone requirement for street side yard 
Side Yard 

c. Design Standards 
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(1) A detached accessory structure shall include at least 2 of the design details 
listed below. An architectural feature may be used to comply with more than 1 
standard. 

(a) Covered porch at least 5 ft deep. as measured horizontally from the face 
of the main building facade to the edge of the deck. and at least 5 ft wide. 

(b) Recessed entry area at least 2ft deep. as measured horizontally from the 
face of the main building facade. and at least 5 ft wide. 
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(c) Roof eaves with a minimum projection of 12 in from the intersection of the 
roof and the exterior walls. 

(d) Horizontal lap siding between 3 to 7 in wide (the visible portion once 
installed). The siding material may be wood. fiber-cement. or vinyl. 

(e) Window trim around all windows at least 3 in wide and 5/8 in deep. 

(2) An applicant may request a variance to the design standards in Subsection 
19.901 .1.E.4.c(1) through a Type II review. pursuant to Subsection 
19.911 .3.8 . 

(3) An accessory dwelling unit structure with a floor-to-ceiling height of 9ft or 
more is required to have a roof pitch of at least 4/12. 

(4) A yurt may be used as a detached accessory dwelling unit and is exempt from 
the design standards of Subsection 19.901 .1.E.4.c.(1). To be used as a 
detached accessory dwelling unit. a yurt must be approved as a dwelling by 
the Building Official. and must meet all other applicable development 
standards. 

d. Privacy Standards 

(1) Privacy standards are required for detached accessory dwelling units 
processed through a Type I review. A detached accessory dwelling unit 
permitted through a Type II review may be required to include privacy 
elements to meet the Type II review approval criteria. 

Privacy standards are required on or along wall(s) of a detached accessory 
dwelling unit. or portions thereof. that meet all of the following conditions. 

(a) The wall is within 20ft of a side or rear lot line. 

(b) The wall is at an angle of 45 degrees or less to the lot line. 

(c) The wall faces an adjacent residential property. 

(2) A detached accessory dwelling unit meets the privacy standard if either of the 
following standards is met. 

(a) All windows on a wall shall be placed in the upper third of the distance 
between a floor and ceiling 

(b) Visual screening is in place along the portion of a property line next to the 
wall of the accessory dwelling unit. plus an additional 10 lineal ft beyond 
the corner of the wall. The screening shall be opaque: shall be at least 6 ft 
high; and may consist of a fence. wall. or evergreen shrubs. Newly 
planted shrubs shall be no less than 5 ft above grade at time of planting. 
and they shall reach 6 ft. high within 1 year. Existing features on the site 
can be used to comply with this standard. 

e. Conversion of Existing Structure 

Creation of a detached accessory dwelling unit through conversion of an 
accessory structure established on or after October . 2012. the effective date of 
Ordinance # , is required to meet all applicable standards for a new detached 
accessory dwelling unit. 

Creation of a detached accessory dwelling unit through the conversion of an 
existing accessory structure that was legally established prior to October . 2012. 

Residential Development Standards September 24, 2012 101 of 110 



Proposed Code and Comp. Plan Amendments 

the effective date of Ordinance# . is allowed. The conversion must meet all 
standards that apply to creation of a new detached accessory dwelling, except for 
the design standards in Subsection 19.91 0.1.E.4.c. However. the conversion shall 
not bring the accessory structure out of conformance. or further out of 
conformance if already nonconforming. with any design standards in that 
subsection. 

F. Additional Provisions 

1. Either the primary or accessory dwelling unit shall be occupied by the owner of the 
property. At the time an accessory dwelling unit is established. the owner shall record a 
deed restriction on the property with the Clackamas County Recording Division that 1 
of the dwellings on the lot shall be occupied by the property owner. A copy of the 
recorded deed restriction shall be provided to the Milwaukie Planning Department. 

The Planning Director may require verification of compliance with this standard. Upon 
the request of the Planning Director. the property owner shall provide evidence. such 
as voter registration information or account information for utility services. to 
demonstrate residence in 1 the dwelling units. 

2. Accessory dwelling units are not counted in the calculation of minimum or maximum 
density requirements listed in this title. 

3. Additional home occupations are allowed for a property with an accessory dwelling 
unit. 

19.910.2 AGGessory Dwelling Units (Type 2) 

Type 2 accessory d·Nelling wnits are only allowed in the base zones where they are listed as 
conditionalwses. Where allowed, they are swbject to conditionalwse review and approval per 
Sestion 1 Q.QQ5. A Type 2 accessory dwelling wnit rnay be allowed in conjwnction with a 
detacheEI single farnily EI'A'(llling by conversion of e><isting space, or by means of an aEIEiition. 

A. Reqwirernents for Conversion of Existing Space or AEIEiitiori 

1. The wnit is in conformance with the site Elevelopment reqwirernents of the wnEierlying 
ZGReT 

2. 0# street parking shall be proviEieEI in accorEiance with Chapter 1 Q.6QQ; 

3. Garage or carport space may not be converted to an accessory Elwelling wnit, wnless 
parking stanEiarEis can be rnet after the completion of the 1:mit; 

4. Pwblic facilities mwst be aEieqwate to serve both Elv<'elling 1:1nits, as EletermineEI by the 
Pwblic Works Department; 

5. One wnit shall be occ1:1pieEI by the property owner; 

6 . The Planning Commission may irnpose conEiitions regarEiing rnoEiification of bwiiEiing 
height, lanEiscaping, bwU9ring anEI orientation of the accessory wnit to protect privacy of 
the neighbors, anEI any other conditions deerneEI necessary to ens1:1re compliance with 
the req1:1irernents of this subsection, except that no condition rnay be imposed that 
prohibits rental occwpancy, separate access, and full kitchens in any accessory wnit; 

7. ConEiitions of approval shall be part of the Eleed restristions; 

8. No rnore than 1 aEIEiitionalwnit is alloweEI. 

Q. Reqwirernents for Conversion of Existing Space 
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1. GaRRet e*ceeel 5Q% ef the e*istiRg str~ct1::1r:e; 

2. Each ~Rit shall 9e a miAim~m ef 25Q SE:l ft; 

a. Ne fire escape er eMterier stair fer access teaR ~pper le~o1el may 9e lecateel oR the freAt 
of a 9~ileliAg. 

C. Re{:l~iremeRts fer J\elelitieR 

1. Dees Ret e*ceeel 1 9eelreem; 

2. The ma*im~m area is 8QQ SE:l ft. 

19.910.2 Duplexes 

A. Purpose 

This subsection is intended to allow duplexes in order to increases available housing in the 
city while maintaining the coherence of single-family residential neighborhoods. 

B. Applicability 

The regulations of Subsection 19.910.2 apply to proposals to construct a new duplex or to 
convert. or add on to. an existing structure to create a duplex. They also apply to additions 
and modifications to existing duplexes. 

C. Review Process 

1. The following review process is required for proposals to establish a duplex. either by 
construction of a new structure or conversion of. or addition to. an existing structure. 

a. In Residential Zones R-5. R-3. R-2.5 R-2. R-1. R-1-B. and R-0-C, a duplex is 
allowed outright, subject to the lot size requirements for the zone. The review of 
applicable development and design standards occurs during the review of a 
development permit. The approval criteria in Subsection 19.910.2.D are not 
applicable. 

b. A duplex in Residential Zone R-1 0 or R-7 is allowed outright subject to the lot size 
requirements for the zone. in either of the following situations. The review of 
applicable development and design standards occurs during the review of a 
development permit. The approval criteria in Subsection 19.910.2.D are not 
applicable. 

( 1) The property has frontage on a collector or arterial street, as identified by the 
Milwaukie Transportation System Plan. 

(2) The property is a corner lot. 

c. A duplex in Residential Zone R-1 0 or R-7 that is not eligible as an outright allowed 
use under Subsection 19.910.2.C.1.b is allowed through a Type II review per 
Section 19.1005. 

d. A duplex in the Limited Commercial Zone C-L is allowed through a Type II review 
per Section 19.1005. 

2. For additions or modifications to an existing duplex, the review of applicable 
development and design standards occurs during the review of a development permit. 
The approval criteria in Subsection 19.910.2.D are applicable. 

D. Approval Criteria 
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1. A duplex in Residential Zone R-1 0 or R-7 that is not eligible as an outright allowed use. 
under Subsection 19.910.2.C.1.b. must meet the following criteria. 

a. The location of a duplex at the proposed site will not have a substantial impact on 
the existing pattern of single-family detached dwellings within the general vicinity 
of the site. 

b. The design of the proposed duplex is generally consistent with the surrounding 
development. 

c. The proposed duplex is designed as reasonably as possible to appear like a 
single-family detached dwelling. 

2. A duplex in the Limited Commercial Zone C-L must meet the following criteria. 

a. The proposed residential use will not be incompatible with existing and outright
allowed commercial uses in the Limited Commercial Zone. 

b. The approval of a duplex will not significantly diminish the ability of the area zoned 
as Limited Commercial to provide goods and services to the surrounding 
neighborhoods. 

19.911 VARIANCES 

19.911.3 Review Process 

B. Type II Variances 

Type II variances allow for limited variations to numerical standards. The following types of 
variance requests shall be evaluated through a Type II review per Section 19.1005: 

1. A variance of up to 40% to a side yard width standard. 

2. A variance of up to 25% to a front, rear, or street side yard width standard. A front yard 
width may not be reduced to less than 15ft through a Type II review. 

3. A variance of up to 1 0% to lot coverage or minimum vegetation standards. 

4. A variance of up to 10% to lot width or depth standards. 

5. A variance of up to 10% to a lot frontage standard. 

6. A variance to compliance with Subsection 19.505.1.C.4 Detailed Design. or with 
Subsection 19.901 .1.E.4.c.(1) in cases where a unigue and creative housing design 
merits flexibility from the reguirements of that subsection. 

CHAPTER 19.1000 REVIEW PROCEDURES 

19.1001 GENERAL PROVISIONS 

19.1001.6 Applications 

C. Notice Requirements 

3. Continued Hearing Notice 
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If a hearing has been opened and is continued to a specific date and time. additional 
mailed notice and sign notice for the continuation is not required. If a date and time of 
the continuation is not specified. notice for the continuation shall be provided as 
specified per Sections 19.1005-19.1008. 

4. Department of Land Conservation and Development Notice 

a. Notice of Proposed Change 

Applications that involve amendments described by Section 19.902 may require 
notice of the proposed change to the Oregon Department of Land Conservation 
and Development (DLCD>. The notice shall meet the submittal requirements 
specified in OAR 660-018-0020. The notice shall be submitted to DLCD at least 35 
days prior to the first evidentiary hearing on the application. unless the proposed 
change is exempt or eligible for a shorter notice period per OAR 660-018-0022. 

b. Notice of Adopted Change 

Following a final decision on an application described by Section 19.902 that 
results in a change to an acknowledged comprehensive plan or a land use 
regulation. notice of the adopted change shall be provided to the Oregon 
Department of Land Conservation and Development (DLCD>. The notice shall 
meet the submittal requirements specified in OAR 660-018-0040. The notice shall 
be submitted to DLCD within 20 days of making the decision. The notice of 
adopted change is required regardless of whether a notice of proposed change 
was required. 

19.1003 APPLICATION SUBMITTAL AND COMPLETENESS REVIEW 

19.1003.2 Application Submittal Requirements 

All application information must be sufficiently detailed and specific to the development being 
proposed to allow for adequate public review. The application submittal must include all of the 
items listed below for the City to accept the application and initiate completeness review. #-tRe 
application req~ires a p~blio hearing, additional items may be req~ireEI per S~bseotions 
19.1001 .6.C and D prior to the p~blio hearing. 

If the application requires sign notice. a sign posting and sign posting affidavit will be required 
per Subsection 19.1001.6.C.1. If the application requires a public hearing. additional items may 
be required per Subsections 19.1 001.6.D prior to the public hearing. 

19.1004 TYPE I REVIEW 

19.1004.3 Type I Public Notice 

Public notice is not required for Type I applications. Application referral to other agencies may 
be required per Section 19.707 prior to issuing a Type I decision. 

19.1005 TYPE II REVIEW 

19.1005.3 Type II Public Notice 

B. Mailed Notice 
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The purpose of the public notice is to provide nearby property owners and other interested 
parties with an opportunity to review the application and submit written comments 
concerning the application prior to issuance of the Type II decision. The goal of this notice 
is to invite. relevant parties of interest to participate in the process. 

3. The City shall prepare an affidavit of mailing of notice for the file. The affidavit shall 
indicate the date that the public notice was mailed to the parties required by 
Subsection 19.1005.3.8.1. 

19.1006 TYPE Ill REVIEW 

19.1006.3 Type Ill Public Notice 

A. DLCD Notice 

For Zoning Map amendments, the City shall provide notification to the Department of Land 
Conservation and Development. as described in Subsection 19.1 001.6.C.4.a 4€i aays !'>Fior 
to tho first !'>Ublis hearing on aao!'llien. 

D. Mailed Notice 

The purpose of the public notice is to provide nearby property owners and other interested 
parties with an opportunity to review the application, submit written comments, and 
participate in the proceedings concerning the Type Ill decision. The goal of this notice is to 
invite relevant parties of interest to participate in the process. 

1. At least 20 days prior to the first public hearing on the application, except for 
continuations as noted in Subsection 19.1 001.6.C.3. public notice of the application 
shall be mailed to the parties listed below. Notice requirements specific to Zoning Map 
amendments are listed in Subsection 19.1 006.3.D.3. 

E. Sign Notice~ 

At least 14 days prior to the hearing, except for continuations as noted in Subsection 
19.1 001 .6.C.3. notice of the application shall be posted on the subject property by the 
applicant and shall remain continuously posted until the hearing. Sign notice shall meet the 
requirements of Subsection 19.1 001 .6.C.1.b. 

19.1006.5 Type Ill Decision 

D. In addition to the requirements of Subsections 19.1006.5.A, 8 , and C, the following 
requirements apply to Zoning Map amendments evaluated through a Type Ill review 
process. 

4. The Citv shall provide the required notice of adoption to the Department of Land 
Conservation and Development. as described in Subsection 19.1001 .6.C.4.b. 

19.1007 TYPE IV REVIEW 

19.1007.3 Type IV Public Notice 

A. DLCD Notice 
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For Zoning Map or Comprehensive Plan map amendments, the City shall provide 
notification to the Department of Land Conservation and Development. as described in 
Subsection 19.1001 .6.C.4.a at least 45 days prior to the first pl:lblis hearing on adoption. 

D. Mailed Notice 

The purpose of the public notice is to provide nearby property owners and other interested 
parties with an opportunity to review the application, submit written comments, and 
participate in the proceedings concerning the Type IV decision. The goal of this notice is to 
invite relevant parties of interest to participate in the process. 

1. At least 20 days prior to each a public hearing on the application, except for 
continuations as noted in Subsection 19.1001 .6.C.3, public notice of the application 
shall be mailed to the parties listed below. Notice requirements specific to Zoning Map 
amendments are listed in Subsection 19.1007 .3.D.3. 

E. Sign Notice 

At least 14 days prior to each tAe hearing, except for continuations as noted in Subsection 
19.1 001 .6.C.3. notice of the application shall be posted on the subject property by the 
applicant and shall remain continuously posted until the hearing. Sign notice shall meet the 
requirements of Subsection 19.1 001 .6. C.1.b. 

19.1007.5 Type IV Decision 

G. The City shall provide the required notice of adoption to the Department of Land 
Conservation and Development. as described in Subsection 19.1001 .6.C.4.b. 

!:!.G. The notice of decision shall include the following: 

6. A statement that only persons who submitted comments or made an appearance of 
record at a public hearing on the application have standing to appeal the decision by 
filing a written appeal within the 15 day appeal period for the Land Use Board of 
Appeals. 

19.1008 TYPE V REVIEW 

19.1008.3 Type V Public Notice 

A. General Public Notice 

The purpose of general public notice for Type V applications is to allow the public, 
organizations, and other governmental agencies a meaningful opportunity to review and 
comment on legislative proposals. 

2. At least 30 days prior to a public hearing on a Type V application, except for 
continuations as noted in Subsection 19.1001.6.C.3. the City shall provide notice of the 
hearing. At a minimum, the notice shall be available on the City web site and at City 
facilities that are open to the public and that customarily display public information. At a 
minimum, the notice shall include: 

B. DLCD Notice 

Notice of a Type V application shall be mailed to the Department of Land Conservation and 
Development as described in Subsection 19.1 001.6.C.4.a at least 45 days prior to the initial 
evidentiary hearing on adoption. 
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19.1008.5 Type V Recommendation and Decision 

~The following procedures apply to applications evaluated through a Type V review. 

8. ~- The Planning Commission shall serve as the recommendation authority for Type V 
applications. 

§. ~- The Planning Commission shall conduct an initial evidentiary hearing and provide a 
recommendation to the City Council within 180 days from the date that the application was 
deemed complete. 

C ~- The Planning Commission may recommend that the City Council approve or deny the 
application with or without changes. The Planning Commission shall provide a written 
justification for the recommendation . 

D 4 . The City shall provide notice of the hearing before the City Council consistent with the 
public notice requirements in Subsection 19.1 008.3.A. 

~a. At the conclusion of the first public hearing before City Council, the City Council shall take 
one of the following actions: 

1 a. Continue the matter to a date, time, and place certain . 

~ &. Remand the matter back to the recommendation authority for additional deliberation. 

~G. Approve the proposal, with or without changes. City staff, with review from the City 
Attorney, shall prepare the ordinance with written findings that demonstrate how the 
proposal meets all applicable approval criteria. 

~e. Deny the proposal. This action is appealable. 

§.e. Take no action on the proposal . This decision is not appealable. 

E e. The City shall provide the required notice of adoption to the Department of Land 
Conservation and Development. as described in Subsection 19.1001 .6.C.4.b. 

G +.Within 7 days after the date of the approval or denial of the proposal on which one of the 
actions in Subsection 19.1 008.5.E. 3 or 4 is taken, the City shall mail, or otherwise provide, 
notice to persons who testified orally or in writing to the recommendation or review authority 
while the public record was open regarding the proposal. The notice shall include the 
following information: 

1 a. A brief summary of the decision. 

~ &. If adopted: 

a.(-B The date and number of the adopting ordinance. 

b .~Where and when the adopting ordinance and related findings may be reviewed. 

~G. A summary of the requirements for appealing the decision to the Land Use Board of 
Appeals. 
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A. Following the close of the public portion of the hearing, the hearing body shall approve, 
conditionally approve, or deny the application. If the hearing is an appeal, the hearing body 
shall affirm, reverse, or remand the decision that is on appeal. Remanding the decision to a 
prior hearing body requires that there is adequate time. pursuant to Subsection 19.1001 .7.C 
for the prior hearing body to issue a decision and for the City to issue a final decision if the 
decision resulting from the remand is appealed. 

19.1010 APPEALS 

19.1010.5 Specific Provisions for Appeal of a Type II Decision 

B. At least 20 days prior to the appeal hearing. t+he City shall mail written notice of the appeal 
hearing to all parties who were entitled to Type II public notice per Subsection 
19.1 005.3.B.1. interested persons. and the appellant(s) at least 2Q elays ~rior to tl=te a~~eal 
l=teariRg. 

19.1010.6 Specific Provisions. for Appeal of a Type Ill Decision 

B. At least 20 days prior to the appeal hearing. t+he City shall mail written notice of the appeal 
hearing to all parties who were entitled to Type Ill public notice per Subsection 
19.1 006.3.D.1. interested persons. the appellant(s). Planning Commission. and Design and 
Landmarks Committee if they made a recommendation on the initial land use application-at 
least 2Q days ~rior to tl=te a~~eall=toariRg . 

19.1011 DESIGN REVIEW MEETINGS 

19.1011.2 Design Review Meeting Notice Requirements 

B. The mailed public notice shall meet the requirements of Subsections 19.1 006.3.D_g ami-€. 

CHAPTER 19.1100 ANNEXATIONS AND BOUNDARY CHANGES 

19.1102 ANNEXATIONS 

19.1102.2 The Petition 

C. An annexation petition shall include the completed petition form and the following 
information. 

5. Census forms or demographic information about the area to be annexed. 

19.1102.3 Approval Criteria .. 

The City Council shall approve or deny an annexation proposal based on findings and 
conclusions addressing the following criteria: 

F. The proposal must comply with the criteria of Section 19.902 for Zoning Map Amendments 
and Comprehensive Plan Map Amendments. if applicable. 
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CHAPTER 19.1200 SOLAR ACCESS PROTECTION 
SECTIONS: 
19.1201 Purpose 
19.1202 Definitions 
19.1203 Solar Access for New Developm~nt 
1 Q.1204 Selar Balance Peint 
1Q.1205 Selar Access Permit 

19.1201 PURPOSE 

19.1201.1 The purpose of this chapter is: 

A. To orient new lots and parcels to allow utilization f')revide selar access f')roteGtion to new 
develef')ment in subdivisions, new and remodeled single family homes, structures within 
single family zoning districts, and homes which make beneficial use of solar energy; 

19.1203 SOLAR ACCESS FOR NEW DEVELOPMENT 

19.1203.2 Applicability 

The solar design standards in Subsection 19.1203.3 shall apply to applications for a 
development to create lots in single-family zones and fer single family detached dwellings in any 
~. except to the extent the Director finds that the applicant has shown one or more of the 
conditions listed in Subsections 19.1203.4 and 5 exist, and exemptions or adjustments provided 
for therein are warranted. 

19.1203.6 Protection from Future Shade 

Structures and nenexemf')t \1egetatien must cemply with Section 1Q.1204 en all lets in a 
development subject te Section 1Q.120~ . including lets fer which e>EOmptions er adjustments te 
Section 1Q.120~ have been grantee. 

The applicant shall file a note on the plat or other documents in the office of the County 
Recorder binding the applicant and subsequent purchasers to comply with the future shade 
protection standards in Subsection 19.1203.6. The City shall be made a party of any covenant 
or restriction created to enforce any provision of this subsection. The covenant or restriction 
shall not be amended without written City approval. 

19.1203.8 Process for Approval 

Requirements for meeting this section shall be processed simultaneously with other application 
requirements as provided by this title, er in conjunction with builaing permit requests. The City's 
decision te grant or Eleny appreval is intenaea te be ministerial. 

Repeal Section 19. 1204 Solar Balance Point. 

Repeal Section 19.1205 Solar Access Permit. 
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